IT IS THE VENDOR'S RESPONSIBILITY TO CHECK FOR
ADDENDUMS PRIOR TO SUBMITTING PROPOSALS

REQUEST FOR PROPOSALS
SPECIFICATION NO. 03-236

The City of Lincoln, Nebraska intends to enter into a contract and invites you to submit a
sealed proposal for:

35 FOOT HEAVY DUTY DIESEL
TRANSIT VEHICLES

Sealed proposals will be received by the City of Lincoln, Nebraska onor before 12:00 noon
Wednesday, October 22, 2003 in the office of the Purchasing Agent, Suite 200, K Street
Complex, Southwest Wing, 440 South 8th Street, Lincoln, Nebraska 68508. Proposals will
be publicly opened at the K Street Complex, reading only the names of the firms submitting
proposals.

Proposers should take caution if U.S. mail or mail delivery services are used for the
submission of proposals. Mailing should be made in sufficient time for proposals to arrive
in the Purchasing Division, prior to the time and date specified above.



INSTRUCTIONS TO PROPOSERS
CITY OF LINCOLN, NEBRASKA
PURCHASING DIVISION

1. PROPOSAL PROCEDURE
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Each RFP must be legibly printed in ink or by typewriter,
include fullname, business address, and telephone no.
of the Proposer; and be signed in ink by the Proposer.
Response by a firm/organization other than a
corporation must include the name and address ofeach
member.

A response by a corporation must be signed in the
name of such corporation by a duly authorized official
thereof.

Anyperson signing a response for afirm, corporation, or
other organization must show evidence of his authority
so to bind such firm, corporation, or organization.
Proposals received after the time and date established
for receiving offers will be rejected.

EQUAL OPPORTUNITY
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Each proposer agrees that it shall not discriminate
against any employee or applicant for employment
because of race, color, religion, sex, disability, national
origin, age, or marital status. In the employment of
persons, proposer shall take affirmative action to
ensure that applicants are employed and that
employees are treated during employment without
regard to race, color, religion, sex, disability, national
origin, age, or marital status.

3. DATA PRIVACY

4.
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3.2

Proposer agrees to abide by all applicable State and
Federal laws and regulations concerning the handling
and disclosure of private and confidential information
concerning individuals and corporations as to
inventions, copyrights, patents and patent rights.

The proposer agrees to hold the City harmless from any
claimsresultingfrom the proposer's unlawful disclosure
or use of private or confidential information.

PROPOSER'S REPRESENTATION

4.1

4.2

4.3

Each proposer by signing and submitting an offer,
represents that he/she has read and understands the
specification documents, and the offer has been made
in accordance therewith.
Each offer for services further represents that the
proposer is familiar with the local conditions under
which the work and has correlated the observations with
the requirements of the RFP.
Proposer Warrants and represents to the City that all
software/firmware/hardware/equipment/systems
developed, distributed, installed or programmed by
Proposer pursuant to this Specification and Agreement.
4.3.1 That all date recognition and processing by the
software/firmware/ hardware/equipment/system
will include the four-digit-year format and will
correctly recognize and process the date of
February 29, and any related data, during Leap
years; and

432 That all date sorting by the software/
firmware/hardware/equipment/system that
includes a “year category” shall be done based on
the four-digit-year format. Upon being notified in
writing by the City of the failure of any
software/firmware/ hardware/equipment/
systems to comply with this Specification and
Agreement, Contractor will, within 60 days and at
no cost to the City, replace or correct the non-
complying software/firmware/hardware/
equipment/systems with software/firmware/
hardware/equipment/systems that does comply
with this Specification and Agreement.

5. INDEPENDENT PRICE DETERMINATION
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Bysigning and submitting this RFP, the proposer certifies
thatthe prices offered have been arrived atindependently,
without consultation, communication or agreement, for
the purpose of restricting competition, with any other
proposer competitor; unless otherwise required by law,
the prices which have been quoted in this offer have not
been knowingly disclosed by the proposer prior to RFP
opening directly or indirectly to any other competitor; no
attempt has been made, or will be made, by the proposer
to induce anyperson or firm to submit, or not to submit, a
response for the purpose of restricting competition.

6. SPECIFICATION CLARIFICATION

6.1

6.2

6.3

6.4

Proposers shall promptly notify the Purchasing Agent of
any ambiguity, inconsistency or error which they may
discover upon examination of specification documents.
Proposers desiring clarification or interpretation of the
specification documents shall make a written request
which mustreach the Purchasing Agent atleastseven (7)
calendar days prior to date and timeforresponsereceipt.

Interpretations, corrections and changes made to the
specification documents will be made by written
addenda.

Oral interpretations/changes to Specification Documents
made in any other manner, will notbe binding on the City;
proposers shall not rely upon oral interpretations.

7. ADDENDA

7.1

7.2

7.3

Addenda are written instruments issued by the City prior
to the date for receipt of offers which modify or interpret
the specification document by addition, deletion,
clarification or correction.

Addenda will be mailed or delivered to all who are known
bythe Cityto have received a complete setofspecification
documents.

Copies of addendawill be made available for inspection
at the office of the Purchasing Agent.



7.4

7.5

No addendum will be issued later than forty-eight (48)
hours prior to the date and time for receipt of offers,
except an addendum withdrawing the RFP, or
addendum including postponement.

Proposers shall ascertain prior to submitting their offer
that they have received all addenda issued, and they
shall acknowledge receipt of addenda on the proposal
form.

8. ANTI-LOBBYING PROVISION

8.1

During the period between the bid close date and the
contract award, bidders, including their agents and
representatives, shall not directly discuss or promote
their bid with any member of the City Council or City Staff
except in the course of City-sponsored inquiries,
briefings,interviews,or presentations,unlessrequested
by the City.

9. EVALUATION AND AWARD

9.1

9.2

9.3

9.4

9.5

9.6

9.7

The signed proposal shall be considered an offeron the
part of the proposer. Such offer shall be deemed
accepted uponissuance by the City of purchase orders,
contract award notifications, orothercontract documents
appropriate to the work.

No offer shall be withdrawn for a period of ninety (90)
calendar days after the time and date established for
receivingoffers,and each proposer agrees insubmitting
an offer.

In case of a discrepancy between the unit prices and
their extensions, the unit prices shall govern.

The RFP process is designed to be a competitive
negotiation platform, where price is not required to be
the sole determinative factor; also the City has the
flexibility to negotiate with a select firm or selected firms
to arrive at a mutually agreeable relationship.

A committee will be assigned the task of reviewing the
proposals received.

9.5.1 The committee mayrequestdocumentation from
Proposer(s) of any information provided in their
proposal response, or require the Proposer to
clarify or expand qualification statements.

The committee mayalsorequire a site visitand/or
verbal interview with a Proposer or select group of
Proposers to clarify and expand upon the
proposal response.

The offer will be awarded to the lowest responsive,
responsible proposer whose proposal will be most
advantageous to the City, and as the Citydeem will best
serve their requirements.

The City reserves the right to accept or reject any or all
offers, parts of offers; request new proposals, waive
irregularities and technicalities in offers; or to award the
RFP on asplit-order basis, or lump-sum basis; such as
shall best serve the requirements and interests of the

City.

9.5.2

10. INDEMNIFICATION

10.1 The proposer shall indemnify and hold harmless the

City, its members, its officers and employees from and
against all claims, damages, losses, and expenses,

10.2

including, but not limited to attorney's fees arising out of
orresulting from the performance ofthe contract, provided
that any such claim, damage, loss or expense is
attributable to bodilyinjury, sickness, diseaseordeath,or
to injury to or destruction of tangible property other than
goods, materials and equipment furnished under this
contract) including the loss of use resulting therefrom; is
caused in whole or part byany negligent act or omission
of the proposer, any subcontractor, or anyone directly or
indirectly employed by any one of them or anyone for
whose acts made by any of them may be liable,
regardless of whether or not it is caused by a party
indemnified hereunder.

In any and all claims against the City or any of its
members, officers or employees by an employee of the
proposer, any subcontractor, anyone directly or indirectly
employed by any of them or by anyone for whose acts
made by any of them may be liable, the indemnification
obligation under paragraph 10.1 shall not be limited in
any way by any limitation of the amount or type of
damages, compensation or benefits payable by or for the
proposer or any subcontractor under worker's or
workmen's compensation acts, disability benefit acts or
other employee benefit acts.

11. LAWS
11.1 The Laws of the State of Nebraska shall governtherights,

obligations, and remedies of the Parties under this
proposal and any agreement reached as a result of this
process.

12. AWARD
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12.2

12.3

12.4
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12.6

The RFP process is designed to be a competitive

negotiation platform,where price is notrequired to be the

sole determinative factor; alsothe City has the flexibilityto

negotiate with a selected firm or firms to arrive at a

mutually agreeable relationship.

The City shall be the sole judge as to merits of the

proposal, and the City's decision will be final.

A committee will be assigned by the Mayor with the task

of reviewing the proposals received.

12.3.1 The committee may request documentation from
Proposer(s) of any information provided in their
proposal response, or require the proposer to
clarify or expand qualification statements.

12.3.2 A short list of firms from proposals submitted
may be selected for a presentation to the
committee and ranked by committee members.

Final approval to enter into contract negotiations with the

top ranked firm will be by the Mayor of the City of Lincoln.

The City shall not be liable for any expense incurred in

connection with preparation of a response to this RFP.

The contract document shall incorporate by reference all

requirements, terms and conditions of the solicitation,

proposal received and all negotiated details.



PROPOSER'S CHECK LIST

Each proposal submitted shall include the items listed below. The following list is for
convenience only. Proposers are entirely responsible for the submission of a properly
executed proposal, and should carefully read the entire specification package in order to be
fully aware of all requirements. Failure to comply in all respects may result in rejection of a
proposal as non-responsive.

YES TEV

Exceptions Listing — By Proposer

Conflict of Interest Statement — By Proposer

Proposers Capability and Experience Statements, Including
References — By Proposer

Proposers Organization — By Proposer

Milestone Tracking Chart — By Proposer

Acknowledgment of Receipt of Addenda — By Proposer

Price Proposal Form — Exhibit A

Location of Parts and Technical Services Form — Exhibit B

Bus Description Form — Exhibit C

Sample Contract for the Purchase of Vehicles — Exhibit D

Buy America Worksheet — Exhibit E

Buy America Certification — Exhibit F

FTA Bus Testing Certification — Exhibit G

Disclosure of Lobbying Activities Worksheet — Exhibit H

Disclosure of Lobbying Activities Certification — Exhibit |

Debarment Certification — Exhibit J

Motor Vehicle Safety and Pollution Certification — Exhibit K

Disadvantaged Business Enterprises TMV Certification — Exhibit L

Sample Performance Guarantee Bond — Exhibit M

Fair Employment Practices Certification — Exhibit N

Drug Free Workplace Certification — Exhibit O

Non-Collusion Certification — Exhibit P




Definition of Terms

Whenever herein or in the contract document the following terms, or pronouns in place of them, or
abbreviations, are used, the intent and meaning shall be interpreted as follows:

The City of Lincoln. Buyer
Approved Equal. A phrase used to indicate THE CITY OF LINCOLN's approval of a proposed
product/service/condition similar or superior in function, purpose, design and/or performance to that

originally specified, as an acceptable alternate for proposals.

Authorized Signature. Signature of that person who is executing this contract on behalf of the
Bidder/Contractor and who is authorized to bind the Bidder/Contractor.

Bid and Proposal. Used synonymously throughout this document.

Bidder and Proposer. Used synonymously throughout this document.

Contracting Officer. That person designated by THE CITY OF LINCOLN to enter into and
administer this contract and make determinations and findings with regard to the contract on behalf of
THE CITY OF LINCOLN.

Contractor. The successful proposer to whom a contract is awarded.

Defect. Patent or latent malfunction or failure in manufacture or design of any component or
subsystem that causes a unit to cease operating or causes it to operate in a degraded mode.

Deliverables. The goods and services to be provided by the Successful Proposer to THE CITY OF
LINCOLN, following award of contract under this solicitation.

FTA. Federal Transit Administration (U.S. Department of Transportation).
GSA. (Federal) Government Services Administration.

Grant Recipient. Recipient of FTA-granted funds. THE CITY OF LINCOLN is a "grant recipient” of
the FTA.

Notice to Proceed. The written notice sent by THE CITY OF LINCOLN notifying the Contractor to
proceed with the scope of work specified in the Agreement.

Procuring Agency. The City of Lincoln.

Proposal, Contract and Award Form. Form provided by THE CITY OF LINCOLN, attached hereto
for submission of the proposal, and, if such proposal is accepted, for the award of contract by THE
CITY OF LINCOLN.

Related Defect. Damage inflicted on any component or subsystem as a direct result of a defect.

Request For Proposal (RFP). The complete assembly of related documents, whether attached or
incorporated by reference, furnished by THE CITY OF LINCOLN for the purpose of soliciting
proposals, including: the Request For Proposal; the Instructions To Proposers; Terms And
Conditions; Specifications; "Proposal, Contract and Award" Form; Exhibits; Attachments; and
Addenda, if any.



Specifications. The written description and statement of minimum required performance/features of
the equipment and/or supplies to be provided by the proposer.

Successful Proposer. The proposer to whom THE CITY OF LINCOLN makes contract award.
Supplier. Used synonymously with "vendor" or "seller".

Unit. Used synonymously throughout this document to refer to the item being specified by THE CITY
OF LINCOLN for purchase.

Work. Any and all labor, supervision, services, materials, machines, equipment, tools, supplies, and
facilities called for by the contract and necessary to the completion thereof.



1.1

1.2

1.3

1.4

1.5

1.6

PART 1
INSTRUCTIONS TO PROPOSERS

INTRODUCTION
a. Intent-ltistheintentofthis Requestfor Proposal(RFP)to solicitcompetitive proposals for 35-foot
transit buses in low floor configurations under a 4-year contract from a single qualified supplier.

b. Objective—-Thisproposalwillenable THE CITY OF LINCOLN to standardize on the future selection
of buses, realize a better price through volume discounts and reduce the requirement of an as needed
orannualprocurement process as grant money is made available. This proposal will allow THE CITY
OF LINCOLN to exercise options in the future as grants are allocated.

c. Initial Purchase —Theinitial purchase will comprise a minimum of eight (8) buses for THE CITY OF
LINCOLN.

d. Options—THE CITYOF LINCOLNhas sole discretion to exercise options for up to sixteen (16) buses
tobe delivered overthe remaining contractterm. Any options exercised by THE CITY OF LINCOLN
will be reflected in an amendment to THE CITY OF LINCOLN contract.

PERIOD OF OPERATION

The start date for the program/project will tentatively commence on December 26, 2003, or upon award of
acontract pursuanttothis RFP, witha scheduled completion date of December 26, 2007, contingentupon
receipt of adequate funding.

THE CITY OF LINCOLN PROJECT MANAGER

GlennKnust, Maintenance Superintendent, shall be responsible for the procurement process and shall
monitor the successful Contractor's day-to-day performance of all necessary actions required for effective
execution of contractual requirements.

Office:  (402) 441-8317 Fax: (402) 441-7055

THE CITY OF LINCOLN CONTRACTING OFFICER

Vince Mejer, Purchasing Agent, shall serve as THE CITY OF LINCOLN'’s Contracting Officer for this
contract. The Contracting Officer shallhave THE CITY OF LINCOLN to administer or terminate a contract,
execute Change orders, and make related determinations and findings, to the extent delegated by THE CITY
OF LINCOLN, acting through its City Council and Transit Manager. The Contracting Officer shall be
responsible for ensuring the Contractor's compliance with the terms of the contract, and safeguarding the
best interests of The City of Lincoln.

Office: (402)441-7410 Fax: (402) 441-6513

FUNDING

Financial support ofthis projectis provided through financial assistance grants from the Federal Transit
Administration (FTA)and THE CITY OF LINCOLN who are funding approximately 80 percent and 20 percent
respectively. Any obligationsof THE CITY OF LINCOLN are contingent upon receipt of adequate funding.

PAYMENT TO CONTRACTOR

a, Progress Payment Schedule
THE CITYOF LINCOLNwill pay the full price of each bus upon finalacceptance of the vehicle and

receipt of an approved invoice.

b. Payment Terms
THE CITY OF LINCOLN will make paymentto the Contractor within thirty (30) days from date of receipt
by THE CITYOF LINCOLNof a properly documented and correctinvoice fromthe Contractor and
acceptance by THE CITY OF LINCOLN's Project Manager.

1



1.7

1.8

1.9

1.10

c. Invoicing
Contractor'sinvoices mustinclude THE CITYOF LINCOLN's Purchase Order number, be billed and

payable in U.S. dollars, and be addressed to the Project Manager.

d. Maximum Payment
THE CITY OF LINCOLNwill pay a maximumofthe totalamountlisted on the original purchase order
tothe Contractor for the deliverablesto be provided under the Contract, unless otherwise amended
via Change Order to the Contract.

SCHEDULED ACTIVITIES

Tothe extentachievable, the following tentative schedule shall govern the review, evaluation and award of
the contract. THE CITY OF LINCOLN reserves the rightto modify the dates below in accordance with its
review process.

Activity Estimated Completion Date
Availability of the RFP August 29, 2003
Pre-Proposal Conference September 23, 2003
Deadline for receipt of proposal October 22, 2003
Review of Proposals by Evaluation Committee October 31, 2003
Interviews/Discussions/Negotiations (tentative) November 4, 2003
Receipt of Best and Final Offers (if requested) November 19, 2003
Evaluation Committee’s recommendation

to the City Council for appropriate action November 26, 2003
Contract Award December 22, 2003
Notice to Proceed December 26, 2003

VEHICLE AMOUNTS/TYPES

SuccessfulProposer willfurnish THE CITY OF LINCOLN or assigned transit properties a minimum of eight
(8) transitbusesinthe firstyear with options to purchase an additional sixteen (16) buses over the remaining
three (3) years of the four (4) year contract as may be in accordance with specifications as containedin the
Technical Specifications and the certifications contained in Part 6 of this RFP. Vendor shall provide all labor,
vehicles, equipment, insurance, licenses, etc. at no additional cost to THE CITY OF LINCOLN.

Such buses shall be provided pursuant to all specifications as stated herein and as contained in the
Technical Specifications, the General Provisions and Federal Requirements and Information and Instructions
to Proposers in this RFP. Interested proposers shall complete Exhibit C, “Bus Description” as a
demonstration of compliance with the Technical Specifications listed.

VEHICLE DELIVERY

Delivery of the vehiclesis to be completed within Proposers specified delivery schedule upon receiptand
acceptance ofthe Proposer’s offer by THE CITY OF LINCOLN. The initial purchase delivery shall be within
the firstyear of the contract term. Delivery schedules for any future options will be finally determined at the
time the option is exercised and based on the originaloffer of delivery days. If the delivery is delayed
because of strike, injunctions, governmental controls, or by reason of any cause or circumstances beyond
the controlof the manufacturer, supplier or contractor, the time of completion of delivery may be extended
upon written request for atime extension fromthe Proposer. The request for extension mustinclude detailed
justification for the length of the time extension.

Hours of delivery shall be 9:00 a.m. through 4:00 p.m., Monday — Friday only.

VEHICLE SERVICE

Priorto delivery, each vehicle shall be completely serviced by the Contractor. Service shallinclude notless
than the following: lubrication, wash, and other checks and adjustments required for proper complete
servicing of a new vehicle. Each vehicle shall be ready for placement in service upon delivery and
acceptance.




1.11

1.12

1.13

1.14

1.15

1.16

CONDITION OF EQUIPMENT PROPOSED
This equipment shallbe newand unused, of current production model, with the latest design features. The

unitshall be delivered fully operational and ready for field use with all necessary maintenance equipment
and accessories.

This equipmentshall, in all respects, be equipped to operate legally on State highways, night and day, and
shall,in allrespects, conformto State and Federalregulations pertaining to the equipment herein described.
All parts of this vehicle shall conformwith the provisions of the State Vehicle Code, Federal Motor Vehicle
Safety Standards, the , Motor Carrier Safety Regulations and requirements under the Americans with
Disabilities Act (ADA) Final Guidelines for Transportation Vehicles, 49CFR, Part 38, Subpart B in effect as
of September 6, 1991 or as modified subsequently.

Anadequate stock of repair parts and service facilities shall be readily available. Thislocationisto be
indicated on the enclosed location of parts and technical services form in Exhibit B.

Proposal shall contain a breakdown of costs of each bus as follows:
a. delivery of f.0.b., Lincoln, NE, USA

DAMAGE BY CONTRACTOR

Allloss or damage arising fromany unforeseen obstruction or difficulties, either natural or artificial, which
may be encountered in the prosecution of the work, or the furnishing of the supplies, materials or equipment,
orfromany action of the elements prior to the finalacceptance of the work, or of the supplies, materials, or
equipment, or from any act or omission not authorized by these specifications on the part of the Contractor
orany agentorperson employedonthe part of the Contractor orany agentor person employed by that
person(s), shall be sustained by the Contractor.

F.O.B. POINT
F.O.B. Destination to:

City of Lincoln - StarTran
710 “J” Street

Lincoln NE 68508

SUMMARY OF ITEMS TO BE PROVIDED UPON DELIVERY

The following items must be furnished by the successful Proposer upon delivery of each vehicle:
a. all warranty verification vouchers, certificates or coupons

b. operator’s manual(s) for vehicle and all add-on equipment

c. drawings showing wiring of auxiliary circuits, and/or modifications of standard vehicle wiring which
would not be included in the standard vehicle maintenance manual

completely filled fuel tank(s)

complete vehicle maintenance and parts manuals

assurance of compliance with manufacturer’s pre-delivery service

any maintenance andinspection schedules for the basic vehicle and its subsystems and any add-on
equipment

ALLrequired documents, completely executed by the manufacturer/dealer, and ready for submission
to the Department of Motor Vehicles

> «Q ™t Qo

EXCEPTIONS

The Proposeristo provide a proposal thatin all ways meets the specifications. Proposals may be submitted
with exceptionsto the specifications which mustbe denoted separately and mustinclude an explanation of
the necessity for each. Exceptions may be cause for rejection of proposal. THE CITY OF LINCOLN
reservestherightto negotiate modification to any exceptions with any Proposers within the competitive
range. Proposals with accepted exceptions shall be evaluated in accordance with the Evaluation Criteria
herein, which may result in a lower score.

CHANGE ORDERS

THE CITYOF LINCOLNatany time by written order and without notice to the sureties may make changes
within the general scope of any Contract awarded as aresult of this RFP. If any such changes cause an
increase ordecrease inthe costof orthe time required for performance under the Contract, an equitable
adjustment shall be made by written modification to the Contract. Any claim by the Contractor for adjustment
under this clause must be asserted within thirty (30) days from the date of receipt by the Contractor of the
notification of change.




1.17 REQUEST FOR PROPOSAL DEADLINE

The proposal, and all attachments, mustbe receivedin THE CITY OF LINCOLN Purchasing Office by 12:00
p.m.on October22,2003. The proposal mustbe inasealed envelope, box, orappropriate package with
the name and address of the Proposer, the projecttitle: “THE CITY OF LINCOLN Vehicle Purchase”, and
closing date clearly marked onthe outside. For the purposes of this proposal, the time specified will be as
defined by the telephone console clock atthe reception deskinthe main lobby of THE CITY OF LINCOLN
Purchasing building, 440 S 8" St, Ste 200, Lincoln, NE 68508. Any proposal received after the above
deadline may not be opened and considered for award.

Proposal must be mailed or delivered to:
THE CITY OF LINCOLN

440 S 8™ St, Ste 200
Lincoln NE 68508

Attention: Purchasing Manager

Withoutlawor policy to the contrary, ifthe Proposertook reasonable steps to submitthe proposalindue
time, and failure of the proposal to be on hand at the time of closing was not the result of negligence or other
faultofthe Proposer, butwasthe resultof negligence by THE CITY OF LINCOLN, THE CITY OF LINCOLN
reserves the right to accept such proposal.

1.18 PROPOSERS CONFERENCE
A Pre-Proposal Conference will be held to discuss allrelevantissues associated with the Request for

Proposal. While attendance is not required, all potential Proposers are strongly encouraged to attend.

Please submit, in writing, any questions about the Request for Proposalthatyouwould like answered atthe
conferenceto THE CITYOF LINCOLNas referenced above or faxyour questions to (402) 441-6513 prior
to the conference. This will allow for a more thorough response.

The conference may be recorded and answers may be provided in writing by addendumfollowing the
conference. Please contact THE CITY OF LINCOLN at (402) 441-7410 for confirmation of your attendance.
Only written addendawill be binding. Oralanswers atthe conference willnotbe bindingon THE CITYOF
LINCOLN.

Time and location will be as follows:

Location: THE CITY OF LINCOLN - StarTran
710 “J” Street

Lincoln, NE 68508
Date: September 23, 2003

Time: 10:00 a.m.

1.19 INTERPRETATION OF REQUEST FOR PROPOSAL
The Proposer must carefully examine the specifications, terms and conditions expressed in the Request for
Proposal and become fully informed as to the requirements set forth therein.

Ifanyone planningto submita proposalfinds discrepancies or omissions in the proposal, or has any doubts
astothetrue meaning, they may requestinwriting, aninterpretation or correction thereof, by September
26,2003at2:00pm CST. (No further requests for clarification or objections to the proposal will be accepted
or considered after this date.)

Anychange inthe Requestfor Proposalwillbe made only by written addendum, duly issued by THE CITY
OF LINCOLNto each firmin receipt of the Request for Proposal. THE CITY OF LINCOLN will not be
responsible for any other explanations or interpretations.

Allinquiries shall be directed to the designated City of Lincoln staff person. Contactwith any other City of
Lincoln personnelbythe Proposeris prohibited. Failure to comply with thisrequest may be considered
cause for rejection of your bid.



1.20 EALSE OR MISLEADING STATEMENTS
Proposals which contain false or misleading statements, or which provide references which do not support
an attribute or condition claimed by the Proposer, may be rejected. If, in the opinion of THE CITY OF
LINCOLN, such information was intended to mislead THE CITY OF LINCOLN in its evaluation of the
proposal, and the attribute, condition or capability is arequirement of this proposal, it will be the basis for
rejection of the proposal.

1.21 WITHDRAWAL OR REVISION OF PROPOSALS

Aproposalwhichis submitted priortothe deadline may be withdrawn or revised anytime priorto, but not
after, the deadline for receipt of proposals, provided that the request for withdrawal or revisionis in writing
and executed by the Proposer’s duly authorized representative. The requestforwithdrawal or revision for
the proposalmustbe filed with THE CITY OF LINCOLN, before the deadline for receipt of proposals. The
withdrawalof a proposalshall not prejudice the right of a Proposer to submita new proposal, provided the
Proposer can submit the new proposal by the deadline stated herein. Afterthe deadline for receipt of
proposals, no Proposer may withdraw its proposal for a minimum of sixty (60) days.

1.22 SUBCONTRACTING

Any Proposerusing a Subcontractor(s) mustclearly explain the use of the Subcontractor(s) and listthe
name(s) of the Subcontractor(s) providing work under this proposal. The selected Proposer will be fully
responsible for allwork performed under this proposal and will be considered as the Prime Contractor. Any
Subcontracting, or other legal arrangements made by the Proposer are the sole responsibility of the
Proposer. Any contractthatis entered into between the selected Proposer and the Subcontractor(s) shall
contain all required contract provisions as stated inthe RFP, and shallin no respect obligate THE CITY OF
LINCOLN to the subcontracting party.

1.23 PROPOSAL AS CONTRACT
Each proposal shall be submitted with the understanding that acceptance in writing by THE CITY OF
LINCOLNofthe offerto furnishthe equipment or services described therein shall constitute a contract
betweenthe successful proposerand THE CITY OF LINCOLN, which shall bind the proposer to furnish and
deliver the equipmentor service atthe proposed price and in accordance with the specifications, terms and
conditions, and other requirements detailed in the RFP or subsequently added or made a part thereof.

1.24 GENERAL TERMS AND CONDITIONS — CONTRACT AGREEMENT
The successfulProposerwill be required to enterinto a negotiated and final contract with THE CITY OF
LINCOLN, specifically identifying the scope of work aswellas THE CITY OF LINCOLN’s general terms and
conditions. All Proposers shall familiarize themselves completely with the contents and requirements of the
contract. A sample contract is enclosed as Exhibit D.




PART 2

PROCUREMENT PROCESS

2.1 METHOD OF PROCUREMENT: COMPETITIVE NEGOTIATION

A.

Procurement will be made on a "competitive negotiated” basis.

The Competitive Negotiation method of procurement is an acknowledgment that, in addition to price
and responsiveness to technical specifications, there are other factors which should be considered
in the procurement process in order to determine which offer is in the best interest of THE CITY OF
LINCOLN and allows the most efficient and economical use of public funds. It should also be
understood that the competitive negotiation process is designed to ensure, to the maximum extent
possible, that award will be made on a competitive basis.

The contract will be awarded to the proposer whose proposal will be the most advantageous to
THE CITY OF LINCOLN in terms of all evaluation criteria stated elsewhere in the RFP.

Proposals will not be publicly opened and are strictly confidential to THE CITY OF LINCOLN.
Detailed procedures for proposal evaluations and the steps leading to award follow.

The basic steps in the competitive negotiation process are as follows:

1. THE CITY OF LINCOLN determines the relative importance of all the evaluation factors
pertinent to the RFP and lists them in order of priority. This has been done and is reflected
as the criteria provided in Part 4 of this RFP.

2. THE CITY OF LINCOLN issues a Request For Proposals (RFP) containing specifications

that describe the actual minimum needs and advising prospective offerors of the criteria upon
which the proposals will be evaluated.

3. By the date specified in the RFP, qualified offerors submit sealed proposals as outlined in
Part 3.

4, THE CITY OF LINCOLN reviews the Proposals to determine proposal compliance.

5. THE CITY OF LINCOLN evaluates all compliant Proposals in accordance with the pre-
established evaluation criteria.

6. THE CITY OF LINCOLN will determine the "Competitive Range”. The Competitive Range
includes all proposals which have a reasonable chance of being selected for award, based
upon a preliminary screening against the previously established evaluation criteria. When
there is a doubt as to whether a proposal is within the competitive range, that doubt shall be
resolved by the proposal's inclusion. Where the bid price is below the competitive range and
clearly demonstrates a lack of understanding on the part of the bidder, the City of Lincoln
may disqualify this bidder from further consideration.

7. THE CITY OF LINCOLN determines whether or not to carry out discussions with those
offerors whose proposals are within the competitive range or to recommend an award of the
contract without further discussion.

8. THE CITY OF LINCOLN may determine that it is in their best interest to conduct individual
interviews with bidders determined to be within a competitive price, technical management
and experience range to verify any unclear areas, discuss any bid options and, through
guestions and answers, assure that the contractor has a clear understanding of THE CITY
OF LINCOLN requirements and expectations. After the presentations THE CITY OF



10.

11.

12.

13.

14.

LINCOLN may request a best and final or proceed into negotiations with the highest ranked
bidder, based on THE CITY OF LINCOLN developed, evaluation criteria. Furthermore, THE
CITY OF LINCOLN may elect to award a contract without further discussions or negotiations
if THE CITY OF LINCOLN determines that the best technically acceptable proposal has been
received and that acceptance of this initial proposal would result in a fair and reasonable
price.

If an award is to be made pending further discussion or negotiation, all offerors whose
proposals are within the competitive range will be formally notified in writing, of THE CITY OF
LINCOLN's intentions to hold discussions with them and the required steps leading to "Best
And Final Offers" (BAFQO's). A meeting will be held with each such offeror to discuss their
proposed solutions to amend requirements. THE CITY OF LINCOLN reserves the right to
amend requirements after discussions to clarify any requirement issues. Bidders will then be
requested to submit any final changes to their price and technical proposal. Offerors may
then modify their proposals, accordingly, and may submit their BAFO after all meetings and
discussions have been completed. No evaluation and/or price comparisons are allowed
between proposals. Discussions with bidders will not include disclosure of the strengths and
weaknesses of competing proposals.

The sealed BAFO's are submitted by a common closing time, of which all offerors within the
competitive range will be formally notified.

THE CITY OF LINCOLN will evaluate final submittants and will either reject all bids or select
the bid that offers the best compliance and benefits to THE CITY OF LINCOLN at a
competitive cost.

The award recommendation by THE CITY OF LINCOLN selection committee requires the

approval of THE CITY OF LINCOLN's City Council and DBE Liaison/EEOC Officer. The
selected bidder will be notified only after Board approval.

All proposers will be advised in writing of THE CITY OF LINCOLN's final decision.

No contractor submittants shall be returned. THE CITY OF LINCOLN will not accept
confidential, trade secret nor proprietary information. Where information has a copyright, by
the bidder or his subcontractor the bidder shall provide THE CITY OF LINCOLN, in writing in
the proposal with a statement by the owner of the copyright that the “submitted documents
may be copied by THE CITY OF LINCOLN for the purpose of evaluating the submitted
proposal.”



3.1

3.2

3.3

PART 3

Instructions For Submission Of Proposal And
Proposal Content Requirements

GENERAL INFORMATION
This section describes the required proposal format and content. The proposal should contain the

requested information organized by the prescribed sections and subsections numbers and titles. Any
information provided beyond that required in the proposal should be contained in a section entitled
“Optional Exhibits and Attachments”.

Each Proposer shall submit a complete proposal, along with requested copies, providing all information
requested and a complete description of the equipment delivery schedule and quality assurance
program proposed. Failure to follow the prescribed format may result in rejection of the proposal.

Proposals must be complete in all respects. A proposal may be rejected if it is conditional or incomplete,
or if it contains any alteration of form or other irregularities of any kind not authorized by this RFP. A
proposal may be rejected if any such defect or irregularity constitutes a material deviation from the
proposal requirements. The proposal must contain all costs required by the proposal.

Proposals must be clearly marked as stated herein and must be received by the date and time specified.
Proposals submitted under improperly marked covers might be rejected. If discrepancies are found
between two or more copies of the proposal, the proposal may be rejected. However, if not so rejected,
the “original” copy will provide the basis for resolving such discrepancies.

The proposal must be typed. Every part of the proposal must be legible and of sufficient print clarity to
allow copying of the document. Errors may be crossed out and corrections printed in ink or typed
adjacent, and must be initialed in ink by the person signing the proposal.

Special bindings, colored displays, etc., are not necessary. A single 3-ring binder divided into sections
by labeled tab index sheets is sufficient. Attachments that are not included in the binder should be
clearly labeled according to the sections and titles provided therein. The proposal should be as clear,
complete and consistent with the proposal content requirements as possible.

NUMBER OF COPIES TO BE SUBMITTED
Please submit one (1) original proposal and five (5) copies of each proposal.

PROPOSAL FORMAT

The proposal must be developed on the forms provided in this package, and must follow the proposal
content requirements in the order in which they appear in the proposal. Proposals that do not conform to
this format may not be considered for evaluation. Proposals must be typewritten and submitted on
standard 8-1/2"x11"” paper. Each page must be clearly and consecutively numbered. All proposals must
be submitted on the name of the legal entity or authorized agency. If the proposal is made by a sole
owner, it shall be signed with his/her full name and his/her address shall be given. If the proposal is
made by a partnership, it shall be signed with the partnership name by a member of the firm who shall
also sign his/her own name and the name and address of each member shall be given. If the Proposer
is a corporation, the proposal shall be signed by two corporate officers consisting of one signature from
each of the two (2) following groups of corporate officials: (1) the chair of the board, president or vice
president; and (2) the secretary, assistant secretary, chief financial officer, assistant treasurer or by a
person authorized by the corporation to execute written proposals on its behalf, and the corporate seal
affixed thereto. If the corporate seal is not affixed to the proposal, or it is executed by a person other
than an officer, or by only one officer, there must be attached to the proposal a certified copy of a
resolution of the corporation authorizing such officer or person to execute written proposals for and on




behalf of the corporation. If the proposal is made by a joint venture, it shall be signed on behalf of each
participating company by officers or other individuals who have full and proper authority to do so.
Proposals submitted in any other form will be considered non-responsive and will be rejected.

Upon approval by THE CITY OF LINCOLN City Council, a Contract will be prepared for the proposal,
and will become legally binding upon the signature by THE CITY OF LINCOLN Transit Manager and the
authorized official of the corporation or company.

The content and sequence of the proposal will be as follows:

A.

COVER LETTER. A maximum of a one (1) page cover letter and introduction including the
Proposer’'s name and address, nhame, address, and telephone number of the person(s) who will be
the contact person(s) and who will be authorized to represent the Proposer. The proposal must be
signed by a duly authorized officer of a company or partnership, or, in the case of a corporation, by
two officers as required in this proposal.

TABLE OF CONTENTS. Proposer shall provide a Table of Contents listing proposal contents,
exhibits, and supplemental information.

EXCEPTIONS. All Proposers are hereby instructed to supply a detailed listing of all EXCEPTIONS
they are proposing in order of occurrence by page number and section number. This list should
include the listed specification and the proposed EXCEPTION and include technical data sufficient
to make an Approved Equal finding.

This portion of the proposal will note any exceptions to the requirements and conditions taken by
the Proposer. The Proposer’s exceptions should give an explanation why the Proposer is taking
exception to the requirements and any impacts to cost or other requirements. If exceptions are not
noted, THE CITY OF LINCOLN will assume that the Proposer’s proposal meets those requirements
as specified herein.

CONFLICT OF INTEREST STATEMENT. The Proposer awarded this proposal may become
involved in situations where conflicts of interest could occur due to individual or organizational
activities that occur within THE CITY OF LINCOLN service area. In this section, the Proposer
should address the potential, if any, for conflicts of interest and show plans, if applicable, to
address any potential conflict of interest. This section will be reviewed by THE CITY OF LINCOLN
Counsel for conflict of interest as part of the review process.

PROPOSER'’S CAPABILITY AND EXPERIENCE. Provide a concise statement covering the

history of your company under current and any prior names (include number of years in business
under each name), your major programs/projects or activities both in general and
programs/projects similar to the subject of the proposal, the populations you have served, the
relationship of this program/project to your corporate purpose, and why you feel that your company
is best suited to fulfill the requirements of the proposal.

This section should include:

1. A brief description listing experience that your company has had in providing similar service
that demonstrates your company’s ability to provide the service described in your proposal.
Provide a list of at least five (5) customer references, include the firm’s name, the name, title,
and telephone number of a contact person; the dollar amount of the contract; and the dates
that these programs/projects were completed. Provide sample material of your company’s
work to substantiate your previous experience.

2. A brief description of the experience and qualifications of the proposed key staff members
assigned to this program/project and what percentage of their time will be devoted to the
program/project. Show their function in the program/project and a detailed resume’ for each
person. Additionally, the Proposer must specify where the staff will be located and identify
the program/project manager.



3. Information displaying past fiscal responsibility such as independent audits or a list of
programs/projects completed within the budget. Proposer must submit a copy of their latest
audited financial statement completed by a certified public accountant within the past
eighteen (18) months. A list of commitments, and potential commitments which may affect
assets, lines of credit, guarantor letters, or otherwise affect the Proposer’s ability to perform
the Contract. THIS INFORMATION SHOULD BE PLACED IN A SEPARATE BINDER OR
COVER ENTITLED “PROPOSER’S FINANCIAL STATEMENT",

4. A statement as to any judgments, litigations, licensing violations, or other violations,
outstanding or resolved, associated with your company.

PROPOSER’S ORGANIZATION. This section should include:

1. A brief description of your company’s purpose, including goals, philosophy and date company
was formed or incorporated.

2. A brief description of your present organizational structure and current operations. State
whether your organization is an individual proprietorship, partnership, corporation, or private
non-profit organization. Provide an organizational chart showing governing board members,
advisory boards, etc. Show how your company interacts internally and with the proposed
program/project.

NARRATIVE DESCRIPTION OF THE PROPOSAL. The merit of the proposed program/project will
be judged largely on the basis of your narrative description of the program/project. It is important
that the proposal contain all information required for an effective review process.

DESCRIPTION. In response to the Scope of Work section of the proposal, provide a clear and
concise description of the services and equipment to be provided by your company. Describe the
overall design to be used in carrying out the program/project and accomplishing its objectives.
Each of the major tasks, or activities to be undertaken, as a means of reaching such objectives,
must be specifically identified. Display the essential points of activity in a time sequence showing
the amount of time allotted to each activity.

(A milestone chart should be completed to display the time frame for achieving and accomplishing
each major program/project task or activity. Flowcharts and other related graphics might
accompany this section.)

RFP SUBMITTAL CHECKLIST. Proposers should sign and submit all forms and certificates
included in Exhibit A and listed on the RFP Submittal Checklist.

DISCLOSURE OF INFORMATION. All information in a submitter's proposal, except proprietary
technical and financial information and responsibility which may be protected by law, is subject to
public disclosure under the provisions of the “Freedom of Information (FOIA). This Act also
provides for the complete disclosure of contracts and attachments thereto.

Each page considered to contain proprietary information in a proposal must be so stamped or
otherwise identified by its proposer.

Following contract award, inspection of THE CITY OF LINCOLN's proposal file and contract
documents may be made by making a request in writing to THE CITY OF LINCOLN's Contracting
Officer. Inspections will be allowed during THE CITY OF LINCOLN's regular office hours and
within specified time limits as directed by the Contracting Officer. Requests for copies of proposal
or contract documents and the subsequent charges for providing this service will be processed in
accordance with the provisions of the U.S. State "Freedom of Information Act". Payment of all
copying costs incurred by THE CITY OF LINCOLN in response to a request for information will be
required in advance from the requestor.
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Information available for inspection shall include the tabulated totals of the price proposals and
copies of the proposal or proposal documents, subject to the exceptions listed above and
proprietary constraints within the law.

3.4 PROPOSAL COSTS
All costs of proposal preparation and presentation shall be borne by each individual proposer. THE
CITY OF LINCOLN is not liable for any cost incurred by consultant prior to issuance of a contract.
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4.1

4.2

4.3

PART 4

Basis Of Award, Selection Process And Evaluation Criteria

BASIS OF AWARD

These specifications represent features best suited to the requirements needed by THE CITY OF LINCOLN
and are not for the benefit of the Proposers. THE CITY OF LINCOLN will selectthe proposal or combination
of proposalsthatisthe mostadvantageousto THE CITY OF LINCOLN and responsive to the specifications.
THE CITYOF LINCOLNRESERVES THE RIGHT TOREJECT ANY ORALL PROPOSALS ORANY PART
THEREOF, TO WAIVE ANY INFORMALITIES INTHE PROPOSAL AND MINOR IRREGULARITIES, AND
TO MAKE AN AWARD ONTHE BASIS OF SUITABILITY, QUALITYOF SERVICE(S) TO BE SUPPLIED,
THEIR CONFORMITY WITH THE SPECIFICATIONS AND FOR THE PURPOSES FORWHICH THEY ARE
REQUIRED, DATES OF DELIVERY, AND NOT CONFINED TO PRICE ALONE. False, incomplete, or
unresponsive statements in connection with the proposal may be deemed sufficient cause for rejection. THE
CITY OF LINCOLN shall be the sole judge in making such determination.

THE CITYOF LINCOLNreservestherightto cancel or discontinue with the proposal process and rejectall
proposalsinthe eventitdeterminesthatthereisnolonger a requirementforthe item(s) and/or services(s),
the fundingisnolonger available, oritis otherwise in THE CITY OF LINCOLN’s bestinterestto cancelthe
proposal.

An Evaluation Committee consisting of selected personnel will be established to evaluate the proposals and
to recommend the apparent successful Proposer.

SELECTION OF REQUEST FOR PROPOSAL

It is the intent of the Evaluation Committee to select an apparent successful Proposer with a
recommendation to be forwarded to the City Council based on the evaluation criteria set forth herein.
Selection will not be made on cost alone, but will be based upon the most advantageous proposal or
combination of proposals. THE CITY OF LINCOLN RESERVES THE RIGHT TOREJECT ANY OR ALL
PROPOSALS RECEIVED INRESPONSE TO THIS PROPOSAL AND TO CANCEL THE PROPOSAL IF
IT IS IN THE BEST INTEREST OF THE CITY OF LINCOLN.

EVALUATION CRITERIA

The Evaluation Committee will consider only those proposals which have been considered responsive to
the proposal. Any proposal which fails to meetthe requirements of the proposal, or for which a fixed dollar
amountcannotbe precisely determined, will be considered a non-responsive proposal and may be rejected.

Proposals shall be ranked on atotal pointscale of 100 and shall be evaluated according to the following
criteria:

Criteria Possible Points

A. PRODUCT DESIGN AND PERFORMANCE 30 points

The information provided by the Proposerinits technical submittal relating to the buses to be provided
willbe utilized to evaluate the proposalin relation to this factor. Failure to complete the “required
submissions” BUS DESCRIPTIONfor each type of vehicle willimpact the final point determination of
this section. Vehicle construction and system design, as well as documented reliability may be used
in this evaluation, as well as other design and performance elements of the components which
comprise those systems. Ata minimum, test results, safety and maintenance factors and cost of
operation forthe bus design and system components proposed may be considered in determining a
final value for this factor.
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4.4

4.5

4.6

4.7

4.8

B. TOTAL COST PER BUS 30 points
This factor will look primarily to the cost information provided by the Proposer for each bus
configuration offered. The evaluation panel may consider the reliability of the buses to be provided,
warranties and other factors affecting the overall costin determining its assessment of points to be
awarded.

C. MANUFACTURER'S REPUTATION AND PERFORMANCE 20 points

This factor willlook mainly at the capability and reputation of the bus manufacturer as presented inthe
proposalorasisdetermined by reviewof information available from references or otherresources.
The evaluation may look atthe manufacturer’s overall organizationaland financial capabilities and
consider key components such as organizational reporting structure, quality control, quality assurance,
research and development, technical, training and parts support, response time, product capabilities,
ability to furnish multiple bus configurations, bonding capacity, and financial history, as well as other
considerations in reaching a final point determination. The evaluation panel may also look at
judgments, liens, fleet defect history, warranty claims, and the steps thatthe manufacturertookto
resolve these concerns in assessing the overall reputation of the manufacturer.

D. DELIVERY SCHEDULE 20 points
This factor willlook mainly atthe proposed delivery schedule for the minimum first year purchase, the

remaining first year commitment and the option commitment. The earliest or shortest delivery
schedules with evidence that it can be accomplished shall receive higher points.

FACTORY AND SITE VISIT
THE CITY OF LINCOLN reserves the right to conduct a factory or other site visit to assist in evaluation.

SINGLE PROPOSAL RESPONSE
If only one proposalis received, a detailed price/cost analysis may be requested of the single Proposer. The

Proposer agreesto such analysis by submitting a proposal. THE CITY OF LINCOLN reservestherightto
reject the single proposal.

NOTICE OF INTENT TO AWARD

A*“Notice of Intentto Award” willbe sentto all participating Proposers advising them of the date that the City
Councilwillhear and possibly take action on the recommendation of the Evaluation Committee. This “Notice
of Intentto Award” willbe sentto all participating Proposers by U.S. Postal mailing or facsimile no later than
eight (8) working days prior to the scheduled City Council meeting acting upon said “Intent to Award”.

PUBLICITY

All publicity releases or releases of reports, papers, articles, maps or other documents in any way
concerning this contract or the work hereunder which the Contractor or any of its subcontractors desiresto
make for purposes of publication in whole orin part, shall be subjectto approval by the Contracting Officer
prior to release.

Should the Contractor failto observe this provision, THE CITY OF LINCOLN shall have the right to terminate
the contract without any obligation to accept deliveries after the date oftermination or to make further
payment except for completed articles delivered prior to termination.

PROTEST

Ifan unsuccessfulProposer believesits submission to be the mostresponsive to THE CITY OF LINCOLN's
proposaland that THE CITY OF LINCOLN has incorrectly selected another Proposer for award, the
appealing Proposer may submit a timely protest of the selection as described below:

A. Allprotests must be made inwriting, dated, signed by the Proposer or an individual authorized to sign

contracts on behalf of the protesting Proposer, and contain a statement of the reason(s) for protest;
citing the law(s), rule(s) and regulation(s) or procedure(s) on which the protestis based. The protesting
Proposer must provide facts and evidence to support the protest.
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B. Protest(s)to THE CITYOF LINCOLN's Notice of Intent to Award must be sent either by U.S. mail,
postage prepaid, or by personal delivery to:

THE CITY OF LINCOLN
440 S 8™ St, Ste 200

Lincoln NE 68508
With a copy to:

THE CITY OF LINCOLN - StarTran
710 “J” Street

Lincoln, NE 68508

C. Allprotestsof THE CITYOF LINCOLN’sintended award decision mustbe received by THE CITY OF
LINCOLN no later than five (5) working days following THE CITY OF LINCOLN'’s U.S. postal or
facsimile mailing of the “Notice of Intent to Award” to the Proposer.

PROTEST PROCEDURES
These procedureswill apply to all procurement actions, whether by sealed bid, request for proposal, sole

source, orinvolving state or federalfunds, and regardless of the stage of the procurement process at which
the protest is filed.

The Contracting Officer shall investigate the matter and respond in writingto each pointraised by the
Proposer within five (5) working days. Inaddition, the Contracting Officer shall specify in writing any action
to be taken by THE CITY OF LINCOLN.

Ifthe Proposeris not satisfied withthe decision of the Contracting Officer, the Proposer may appealthe
decision in writing to be received by THE CITY OF LINCOLNwithin three (3) working days afterthe U.S.
postalof facsimile mailing of the decision of the Contracting Officer addressedto THE CITY OF LINCOLN
Transit Manager. The appeal shall be submitted at THE CITY OF LINCOLN's address.

The Transit Manager shallinvestigate and shall respond in writing specifying any differences between his
findings and those ofthe Contracting Officer. The Transit Manager shall also state the action to be taken
by THE CITYOF LINCOLNor the factthatno action shall be taken. The decision ofthe Transit Manager
is the final decision of THE CITY OF LINCOLN.

Inthe eventthe protestisbased allorin parton the allegationthat THE CITY OF LINCOLN does not have
written protest procedures or has not followed such procedures, the Proposer will be notified of its right to
seek FTAreviewof THE CITY OF LINCOLN's decision within five (5) calendar days of THE CITY OF
LINCOLN'sfinaldecision. Should THE CITY OF LINCOLN fail to render afinal decision, the protest must
be filed with FT Awithin five (5) calendar days after the Proposer knows or has reason to knowthat THE
CITYOF LINCOLN has failed to so act. The request for review must be in writingto FTA and be filed in
accordance with FTA Circular 4220.1C, as periodically updated.

In all other circumstances, the Proposer will be notified of its right to appeal to the appropriate state or local
administrative or judicial authorities.

Inthe eventa protesthas beentimely filed before award, THE CITY OF LINCOLN shall not make an award
priortofive (5) calendar days after resolution of the protest, or if a protest has been filed with FTA, during
the pendency of that protest unless THE CITY OF LINCOLN makes a written determination that:

a. The items to be procured are urgently required;

b. Delivery or performance will be unduly delayed by failure to make the award promptly; or

c. Failure to make promptaward willotherwise cause undue harmto THE CITY OF LINCOLN or the
Federal Government.
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5.1

5.2

5.3

PART 5

Terms And Conditions

GENERAL INFORMATION
THE CITY OF LINCOLN reserves the right to reject any and all proposals, subject to the rules and

regulations set forth by the Federal Transit Administration. THE CITY OF LINCOLN may waive any
informality, technical defect or clerical error in any proposal.

Each proposalmustinclude the firm’s name, address, dated and signed by an authorized signer. The
proposal shall be made on the form provided.

a. SOLEOWNER:Ifthe bid ismade by a sole owner, itshall be signed with his/her full name and his/her
address shall be given.

b. PARTNERSHIP:Ifthe bid is made by a partnership, itshall be sighed with the partnership name by
a member of the firm who shall also sign his/her own name and the name and address of each member
shall be given.

c. CORPORATION: Ifthe Proposerisa corporation, the bid formshall be signed by one corporate officer

from each of the following two groups of officers (both signatures cannot be from the same group):

Group 1: Chair of the Board, President or Vice President; and

Group 2: Board Secretary, Assistant Board Secretary, Chief Financial Officer, Assistant Treasurer or
a person authorized by the corporation to execute written bid forms on its behalf. If the second
signature is executed by a person otherthan an officer listed in Group 2, there must be attached to the
proposalforma certified copy of a resolution of the corporation authorizing such officer or other person
to execute written bids for and on behalf of the corporation.

The corporate seal shall be affixed thereto. Ifthe corporate seal is not affixed to the bid, there must
be attachedto the bid form a certified copy of a resolution of the corporation authorizing such officers
or person to execute written bids for and on behalf of the corporation.

d. JOINT VENTURE: Ifthe bid ismade by ajointventure, it shall be signed on behalf of each participating

company by officers or other individuals who have full and proper authority to do so.
e. Proposals submitted in any other form will be considered non-responsive and will be rejected.

QUALIFICATIONS OF PROPOSER

THE CITYOF LINCOLNmay make such investigation as it deems necessary to determine the ability of the
Proposerto provide the service requested herein, and the Proposer shall furnishto THE CITY OF LINCOLN
allinformation and data for this purpose as THE CITY OF LINCOLNmay request. THE CITY OF LINCOLN
reservestherighttorejectany proposalifthe evidence submitted by, or investigation of, the Proposer fails
to satisfy THE CITYOF LINCOLN that such Proposeris properly qualified to carry outthe obligations of the
proposal and to complete the requirements contemplated therein.

INTEGRITY OF EXPENDITURE

The Proposerassuresthatevery reasonable course of action will be taken to maintain the integrity of
expenditure of public funds and to avoid any favoritism, or questionable orimproper conduct, ifawarded any
Contract that may result from this proposal.
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5.4

5.5

5.6

5.7

5.8

5.9

GRATUITIES

Neitherthe Proposernorany person, firm, or corporation employed by the Proposer shall give, directly or
indirectly, to any employee oragentof THE CITY OF LINCOLN, any gift, money, or anything of value, or any
promise, obligation, or contract for future reward or compensation, during the proposal process or during the
performance of any contract period resulting from this proposal.

INDEPENDENT CONTRACTOR

Itisexpressly understood thatin the performance of any services resulting from this proposal, Proposeris
anindependentcontractorandis notanagentor employee of THE CITY OF LINCOLN and warrant that all
persons assigned to the program/project are employees of the Proposer. Inthe event the awarding
Proposer shall employ others to complete or perform the services provided, Proposer shall be solely
responsible and hold THE CITYOF LINCOLNharmless fromall mattersrelatingto the payment of such
person(s).

Itis mutually understood and agreed that no employee-employer relationship will be created and that the
awarding Proposer shall hold THE CITY OF LINCOLN harmless and be solely responsible for withholding,
reporting and payment of any federal, state or local taxes, contributions or premium imposed or required by
workers’ compensation, unemploymentinsurance, socialsecurity, income tax or other statutes or codes
applying to Proposer, or its subcontractors and employees, if any.

Itis mutually agreed and understood that the Proposer, its subcontractors and employees, if any, shall have
no claim under any Contract that may result from this proposal or otherwise against THE CITY OF
LINCOLN, forvacation pay, sick leave, retirement or social security benefits, occupation or non-occupational
injury, disability or illness, or loss of life or income, by whatever cause.

FEDERAL AND STATE TAXES

The awarded Proposer shall pay all taxes lawfullyimposed upon itwithrespect to this proposal or any
productdelivered with respectto any Contractthat may resultfrom this proposal. THE CITY OF LINCOLN
makes no representation whatsoever as to the exemption from liability to any tax imposed by any
government entity on the awarded Proposer.

COMPLIANCE WITH LAWS AND REGULATIONS
The awarded Proposer warrants thatitis and willremain in compliance with all Federal, State laws relating

to the manufacture, sale, and delivery of the goods and services sold to THE CITY OF LINCOLN in
connection with any Contract resulting from this proposal.

PROHIBITED INTEREST
No City of Lincoln employee, officer, or agent, including any member of the evaluating committee for THE
CITYOF LINCOLNproject, may participate in the selection, award, or administration of a Authority contract
ifarealorapparentconflict ofinterestwould exist. Such a conflictwould existwhen any of the parties set
forth below has a material financial or other interest in a firm selected for award:

---  Any employee, officer, or agent of THE CITY OF LINCOLN;

---  Any member of his/her immediate family;

---  His/her partner; or

---  An organization employing or about to employ any of the above.

Anyinterestas owner or stockholder of one percent (1%) orlessinsuchafirmshallnotbe deemedto be
a materialfinancialinterest, but serving as Director, officer, consultant, or employee of such an organization
would be deemed a material interest.

REMEDIES/BREACH OF CONTRACT

fthe awarded Proposer breaches any provision in any Contractresulting from this proposal, the awarded
Proposer agreestoreimburse THE CITY OF LINCOLN for alldamages suffered, including but not limited
to incidental, consequential and other damages, as well as lost profits. The remedies in any Contract
resulting fromthis proposalshall be cumulative and in addition to any other remedies allowed to THE CITY
OF LINCOLNunder applicable law. Nowaiverby THE CITY OF LINCOLN of any breach orremedy shall
be a waiver of any other breach or remedy.
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5.10

5.11

5.12

LIQUIDATED DAMAGES

Inthe event of delay in the completion of deliveries of buses beyond the dates specified in any Contract
resulting fromthis proposaland not subjectto the Excusable Delays provision, THE CITY OF LINCOLN shall
assess, as liquidated damages, $100.00 per bus, per calendarday. These damages shall be deducted from
any monies due, or which may thereafter become due to the awarded Proposer under any Contract resulting
from this proposal. Further, the awarded Proposer agreesthat sums assessed as liquidated damages shall
notbe considered penalties butreflectthe costto THE CITY OF LINCOLN for lease buses to meet service
needs and to administer the Project.

EXCUSABLE DELAYS

Exceptfor defaults of subcontractors at any tier, the Contract shall not be in default because of any failure
to performthis contractunderitstermsifthe failure arises from causes beyond the control and without the
faultor negligence of the Contractor. Examples of these causes are (1) acts of God or of the public enemy,
(2)actsof THE CITYOF LINCOLNIn eitherits sovereign or contractual capacity, (3) fires, (4) floods, (5)
epidemics, (6) quarantine restrictions, (7) strikes, (8) freightembargoes, and (9) unusually severe weather.
In eachinstance, the failure to perform must be beyond the control and without the fault or negligence of the
Contractor. "Default" includes failure to make progress in the work so as to endanger performance.

Ifthe failure to performis caused by the failure of a subcontractor atany tier to perform or make progress,
andifthe cause of the failure was beyond the controlof both the Contractor and subcontractor and without
the fault or negligence of either, the Contractor shall not be deemed to be in default, unless:

a. the subcontracted supplies or services were obtainable from other sources;

b. the Contracting Officer ordered the Contractor in writing to purchase these supplies or services from
the other source; and

c. the Contractor failed to comply reasonable with this order.

Uponrequestofthe Contractor, the Contracting Officer shall ascertain the facts and extent of the failure.
Ifthe Contracting Officer determines thatany failure to performresults from one or more of the causes
above, the delivery schedule shallberevised, subjecttotherights of THE CITY OF LINCOLNunderthe
Termination Clause of this RFP.

TERMINATION
The contract may be terminated for reasons of THE CITY OF LINCOLN's convenience or Contractor's
breach orinsolvency. Notice of termination shall be accomplished by registered, certified or express mail.

A. Terminationfor Convenience. THE CITY OF LINCOLN may terminate this contract, in whole or in
part, atany time by written notice to the Contractor whenitis in the Government's bestinterest. The
Contractor shall be paid its costs, including contract closeout costs, and profit on work performed up
tothe time of termination. The Contractor shall promptly submit its termination claimto THE CITY OF
LINCOLNto be paid. Ifthe Contractor has any property in its possession belongingto THE CITY OF
LINCOLN, the Contractor willaccount forthe same, and dispose of itinthe manner THE CITY OF
LINCOLN directs.

B. TerminationforBreach or Cause. Ifthe Contractordoes not deliver supplies in accordance with the
contract delivery schedule, or, if the contract is for services, the Contractor failsto performin the
manner called forin the contract, or ifthe Contractor fails to comply with any other provisions of the
contract, THE CITY OF LINCOLN may terminate this contract for default. Termination shall be effected
by serving a notice of termination on the contractor setting forth the manner in which the Contractor
isin default. The contractor willonly be paid the contract price for supplies delivered and accepted, or
services performed in accordance with the manner of performance set forth in the contract.

Ifitislater determined by THE CITY OF LINCOLNthatthe Contractor had an excusable reason for
not performing, such as a strike, fire, orflood, events which are notthe fault of or are beyond the
controlofthe Contractor, THE CITY OF LINCOLN, after setting up a newdelivery of performance
schedule, may allowthe Contractor to continue work, or treat the termination as atermination for
convenience.
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5.14

5.15

C. OpportunitytoCure. THECITYOF LINCOLNIn its sole discretion may, in the case of a termination
forbreach or default, allowthe Contractorten (10) days in which to cure the defect. In such case, the
notice of termination will state the time period in which cure is permitted and other appropriate
conditions.

If Contractor failstoremedy to THE CITY OF LINCOLN's satisfaction the breach or default or any of
the terms, covenants, or conditions of this Contract within ten (10) days after receipt by Contractor or
written notice from THE CITY OF LINCOLNsetting forth the nature of said breach or default, THE CITY
OF LINCOLNshall have the rightto terminate the Contract withoutany further obligation to Contractor.
Any suchtermination for default shall notin any way operate to preclude THE CITY OF LINCOLN from

also pursuing all available remedies against Contractor and its sureties for said breach or default.

D. Waiverof RemediesforanyBreach. Intheeventthat THE CITY OF LINCOLN elects to waive its
remedies forany breach by Contractor of any covenant, term or condition of this Contract, such waiver
by THE CITY OF LINCOLN shall not limit THE CITY OF LINCOLN's remedies forany succeeding
breach of that or of any other term, covenant, or condition of this Contract.

E. Termination for Default. If the Contractor fails to deliver supplies or to perform the services within
the time specifiedinthis contract or any extension or if the Contractor fails to comply with any other
provisions of this contract, THE CITY OF LINCOLN may terminate this contract for default. THE CITY
OF LINCOLNshallterminate by delivering to the Contractor a Notice of Termination specifying the
nature of the default. The Contractor willonly be paid the contract price for supplies delivered and
accepted, or services performed in accordance with the manner or performance setforthin this
contract.

If, after termination for failure to fulfill contract obligations, it is determined that the Contractor was not
in default, the rights and obligations of the parties shall be the same as ifthe termination had been
issued for the convenience of the Recipient.

INTERCHANGEABILITY

Allunits and components procured under any Contract resulting from this proposal, whether provided by
suppliers or manufactured by the awarded Proposer, shall be duplicates in design, manufacture and
installation to assure interchangeableness among items in this procurement. This interchangeableness shall
extend to the individual components as well as to their locations in the unit.

TITLE

Title togoods acquired by THE CITY OF LINCOLN under any Contract resulting from this proposal shall
passto THE CITY OF LINCOLN when such goods are delivered, installed and accepted by THE CITY OF
LINCOLN. The Proposer shall provide adequate documents for securing titteto THE CITY OF LINCOLN
within thirty (30) days of final acceptance.

INSPECTION

THE CITYOF LINCOLNreservestherightand shall be atliberty to inspect all materials and workmanship
atany time during the manufacturing or installation process, including having representatives at Contractor’s
plant (“ResidentInspectors”); provided, however, itis under no obligation to make such inspection, and no
inspection so made shall relieve awarded Proposer from any obligation to furnish materials and
workmanship strictly in accordance with the instructions, any Contract resulting from this proposal
requirements and specifications.

Any work or materialfound to be in any way defective or unsatisfactory shall be corrected or replaced by the
awarded Proposer atits own expense atthe order of THE CITY OF LINCOLNnotwithstanding thatitmay
have been previously overlooked or passed by aninspector. Inspection shall notrelieve the awarded
Proposer ofits obligations to furnish materials and workmanship in accordance with any Contract resulting
from this proposal and its specifications.
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5.16 DELIVERY/ASSUMPTION OF RISK OF LOSS, INSPECTION, ACCEPTANCE
A. DELIVERY/ASSUMPTIONS OF RISKOF LOSS. THECITY OF LINCOLN shall assume risk of loss
of the venhicle after delivery toits facility. Priortothis delivery orrelease, the awarded Proposer shall
have risk of loss of the vehicle, including any damages sustained during the common carrier drive-
away operation. Drivers shall keep a maintenance log enroute and it shall be deliveredto THE CITY
OF LINCOLN with the vehicle.

B. INSPECTION/ACCEPTANCE. Proposershalldeliver busesinaccordance with accepted delivery
schedule in first class condition. THE CITY OF LINCOLN shall inspect such buses and notify
Contractor within thirty (30) days of acceptance or non-acceptance and the reasons therefore.
Contractor shall make all repairs/corrections within forty five (45) days. THE CITY OF LINCOLN may
make repairs if Contractor refuses to do so and deduct costs frompaymentsdue. THECITY OF
LINCOLN will re-inspect and notify Contractor of acceptance within thirty (30) days.

5.17 COMMUNICATION
Communicationsin connection with this Project shall be in writing and shall be delivered personally, by
telegram, or by regular, registered or certified mail addressed to THE CITY OF LINCOLN Project Manager,
and ofthe awarded Proposer contractually designated to receive such communications. Telephone calls
may be used to expedite communications but shall not be official communication unless confirmed in writing.
Communications shall be considered received atthe time actually received by the addressee or designated
agent.

5.18 MATERIALS/ACCESSORIES RESPONSIBILITY
The awarded Proposer shallbe responsible for all materials and workmanship in the construction ofthe
coach and all accessories used, whether the same are manufactured by the awarded Proposer or purchased
fromsuppliers. This provision excludestires, fare boxes, radios and equipmentleased or supplied by THE
CITY OF LINCOLN except insofar as such equipment is lost or damaged by the failure of a part or
component for which the awarded Proposer is responsible, or exceptinsofar as the damage to such
equipment is caused by the awarded Proposer during the manufacture of the coaches.

5.19 INDEMNIFICATION

The awarded Proposer shall indemnify, defend and hold harmless THE CITY OF LINCOLN and all its
directors, officersand employees and agents thereof connected with the work, from all claims, suits or
actions of every name, kind and description, brought forth, or on account of, injuries to or death of any
personincluding but not limited to workmen and the public, ordamage to or loss of property resulting from
the performance of any Contract resulting from this proposal by the Contractor or its agents, unless caused
by the sole negligence of THE CITY OF LINCOLN. These obligations shall survive termination of the
Contract.

5.20 FLY AMERICA REQUIREMENTS

The Contractor agrees to comply with49 U.S.C. 840118 (the “Fly America Act”) in accordance with the
General Services Administration's regulationsat41 CFR Part301.10, which provide that recipients and
subrecipients of Federal funds and their contractors are required to use U.S. Flag air carriers for U.S.
Government-financed international air travel and transportation of their personal effects or property, to the
extentsuch serviceis available, unlesstravel by foreign air carrier is a matter of necessity, as defined by
the Fly America Act. The Contractor shall submit, if a foreign air carrier was used, an appropriate
certification ormemorandumadequately explaining why service by aU.S. flag air carrier was not available
or why it was necessary to use a foreign air carrier and shall, in any event, provide a certificate of
compliance with the Fly Americarequirements. The Contractor agreestoinclude the requirements of this
Section in all subcontracts that may involve international air transportation.

5.21 BUY AMERICA REQUIREMENTS
GeneralRequirements. The Contractoragreesto comply with49 U.S.C. §5323(j) and 49 CFR Part661,
which provide that Federalfunds may not be obligated unless steel, iron, and manufactured products used
in FTA-funded projects are produced in the United States, unless awaiver has been granted by FTA orthe
product is subject to a general waiver. General waivers are listed in 49 CFR 661.7, and include final
assembly in the United States for 15 passenger vans and 15 passenger wagons produced by Chrysler
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5.22

Corporation, microcomputer equipment, software, and small purchases (currently less than $100,000) made
with capital, operating, or planning funds. Separate requirements for rolling stock are set outat 5323(j)(2)(C)
and 49 CFR 66 1.11. Rolling stock not subjectto a general waiver must be manufactured in the United
States and have a 60 percent domestic content.

AllProposers mustsubmitthe appropriate Buy America certificationto THE CITY OF LINCOLN with their
proposal, except those subject to ageneralwaiver. Proposals or offers that are notaccompanied by a
completed Buy America certification must be rejected as non-responsive. Thisrequirementdoes notapply
to lower tier subcontractors.

Rolling Stock Requirements. Ifthe highestranking Proposer certifies compliance, thenthe Proposer must
provide the following information within five (5) days of the staff recommendation for award in order for THE
CITY OF LINCOLN to verify compliance prior to Contract award as required by the FTA:

a. Listingofcomponentand subcomponentparts ofthe coachidentified by manufacturer of the parts,
their country of origin and costs; and

b. Thelocation of the final assembly point for the rolling stock, including a description of the activities that
will take place at the final assembly point and the cost of final assembly.

Therecommended Proposer shall submit this information in the format shown on “Buy America Worksheet,”
included inthe RFP (ExhibitE). Ifthe recommended Proposeris notin compliance, THE CITY OF LINCOLN
willrequestthatthe next highest-ranking Proposer provide the necessary information. The successful
Proposer will be required to update this information prior to acceptance of the equipment.

If the recommended Proposer isunable to certify compliance with the Buy America requirements, but
believesthatitmay qualify for an exception to the requirements consistent with Section 165(b)(2) or (b)(4)
of the Surface Transportation Assistance Act, as amended, THE CITY OF LINCOLN will tender the request
for exception(s) to the FTA for review and approval on behalf of the Proposer.

The Contractor shall submit the following certifications (Exhibit F):

a. Evidence that it will be capable of meeting the specifications; and

b. The manufacturer’'s Federal Motor Vehicle Safety Standards (FMVSS) self-certification sticker
information that the vehicle complies with the relevant FMVSS, or the manufacturer’s certified
statement that the contracted buses will not be subject to FMVSS regulations.

Proposers are advised to review the specific Buy America Requirements contained in the regulations at 49
CFR Part 661.

BUS TESTING

THE CITYOF LINCOLNhas certifiedto the FT Athat it will comply with the Federal Transit Actand the Code
of FederalRegulations, 49 CFR Part 665, regarding testing of new bus models. Specifically, any new bus
modelorany bus modelwitha majorchange in configuration or componentsto be acquired with Federal
funds will be tested atthe bus testing facility in Altoona, Pennsylvania and atestreport provided before final
acceptance of the first vehicle by THE CITYOF LINCOLN. THE CITY OF LINCOLN shall have the final
authority to determine whether a bus model is a “new bus model” requiring testing.
Therecommended Proposer shall submita copy of the test report showing that the bus model intended for
manufacture underwenttesting atthe bus testing facility in Altoona, Pennsylvaniaand complies with 49
U.S.C. 5323(c) and 49 CFR Part 665.

If the bus model intended for manufacture has not already been tested, then the Contractor is solely
responsible forarranging for the required testing priorto THE CITY OF LINCOLN’s acceptance of the first
vehicle. Failure to submitabus modeltotesting will be grounds for terminating the Contract. Contractor
shallbear all costs of testing and the time for testing shall not be grounds delay in the time for performance
setforthin the Contract Documents. Any bus thatis tested pursuant to this provision shall remain the
property of the Contractor; THE CITY OF LINCOLN shall receive only new buses.
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5.24

5.25

5.26

5.27

Contractor shall complete the enclosed Form, entitled “FTA Bus Testing Certification,” submit the form with
the Proposal Forms (Exhibit G).

CARGO PREFERENCE REQUIREMENTS

The Contractor agrees: (a) to use privately owned United States Flag commercial vessels to ship at least
50 percentofthe grosstonnage (computed separately for dry bulk carriers, dry cargo liners, and tankers)
involved, whenever shipping any equipment, material, or commodities pursuant to the underlying contract
by ocean vesselsto the extent such vessels are available at fair and reasonable rates for United States-Flag
commercial vessels; (b) to furnish within 20 working days following the date of loading for shipments
originating within the United States or within 30 working days following the date of leading for shipments
originating outside the United States, alegible copy of arated, “on-board” commercial ocean bill-of -lading
in English foreach shipment of cargo described in the preceding paragraph to the Division of National
Cargo, Office of Market Development, Maritime Administration, Washington, DC 20590 andto THE CITY
OF LINCOLN (through the Contractor in the case of a subcontractor's bill-of-lading); and (c) to include these
requirementsinall subcontractsissued pursuantto this Contract when the subcontract may involve the
transport of equipment, Material, or commodities by ocean vessel.

ENERGY CONSERVATION
The Contractor agrees to comply with mandatory standards and policies relating to energy efficiency which

are contained in the state energy conservation plan issued in compliance with the federal Energy Policy and
Conservation Act.

CLEAN WATER AND AIR REQUIREMENTS

The Contractor agreesto comply with all applicable standards, orders orregulationsissued pursuantto the
FederalWater Pollution Control Act,asamended, 33 U.S.C. §8 1251, et. seq., and the Clear Air Act, as
amended, 42 U.S.C. 88 7401, et. seq. The Contractor agreestoreporteach violationto THE CITY OF
LINCOLN and understands and agreesthat THE CITY OF LINCOLN will, inturn, reporteach violation as
required to assure notification to the FTA and the appropriate EPA regional office.

The Contractor also agreestoinclude these requirements in each subcontract exceeding $100,000 financed
in part or in whole with federal assistance provided by the FTA.

LOBBYING

Contractor shall file the certification required by 49 CFR part 20, “New Restrictions on Lobbying.” Contractor
shall certify thatitwillnotand has notused Federalappropriated funds to pay any person or organization
forinfluencing or attempting to influence an officer or employee of any agency, a member of Congress,
officeroremployee of Congress, oran employee of amember of Congress in connection with obtaining any
Federalcontract, grantor any other award covered by 31 U.S.C. § 1352. Contractor shall also disclose the
name of any registrantunderthe Lobbying Disclosure Act of 1995 who has made lobbying contacts onits
behalfwithnon-Federalfunds withrespecttothat Federal contract, grantor award covered by 31 U.S.C.
§ 1352. Such disclosures shall be forwarded to THE CITY OF LINCOLN (Exhibit H). Contractor shall
ensure thatall of its Subcontractors under this Contract shall certify the same. Contractor shall submitthe
“Lobbying Certification for Contracts, Grants and Cooperative Agreements”included in the proposal forms
(Exhibitl). THECITY OF LINCOLN isresponsible for keeping the certification of the Contractor, whoisin
turn responsible for keeping the certification forms of subcontractors.

CERTIFICATION REGARDING DEBARMENT AND SUSPENSION

The Contractor shall submitthe certification with its proposal showing that neither the Contractor norits
principals are presently debarred, suspended, proposed for debarment, declared ineligible or voluntarily
excluded from participationin this transaction by any Federal department or agency. Forthis purpose, the
Contractor must complete and execute the form entitled “Certification Regarding Debarment, Suspension,
Ineligibility and Voluntary Exclusion,” whichisincludedin the proposal forms (Exhibit J). Contractor also
agreestoinclude this provisionin any subcontract exceeding $100,000 and to obtain a similar certification
from any subcontractors seeking a subcontract exceeding $100,000 and forward the certificationto THE
CITY OF LINCOLN.
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5.29

5.30

5.31

MOTOR VEHICLE SAFETY AND POLLUTION

By submitting a proposalhereunder, the Proposer certifies that the coaches offered are and will be on the
date of manufacture in compliance with the following: (1) all applicable requirements and regulations of
United States Environmental Protection Agency: (2) all applicable regulations and requirements of United
States Department of Transportation, including the Federal Motor Vehicle Safety Standards; and (3) all
applicable requirements and regulations of the laws of the State, including all regulations set forth by the
State Highway Patrol.

Should the Contractor find that these specifications do not meet such requirements, this Contractor shall be
responsible for notifying THE CITYOF LINCOLNIin writing of any discrepancies prior to the start of the
manufacture process.

Contractor shall complete the form entitled “Motor Vehicle Safety and Pollution Certificate,” whichisincluded
in the proposal forms (Exhibit K).

ACCESS TO RECORDS AND REPORTS

Contractor shall provide all authorized representatives of THE CITY OF LINCOLN, the FTA, and the
Comptroller Generalof the United States access to any books, documents, papers andrecords ofthe
Contractor which are directly pertinent to this Contract for the purposes of making audits, copies,
examinations, excerpts and transcriptions. Contractor also agrees to maintain all books, records, accounts
andreportsrequired under this Contractfor a period of not less than three years after the date of termination
or expiration of this Contract, except in the event of litigation or settlement of claims arising from the
performance of this Contract, in which case Contractor agrees to maintain the same until THE CITYOF
LINCOLN, the FTA, the Comptroller General, or any of their duly authorized representatives, have disposed
of all such litigation, appeals, claims or exceptions related thereto.

FEDERAL CHANGES

Contractor shall atall times comply with all applicable FTA regulations, policies, procedures and directives,
including without limitation those listed directly or by reference inthe Agreement (Form FTA MA (6) dated
October, 1999) between THE CITYOF LINCOLNand the FTA, asthey may be amended or promulgated
from time to time during the term of this Contract. Contractor's failure to so comply shall constitute abreach
of this Contract.

LABOR PROVISIONS — Non-construction Contracts

Pursuantto Departmentof Laborregulations, "Labor Standards Provisions Applicable to Contracts Covering
Federally Financed and Assisted Construction (Also Labor Standards Provisions Applicable to Non-
construction Contracts Subject to the Contract Work Hours and Safety Standards Act)," 29 CFR, Part5, and
pertaining to all federally-assisted non-construction contracts of $2,500 let by THE CITY OF LINCOLN, the
affected Contractor shall comply with the following provisions:

a. Overtime Requirements. No Contractor or subcontractor, contracting for any part of the contract work
which may require orinvolve the employment of laborers or mechanics, shall require or permitany
suchlaborer or mechanic, in any work week in which he or she isemployed on such work, to workin
excessof eight (8) hoursin any calendar day or in excess of forty (40) hours in such work week, unless
suchlaborer or mechanicreceives compensation atarate notlessthan one and one-half (1 1/2) the
basicrate of pay forall hours worked in excess of eight (8) hoursin any calendar day or in excess of
forty (40) hours in such work week, whichever is greater.

b. Violation;liability forunpaid wages; liqguidated damages. In the event of any violation of the clause
set forth in Subparagraph (b) (1), 29 CFR, Section 5.5, the Contractor and any subcontractor
responsible therefore shall be liable for the unpaid wages. In addition, such Contractor and
subcontractor shall be liable to the United States (in the case of workdone under contractfor the
District of Columbia or a Territory, to such District or to such Territory) for liquidated damages. Such
liguidated damages shall be computed withrespect to each individual laborer or mechanic, including
watchmen and guards, employed in violation of the clause setforth in Subparagraph (b) (1) of 29 CFR,
Section 5.5, in the sumoften ($10) dollars for each calendar day in which such individual was required
or permitted towork in excess of eight (8) hours or in excess of the standard work week of forty (40)
hours without payment of the overtime wages required by the clause set forth in Subparagraph (b) (1)
of 29 CFR, Section 5.5.
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5.33

c. WithholdingforUnpaid forUnpaid Wage and Liquid Damages.DOT or the recipient shall, upon
itsown action or upon writtenrequest of an authorized representative of the Department of Labor,
withhold or cause to be withheld, from any moneys payable on account of work performed by the
Contractor or subcontractor under any such contract or any other Federal contract with the same price
Contractor, orany other Federally assisted contract subjectto the contract work hours and Safety
Standards Act, whichis held by the same prime Contractor, such sums as may be determined to be
necessary to satisfy any liabilities of such Contractor or subcontractor for unpaid wages and liquidated
damages as provided in the clause set forth in Subparagraph (b) (2) of 29 CFR, Section 5.5.

d. Subcontracts. The Contractor or subcontractor shall insert in any subcontracts the clauses set forth
in subsections Athrough D of this Section and also a clause requiring the subcontractorstoinclude
these clausesinany lower tier subcontracts. The prime Contractor shall be responsible for compliance
by any subcontractor or lower tier subcontractor with the clauses setforth in subsections A through D
of this Section.

e. Non-Construction Contracts. Inadditiontothe clauses containedin 29 CFR, Section 5.5 (b) or
subsections A-D of this Section, in any contract subject only to the contractwork hours and Safety
Standards Act and not to any of the other statutes cited in 29 CFR, Section 5.1, THE CITY OF
LINCOLNshallinserta clause requiring that the Contractor or subcontractor shall maintain payrolls
and basic payrollrecords during the course of the work and shall preserve them for a period of three
(3)yearsfromthe completion of the contractfor all laborers and mechanics, including guards and
watchmen, working on the contract. Such records shall containthe name and address of each such
employee, Social Security Number, correct classifications, hourly rates of wages paid, daily and weekly
number of hours worked, deductions made, and actual wages paid. Further, THE CITY OF LINCOLN
shallrequire the Contracting Officerto insertin any such contract a clause providing that the records
to be maintained under this subsection shall be made available by the Contractor or subcontractor for
inspection, copying or transcription by authorized representatives of DOT and the Department of Labor,
andthe Contractor or subcontractor will permit such representatives to interview employees during
working hours on the job.

NO GOVERNMENT OBLIGATION TO THIRD PARTIES

THE CITYOF LINCOLNand Contractor acknowledge and agree that, notwithstanding any concurrence by
the FederalGovernmentin or approvalofthe solicitation or award of the underlying contract, absentthe
express written consent by the Federal Government, the Federal Governmentis not a party to this Contract
and shallnotbe subjectto any obligations or liabilitiesto THE CITY OF LINCOLN, Contractor, or any other
party (whether or nota party to that contract) pertaining to any matter resulting from the underlying contract.

The Contractor agreestoinclude the above clause in each subcontractfinanced in whole or in part with

Federalassistance provided by FTA. Itis further agreedthatthe clause shall notbe modified, exceptto
identify the subcontractor who will be subject to its provisions.

PROGRAM FRAUD AND FALSE OR FRAUDULENT STATEMENTS AND RELATED ACTS

The Contractor acknowledgesthatthe provisions of the ProgramFraud CivilRemedies Actof 1986, as
amended, 31 U.S.C. §8 3801, etseq.,and U.S.DOT regulations, “ProgramFraud Civil Remedies,” 49
C.F.R.Part31, applytoits actions pertaining to this Project. Upon execution of the underlying contract, the
Contractor certifies or affirms the truthfulness and accuracy of any statementithas made, it makes, it may
make, or causestobe made, pertaining to the underlying contract orthe FTA assisted project for which this
Contractworkis being performed. Inadditionto other penalties that may be applicable, the Contractor
further acknowledges thatif it makes, or causes to be made, a false, fictitious, or fraudulent claim, statement,
submission, or certification, the Federal Government reserves the right to impose the penalties ofthe
ProgramFraud CivilRemedies Actof 1986 on the Contractorto the extent the Federal Governmentdeems
appropriate.

The Contractor also acknowledges thatif it makes, or causes to be made, afalse, fictitious, or fraudulent
claim, statement, submission, or certification to the Federal Government under a contract connected with
aprojectthatisfinancedin whole orin partwith Federalassistance originally awarded by FTAunder THE
CITYOFLINCOLNo0f49U.S.C.85307,the Governmentreservestherighttoimpose the penalties of 18
U.S.C.8§1001and49U.S.C.§5307(n)(1) onthe Contractor, tothe extentthe Federal Governmentdeems
appropriate.
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The Contractoragreestoinclude the above two clauses in each subcontract financed in whole or in part with
Federal assistance provided by FTA. Itisfurther agreedthatthe clauses shall not be modified, exceptto
identify the subcontractor who will be subject to the provisions.

PRIVACY ACT
The following requirements apply to Contractor and any of its employees that may administer any system
of records on behalf of the Federal Government under any contract:

a. The Contractor agrees to comply with, and assures the compliance of its employees with, the
information restrictions and other applicable requirements of the Privacy Actof 1974, U.S.C. 8552a.
Among other things, the Contractor agrees to obtain the express consent of the Federal Government
before the Contractor or its employees operate a system of records on behalf of the Federal
Government. The Contractor understands that the requirements of the Privacy Act, including the civil
and criminal penalties for violation of that Act, apply to those individuals involved, and that failure to
comply with the terms of the Privacy Act may result in termination of the underlying contract.

b. The Contractoralsoagreesto include these requirements in each subcontract to administer any
systemofrecords on behalf of the Federal Government financed in whole or in partwith Federal
assistance provided by FTA.

CIVIL RIGHTS REQUIREMENTS

Nondiscrimination. Inaccordance with Title VI of the Civil Rights Act, asamended, 42 U.S.C. §2000d, §
303 of the Age Discrimination Act of 1975, asamended, 42 U.S.C.§6102, 8§ 202 ofthe Americans with
Disabilities Actof1990,42 U.S.C. 812132, and Federaltransitlawat 49 U.S.C. § 5332, the Contractor
agreesthatitwill not discriminate againstany employee or applicant for employment because of race, color,
creed, nationalorigin, sex, age, or disability. Inaddition, the Contractor agrees to comply with applicable
Federal implementing regulations and other implementing requirements FTA may issue.

EqualEmployment Opportunity. The following equal employment opportunity requirements apply to this
Contract:

A. Race, Color, Creed, National Origin, Sex. In accordance with Title VII of the Civil Rights Act; as
amended, 42 U.S.C.§2000e, and Federaltransitlaws at49 U.S.C. § 5332, the Contractor agrees to
comply with allapplicable equalemployment opportunity requirements of U.S. Department of Labor
(U.S. DOL) regulations, “Office of Federal Contract Compliance Programs, Equal Employment
Opportunity, Department of Labor,” 41 C.F.R. Parts 60 et seq., (whichimplement Executive Order No.
11246, “Equal Employment Opportunity,”as amended by Executive Order No. 113 75, “Amending
Executive Order 11246 Relating to Equal Employment Opportunity,” 42 U.S.C. 8 2000e note), and with
any applicable Federal statutes, executive orders, regulations, and Federal policies that may in the
future affect construction activities undertaken in the course of the Project.

During the performance of this contract, the contractor agrees as follows:

i The contractor will not discriminate against any employee or applicant foremployment because of race,
color, religion, sex, sexual orientation, or national origin. The contractor will take affirmative action to
ensure thatapplicants are employed, and thatemployees are treated during employment without
regardto their race, color, religion, sex, sexual orientation, or national origin. Such action shallinclude,
but notbe limitedto the following: employment, upgrading, demotion, or transfer; recruitment or
recruitment advertising; layoff or termination; rates of pay or other forms of compensation; and
selectionfortraining, including apprenticeship. The contractor agrees to postin conspicuous places,
available to employees and applicants for employment, notices to be provided setting forth the
provisions of this nondiscrimination clause.

ii.  The contractorwill,in all solicitations or advertisements foremployees placed by or on behalf of the
contractor, state that all qualified applicants will receive considerations for employmentwithout regard
to race, color, religion, sex, sexual orientation, or national origin.

iii. Thecontractorwillsendtoeachlaborunion orrepresentative of workers with which he has a collective
bargaining agreement or other contract or understanding, a notice to be provided advising the said
labor union orworkers’ representatives of the contractor’'s commitments under this Section, and shall
post copies of the notices in conspicuous places available to employees and applicants for
employment.
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Vi.

Vii.

The contractor willcomply with all provisions of Executive Order 11246 of September 24, 1965, and
of the rules, regulations, and relevant orders of the Secretary of Labor.

The contractor will furnish all information and reports required by Executive Order 11246 of September
24,1965, and byrules, regulations, and orders of the Secretary of Labor, or pursuant thereto, and will
permitaccessto hisbooks, records, and accounts by the administering agency and the Secretary of
Labor for purposes of investigation to ascertain compliance with such rules, regulations, and orders.
Inthe event of the contractor’s noncompliance with the nondiscrimination clauses of this contract or
with any of the said rules, regulations, or orders, this contract may be canceled, terminated, or
suspended inwhole orin partand the contractor may be declaredineligible for further Government
contracts or federally assisted construction contracts in accordance with procedures authorized in
Executive Order 11246 of September 24, 1965, and such other sanctions may be imposed and
remediesinvoked as provided in Executive Order 11246 of September 24, 1965, or by rule, regulation,
or order of the Secretary of Labor, or as otherwise provided by law.

The contractorwillinclude the portion of the sentence immediately preceding paragraph (a) and the
provisions of paragraphs (a) through (g) in every subcontract or purchase order unless exempt by
rules, regulations, or orders of the Secretary of Laborissued pursuantto § 204 of Executive Order
11246 of September 24,1965, so that such provisions willbe binding upon each subcontractor or
vendor. The contractor will take such action with respect to any subcontract or purchase order asthe
administering agency may directas a means of enforcing such provisions, including sanctions for
noncompliance: provided, however, that in the event a contractor becomes involved in, or is
threatened with, litigation with a subcontractor or vendor as a result of such direction by the
administering agency the contractor may request the United States to enterinto such litigationto
protect the interests of the United States.

In addition, the Contractor agrees to comply with any implementing requirements FTA may issue.

B.

Age. Inaccordance with § 4 of the Age Discriminationin Employment Act of 1967, as amended, 29
U.S.C. § 623 and Federal transit lawat 49 U.S.C. 8§ 5332, the Contractor agrees to refrain from
discrimination against present and prospective employees for reason of age. In addition, the
Contractor agrees to comply with any implementing requirements FTA may issue.

Disabilities. Inaccordance with § 102 of the Americans with Disabilities Act, as amended, 42 U.S.C.
§12112,the Contractoragrees thatitwillcomply with the requirements of U.S. Equal Employment
Opportunity Commission, “Regulations to Implement the Equal Employment Provisions of the
Americans with Disabilities Act,” 29 C.F.R. Part 1630, pertaining to employment of persons with
disabilities. Inaddition, the Contractor agrees to comply with any implementing requirements FTA may
issue.

Access Requirements for Individuals with Disabilities. The Contractor agrees to comply with the
requirements of 49 U.S.C. 85301(d) which expressesthe Federalpolicy thatthe elderly and persons with
disabilities have the same right as other persons to use mass transportation service and facilities, and that
specialefforts shallbe made in planning and designing those services and facilities to implement those
policies. Contractor also agrees to comply with all applicable requirements of the Americans with Disabilities
Actof1990 (ADA),42U.S.C.8812101, etseq., and 49 U.S.C. § 322; § 504 of the Rehabilitation Act of
1973,asamended, 29 U.S.C.§794; § 16 of the Federal Transit Act,as amended; 49 U.S.C. App. §612;
and the following federal regulations, including any amendments thereto:

A.

B.

U.S.DOT regulations, “Transportation Services for Individuals with Disabilities (ADA),” 49 C.F.R. Part
37;

U.S. DOT regulations, “Nondiscrimination on the Basis of Handicap in Programs and Activities
Receiving or Benefiting from Federal Financial Assistance,” 49 C.F.R. Part 27;

Joint U.S. Architectural and Transportation Barriers Compliance Board/U.S. DOT regulations,
“Americans with Disabilities (ADA) Accessibility Specifications for Transportation Vehicles,” 36 C.F.R.
Part 1192 and 49 C.F.R. Part 38;

U.S.DOJregulations, “Nondiscrimination on the Basis of Disability in State and Local Government
Services,” 28 C.F.R. Part 35;

U.S.DOJregulations, “Nondiscrimination on the Basis of Disability by Public Accommodations and in
Commercial Facilities,” 28 C.F.R. Part 36;

U.S. GSAregulations, “Accommodations for the Physically Handicapped,” 41 C.F.R. Subpart 101-19;
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G. U.S.EqualEmployment Opportunity Commission, “Regulations in Implement the Equal Employment
Provisions of the Americans with Disabilities Act,” 29 C.F.R. Part 1630;

H. U.S.Federal Communications Commission regulations, “Telecommunications Relay Services and
Related Customer Premises Equipment forthe Hearing and Speech Disabled,” 47 C.F.R. Part 64,
Subpart F;

I FTA regulations, “Transportation for Elderly and Handicapped Persons,” 49 C.F.R. Part 609; and

J. Any other implementing federal regulations and requirements.

The Contractoralso agreestoinclude these requirementsin each subcontractfinanced inwhole orin part
with Federalassistance provided by FTA, modified only if necessary to identify the affected parties (Exhibit
N).

5.36 DISADVANTAGED BUSINESS ENTERPRISE (DBE) REQUIREMENTS

THE CITYOF LINCOLN, arecipient of federal financial assistance from the Federal Transit Administration,
iscommitted to and has adopted a Disadvantaged Business Enterprises Policy in accordance with federal
regulations (49 C.F.R. Part 26, as amended) issued by the U.S. Department of Transportation. Itisthe
Policy of THE CITY OF LINCOLN to ensure nondiscrimination in the award and administration of DOT-
assisted contracts andto create a levelplaying field on which DBEs can compete fairly for contracts and
subcontracts relating to Authority’s construction, procurement and professional services activities. To this
end, THE CITYOF LINCOLNhas developed procedures to remove barriers to DBE participationin the
bidding and award process andto assist DBEsto develop and compete successfully outside ofthe DBE
program. In connection with the performance of this contract, the Contractor will cooperate with THE CITY
OF LINCOLN in meeting these commitments and objectives.

Accordingly, each Proposer must submit with the proposal forms a certification showing that the Transit
Vehicle Manufacturer of the vehicles offered by that Proposer has submitted arequired annual DBE goal
tothe FTAforapprovalandthatthe FTAhas approved or has notdisapprovedthe goal. Forthis purpose,
each Proposer mustcomplete and execute the form entitled “Transit Vehicle Manufacturer’s Certification
of Compliance with 49 CFR Part 26.49(a),” which is included in the proposal forms (Exhibit L).

5.37 INSURANCE AND TAXES

The awarded Proposer shall obtain and maintainin full force and effect throughout the term of the Contract,
suchinsurance and Workers Compensation Insurance as setforth herein. The awarded Proposer shall
assume full financial responsibility for its personnel, including all deductions of Social Security and
withholding taxes and required contributions to state and federalunemployment compensation funds.
Awarded Proposer shallinclude all Subcontractors asinsured under its policies or shall furnish separate
certificates or endorsements for each Subcontractor. All Subcontractors shall be subject to all of the
requirements stated herein.

Awarded Proposer shall provide Certificates of Insurance evidencing such coverageto THE CITYOF
LINCOLN before the commencement of any work under any Contract resulting from this proposal.

A. Comprehensive GeneralBroad Formor CommercialGeneralLiability: $1,000,000 combined single
limits per occurrence and $1,000,000 annual aggregate covering bodily injury, personal injury and
property damage.

B. Automotive Liability: $1,000,000 combined single limit per accident for bodily injury and property
damage, or splitlimits of $500,000 per person/$1,000,000 per accident for bodily injury and $250,000
per accident for property damage.

THE CITYOF LINCOLNand its officers, employees and agents shall be endorsed to above policies
as Additional Insured for such liability as may be incurred on the performance of any Contractresulting
from this proposal.

C. Workers’ Compensation Statutory coverage, if and as required according to the State Labor Code,
including Employers’ Liability limits of $1,000,000 per accident. The policy shall be endorsed to waive
the insurer’s subrogation rights against THE CITY OF LINCOLN.
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5.38

5.39

5.40

5.41

5.42

INSURANCE CONDITIONS

Insuranceisto be placed with admitted insurersrated by A.M. Best Co. as A:VIl or higher. Lower rated, or
approved but not admitted insurers, may be accepted if prior approvalis given by THE CITY OF LINCOLN'’s
Contracting Officer.

Each ofthe above-required policies shall be endorsed to provide THE CITY OF LINCOLN with thirty (30)
days prior written notice of cancellation. THE CITY OF LINCOLN is notliable for the payment of premiums
or assessments on the policy. No cancellation provisionsin the insurance policy shall be construedin
derogation of the continuing duty of the awarded Proposerto furnishinsurance during the term of any
Contract resulting from this proposal.

These requirements assume that standard insurance policy forms, terms, and conditions will apply to cover
the expectedrisk exposures forthe intended Scope of Work. Additional qualifying policy conditions or
specialendorsements may be specifiedin a Contract resulting fromthis proposaldepending onthefinal
Scope of Workagreed on by THE CITY OF LINCOLN and the awarded Proposer. Insurance questions may
be directed to THE CITY OF LINCOLN's Contracting Officer for response.

INTEREST OF MEMBERS CONGRESS
No member of or delegate to the Congress of the United States shall be admitted to any share or part ofany

Contract resulting from this proposal or to receive any benefits therefrom.

PROPOSAL GUARANTEE

Each proposal must be accompanied by a Proposal Guarantee in the amount of One Million Dollars
($1,000,000). Atthe option of the Proposer, this may be a certified check, cashier’'s check, or Bid Bond.
Bid Bonds shall be executed as a Surety by a corporation licensed toissue Surety Bonds in the State. Bid
securities willbe returned to all except the three lowest Proposers, which will be retained until the accepted
Proposer has entered into a Contract with THE CITY OF LINCOLN (Exhibit M).

FORFEITURE OF PROPOSAL GUARANTEE

The Proposal Guarantee shall be submitted withthe understanding that itis aguarantee that the Proposer
will not withdraw their proposal during such time and under the conditions set forth herein; that they will enter
into a formal Contract if it is awarded to them; that they will furnish the required bonds and thatthe bid
security willbe declared forfeited as liquidated damages in the event of withdrawal of their proposal orin the
event of failure to enterinto said Contractand give said bonds within the time specified after they have
received notice of an award. THE CITY OF LINCOLN may then award the Contractto the nextresponsible
Proposer or Proposers, or may call for new proposals.

PERFORMANCE BONDS

Bond Requirements: Awarded Proposer shall furnish to THE CITY OF LINCOLN, one or more bonds,
conditioned upon its faithful performance of all its obligations hereunder and upon its payment for all labor,
materials, and other things used in the performance of Work from a surety acceptable to THE CITYOF
LINCOLN, in such formand amount as THE CITY OF LINCOLN may prescribe. The bond(s) shall be
approvedastoformby THE CITY OF LINCOLN'’s Contracting Officer, executed by the Proposer as principal
and by a corporation licensed toissue such bonds on the State. The premiums for all such bonds which are
required by law or which have been requested by THE CITYOF LINCOLNpriortothe time of awarded
Proposer’s execution of any Contract resulting from this proposal or required by the contract documents shall
be deemedtobeincludedin the contract price, and no additionalcompensation shall be payable to the
awarded Proposer withrespectto suchbonds. The Performance Bond shall be in a sum equal to fifty
percent (50%) of the total amount payable for the initial order of buses.

Such bonds are required to be submitted to THE CITY OF LINCOLN with the executed contract.

Time of Delivery and form of Bonds: The awarded Proposer shall deliver any additional required bonds to
THE CITYOF LINCOLNupon exercise of any options by THE CITY OF LINCOLN not later than sixty (60)
days afterreceipt of written notification of order for each bus(es), asrequired by THE CITY OF LINCOLN
throughout the term of any Contract resulting from this proposal.
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5.43

5.44

5.45

5.46

5.47

NO PERSONAL LIABILITY

No Board Member, officer, agent, oremployee of THE CITYOF LINCOLNshall be held personally liable
underthisagreement, or because of the execution or attempted execution hereof or because of any breach
hereof.

THE CITY OF LINCOLN NOT OBLIGATED

This Request for Proposals does notcommit THE CITY OF LINCOLN to award a contract, to pay any costs
incurredinthe preparation or presentation of a proposal, or to procure or contract for services. THECITY
OF LINCOLN reserves, atits sole discretion, therightto rejectany and all proposals received as aresult
ofthis Requestfor Proposals, and to waive informalities and irregularities in proposals received. THECITY
OF LINCOLNalsoreserves, at its sole discretion, the right to negotiate with all qualified sources, orto
cancel, in partorits entirety, this Request for Proposals. THE CITY OF LINCOLN does notintend to award
acontractsolely on the basis of any response made to this Request for Proposals, or otherwise pay for
information solicited or obtained. THE CITY OF LINCOLN may require selected proposersto participatein
negotiations and to submit cost, technical or other revisions to their proposals in connection with or resulting
from the negotiations.

THE CITY OF LINCOLN will not debrief formally or informally any firm’s team who submitted proposalsin
responseto Requestfor Proposals, nor are any documents or proposals received to be available for review
by any consultant firm/teams.

CONTRACTUAL RELATIONSHIP BETWEEN PARTIES

A. Severability
Ifany part ofthe Contract between THE CITY OF LINCOLNand the SuccessfulContractoris held
invalid or unenforceable, itshall be revised so as to make itvalid and enforceable, consistent with the
intent of the parties expressedin that provision. The other provisions of the Contract will remainin full
force and effect.

B. Disputes
Exceptas otherwise provided in this contract, any dispute concerning a question of fact arising under

this contractwhich is notdisposed of by agreement shall be decided by the Contracting Officer, who
shallreduce his decision in writing and mail or otherwise furnish a copy thereof to the Contractor. The
decision of the Contracting Officer shall be final and conclusive. The decision of the Contracting Officer
may be appealed in writing to THE CITY OF LINCOLN'’s Transit Manager within ten (10) days of
receipt of the Contracting Officer’s decision. The written decision of the Transit Manager shallbe THE
CITY OF LINCOLN'’s final agency action regarding the dispute.

Pending finaldecision of adispute hereunder, the Contractor shall proceed diligently with the performance
of the contract and in accordance with the Contracting Officer’s decision.

This clause does not preclude consideration of law questions in connection with the decision provided for
inthis clause, provided that nothing in this Contract shall be construed as making final the decision of any
administrative official, representative or board on a question of law.

Disputes underthe Contractshallbe resolved by mediation, arbitration, or administrative process. Inthe
eventofalegaldispute underthis contract, THE CITY OF LINCOLNand the Contractor agree that proper
venue for purposes of litigation shall be the Circuit Court, U.S.A.

ASSIGNMENT

The Contractor shall notassign or transfer any interestin the contract or delegate its performance of duties,
exceptupon writtenapprovalof THE CITY OF LINCOLN, which approval shall not be unreasonably withheld.
Consentto assign, transfer or delegate any interest or performance on this contract shall not be construed
to relieve the Contractor of any responsibility for the fulfillment of the contract.

GOVERNING LAW

The Agreement, which may ensue under this solicitation, shall be governed exclusively by the federal laws
of the United States of America and the laws of the State. THISAGREEMENT WILL NOT BE GOVERNED
BY THE UNITED NATIONS CONVENTION ON CONTRACTS FOR THE INTERNATIONAL SALE OF
GOODS OR BY THE PROVISIONS OF ARTICLE 2A OF THE UNIFORM COMMERCIAL CODE, THE
APPLICATION OF WHICH IS EXPRESSLY EXCLUDED.
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5.48

5.49

5.50

5.51

5.52

The laws of the State shall governtherights, obligations, and remedies of the parties. Wheneverthere is
no applicable state statute or decisional precedent governing the interpretation of, or disputes arising under
orrelatedto, this contract, then Federalcommon law, including the law developed by Federal boards of
contractappeals, the United States Claims court (formerly the Court of Claims), and the Comptroller General
of the United States, shall govern. Venue of any action shall lie exclusively in the County. This is the
complete agreement between the parties. If any provision of the contract is fund to be invalid or
unenforceable, the remaining provisions shall not be impaired.

ARBITRATION

Inthe case of any controversy between the parties concerning but not limited to the validity, construction or
interpretation of this Agreement, the parties shall refer such dispute in writing to an Arbitrator to be jointly
agreed upon or, failing an agreement, to the State Code of Civil Procedure arbitration.

ATTORNEY'S AND OTHER FEES

Should either party institute any action to enforce this Agreement, or any provision hereof, the prevailing
party in any such action or proceeding shall be entitled to receive from the other party all costs and
expenses, including reasonable attorney’s fees.

RECYCLED PRODUCTS

The contractor agrees to comply with all the requirements of Section 6002 of the Resource
Conservation and Recovery Act (RCRA), as amended (42 U.S.C. 6962), including but not limited to
the regulatory provisions of 40 CFR Part 247, and Executive Order 12873, as they apply to the
procurement of the items designated in Subpart B of 40 CFR Part 247.

INCORPORATION OF FTA TERMS

All contractual provisions required by DOT, as set forth in FTA Circular 4220.1D, dated April 15, 1996,
are hereby incorporated by reference. Anything to the contrary herein notwithstanding, all FTA
mandated terms shall be deemed to control in the event of a conflict with other provisions contained
in this Agreement. The Contractor shall not perform any act, fail to perform any act, or refuse to
comply with any THE CITY OF LINCOLN requests, which would cause THE CITY OF LINCOLN to be
in violation of the FTA terms and conditions.

PPl INDEX ESCALATOR

THE CITYOF LINCOLN reserves the right to order buses and equipmentoverthe four (4) year period
beginning uponthe date of contractaward. The prices of such buses and equipment shall be atthe prices
quoted below. These prices shall remain firm/fixed for any ordersissued by THE CITY OF LINCOLN within
aperiod ofninety (90) days of contractaward. The price(s) of any buses orequipmentorderby THE CITY
OF LINCOLNor other procuring agencies after the initial ninety (90) day firm/fixed price period shall be that
quoted (Base Order Prices) plus/minus any change which willbe calculated based on the following formula
which utilizesthe U.S. Department of Labor/Bureau Of Labor Statistics Producer Price Index (PPI) Category
1413, “Trucks and Bus Bodies”. The change in thisindex will be used to adjustthe Base Order Prices.
However, in no eventwillthe price(s) forany purchase order release exceed, by more than five percent
(5%), the price(s) that would have been in effect twelve (12) months prior to the date of the release.

29



Formula: Index Point Change

Example
PPI Index: Future Award Month 141.1
Less PPI Index: Base Award Month 137.6
Equals Index Point Change 3.5
Index Percent Change
Index Point Change 3.5
Divided by PPI Index: Base Award Month 137.6
Equals .0254
Results Multiplied by 100 .0254X100
Equals Percent Change 2.54%
Base Order Price 1,000.00
Plus Percent Change (2.54% x $1,000) 25.40
Revised Price for Future Order $1,025.40
Example:

THE CITY OF LINCOLN awarded its contractin October 2001 with the published data for PPI-category
1413 showinganindexvalue of 137.6. THE CITY OF LINCOLN hasreceiveditsinitial order of buses.
In Octoberof2002, THE CITY OF LINCOLN elects to purchase more buses for delivery in2002. The
published datafor PPI-category 1413 shows anindex value of 141.1in October 2002. The percentage
changeinthe PPlindexfor October2001 to October 2002 would be 2.54%. The buses orderedin
October 2002 would be 2.54% higherthan those ordered in October 2001. This example assumes that
the two purchases are for identically equipped buses.

If any significant equipment modifications are made, in compliance with the terms of the contract, THE
CITY OF LINCOLN and the contractor will enter into negotiations to determine the price of the
equipment modification(s) and the impact of the modification(s) on the Base Order Price(s).

The following calculations willbe used to convertthe then-current price of the modification(s) tothe
value of the modification(s) on the date of the Base Order Price:

Formula: Index Point Change
Example
PPI Index: Future Equipment Modification Month 141.1
Less PPI Index: Base Award Month 137.6
Equals Index Point Change 3.5

Index Percent Change

Index Point Change 3.5
Divided by PPI Index: Base Award Month 137.6
Equals .0254
Results Multiplied by 100 .0254X100
Equals Percent Change 2.54%
Future Equipment Modification Price $200.00
Less Percentage Change (2.54% x $200.00) 5.08
Value of Equipment Modification(s) in Base Award Month 194.92
Base Order Price 1,000.00
Plus Equipment Modification(s) Cost 194.92
Equals Revised Base Order Price $1,194.92

All future releases, including the equipment modification(s), will be priced based upon the new
revised Base Award Price.
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6.1

6.2

6.3

PART 6

Technical Specifications

GENERAL

These Technical Specifications cover requirements for Heavy Duty Diesel Transit coaches which may be
used forrural, suburban, and urban transit service operations on urban streets and rural roadways in the
generalenvironmentaland climatic conditions prevailing throughout THE CITY OF LINCOLN operating area.
It is intended for the widest possible spectrum of adult passengers, elderly, and the handicapped.

Itisthe intent of this specification to describe the design requirements for a Heavy Duty Diesel Transitcoach
rugged enough to withstandrigorous intensive daily transit service operations and provide maximum
reliability and availability, with a minimum of maintenance and repair time. The coach shall exhibit maximum
passengerappealin appearance, comfortand safety, combined with excellence in reliability, operating
characteristics, efficiency, and economy of operation.

The coach shall be fully compliant with the applicable requirements of the Americans with Disabilities Act
(ADA) and any revisions published by the Architectural and Transportation Barriers Compliance Board or
The Federal Transit Administration for fixed route operations. Where these specifications exceed the
requirements of ADA, the specification requirement shall apply.

Includedin this specification is the description for standard configuration low floor 35-foot heavy-duty transit
coaches.

Low Floor Coach

Length: 35 feet
Width: 102 inches
Height: 114.5 inches
Seating Capacity: 32

Floor Height: 15.75 inches
Front Step Height: 15 inches
Head Room Maximum: 95 inches
Aisle Width Minimum: 25 inches
Wheel Base: 235 inches
Turning Radius (front body corner) maximum: 36.10 feet
Approach Angle: 9 degrees
Departure Angle: 9 degrees
Curb Weight Max. GVW: 27,000 lbs
Vehicle Weight Max. GVWR: 39.600 Ibs

REQUIREMENTS

a. Coachesaretobeusedinurbanareas, butatthe sametime mustbe able to maintain speedsupto
65 MPHforrelatively long distances between stops. Coaches shall be able to maintain a minimum of
7 MPH on a fifteen percent (15%) grade when loaded to GVWR.

b. Coachesshallincorporate features essential for safe, fast, efficientand comfortable operation by the
operator, features thatensure excellentroad and traffic visibility under all driving conditions and
adequate means for safe passenger movement. The coach shall be made capable of easy
maneuvering in normal and heavy traffic.

MAINTENANCE AND INSPECTION
Scheduled maintenance tasks shall be related and shall be grouped in maximum mileage intervals. Routine

scheduled maintenance actions, such as filter replacement and adjustments, shall not be required at
intervals of less than 6,000 miles, except for routine daily service performed during the fueling operations.
Higher levels of scheduled maintenance tasks shall occur at even multiples of mileages for lower level tasks.
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6.4 OPERATING ENVIRONMENT

The coach shall achieve normal operation in the environmental conditions normally occurring inthe areain
which THE CITYOF LINCOLNislocated intemperature ranges of-10°Fto 120°F, atrelative humidities
between 5 percent and 100 percent, and at altitudes up to 5,000 feet above sea level.

6.5 CONFORMITY

a.

Allbidders mustconformto these specifications and the product they furnish shall be of first-class
quality and the workmanship shall be the best obtainable in various trades. The design ofthe body,
chassis and equipmentwhich the manufacturer proposesto furnish shall be such asto produce a
coach of substantial and durable construction in all respects.

No advantage shall be taken by the manufacturerinthe omission of any part or detail which goes to
make the coach complete and ready for service, eventhough such parts or detail are not mentioned
in these specifications.

Allunits or parts not specified shall be manufacturer's standard units. Inall cases, material must be
furnished as specified, butif the term, "approved equal” is used, THE CITY OF LINCOLN mustapprove
any material or equipment substitute for specified material or equipment.

6.6 RESPONSIBILITY

Coach manufacturer shall assume responsibility for all material and accessories inthe coach, whether the
same are made by coach manufacturer or purchased ready-made from an outside source.

General Testing

a.

The vehicle provided shall be fully tested to assure compliance with the performance and safety
requirements of the specifications. At the option of THE CITY OF LINCOLN, Bidder and/or
CONTRACTOR may be required to provide test results and/or certifications insuring compliance with
the requirements of the specifications. Certifications or written documentation outlining test procedures
andresults shall be prepared by a Professional Engineer and/or testlaboratory certifying compliance
with the requirements of the appropriate section of the technical specification and shall be provided by
the Bidder and/or CONTRACTOR for approval by THE CITY OF LINCOLN.

CONTRACTOR may be required to demonstrate compliance with any of the performance requirements
of the technical specifications. Minimum testing that shall be required includes;

--- Cooling System Performance
--- AC Performance

--- Acceleration

— Gradability

--- Internal Noise

— External Noise
— Passenger Door(s) Opening and Closing Speeds

— Lighting Levels
— Turning Radius
--- Water Test

6.7 INTERNAL NOISE

a.

Maximum internal noise shall not exceed eighty (80) DBAinareas"1","2", and "3", and no more than
eighty-three (83) DBA in area "4" as described below. Sound levels within the coach shall be
measured with alldoors and windows closed and all vehicle equipment operating. If some equipment
operates on a cyclic basis, the sound level shall be measured with all equipment functioning
simultaneously to determine the worst case noise level.

Measurements shall be made with the vehicle empty, except for test personnel and equipment. Not
more than three (3) persons shall occupy the vehicle during the measurements.
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6.8

6.9

c. Measurementsshallbe made ata height of four feet (4') above the floor and directly above the center
line of the seats at the following locations:

The operator's seat;
The foremost passenger seat at the centerline of the coach;

The seat nearest the center of the coach, and at the coach centerline; and
The rear-most seat at the centerline of the coach.

PR

d. Acceleratethe coach at full throttle from standstill to automatic transmission shift speed. Gear or range
mustbe selected so thatterminating testspeed is sixty-five (65) miles per hour. Observe and record
maximum sound level during this operating mode. The sound levelrecorded shall be the average of
at least four (4) readings.

e. Measurements shall be takenwherethere are noreflecting orabsorbing surfaces to change the
sounds emitting from the vehicle.

EXTERNAL NOISE

Airborne noise generated by the coach and measured from either side shall notexceed 83 DBA under full
power acceleration when operated at or below 35 mph at curb weightand just prior to transmission upshift.
The maximumnoise levelgenerated by the coach pulling away froma stop at full power shall not exceed
83 DBA. The coachgenerated noise atcurbidle shall notexceed 65 DBA. If the noise contains an audible
discrete frequency, a penalty of 5 DBA shall be added to the sound level measured. All noise readings shall
be taken 50 feet from the perpendicular to the centerline of the coach with all accessories operating.
Instrumentation, test sites, and other general requirements shall be in accordance with SAE Standard J366.
The pull-away test shall begin with the front bumper even with the microphone. The curbidle testshall be
conducted with the rear bumper even with the microphone.

CRASHWORTHINESS

a. Thecoachbodyandroofstructure shallwithstand a static load equalto 150 percent of the curb weight
evenly distributed on the roof withno more than a 6 inch reductionin any interior dimension. Windows
shall remain in place and shall not open under such a load.

b. Thecoachshallwithstanda 25 mphimpactbya 4,000 pound post-1973 American automobile at any
point, excluding doorways, along either side of the coach with no more than 3inches of permanent
structuraldeformation at seated passenger hip height. Thisimpact shall notresultin sharp edges or
protrusions in the coach interior.

c. Exteriorpanels below the rubrail and their supporting members shall withstand a static load of 2,000
pounds applied perpendicularto the coach anywhere below the rubrail (on standard floor coach only)
by a pad no larger than 5 inches square. This load shall not result in deformation that prevents
installation of new exterior panels to restore the original appearance of the coach.

d. Thecoach,atGVWR and under static conditions, shall not exhibit deformation or deflection that
impairs operation ofdoors, windows, or other mechanicalelements. Static conditionsinclude the

vehicle at rest with any one wheel or dual set of wheels on a 6 inch curb or in a 6 inch deep hole.

e. Allstructure, body, and panel-bending mode frequencies, including vertical, lateral, and torsional
modes, shall be sufficiently removed from all primary excitation frequencies to minimize audible, visible,
or sensible resonant vibrations during normal service.

f. The standard floor bus rubrails shall be capable of withstanding impacts of 200 foot pounds of energy
from a steel faced spherical missile no lessthan 9inchesin diameter and of a 500 pound load applied
anywhere alongtheir length by arigid plate 1 footin length, wider than the rubrailand with 1inchend
radii with no visible damage to the rubrail, retainer, or supporting structure. A damaged portion of the
rubrail shall be replaceable without requiring removal or replacement of the entire rubrail. The low floor
bus do not require rubrails.
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6.10

6.11

To protectpassengers seated in lowfloorarea, the basic low floor coach structure shall incorporate
a substantialside impactbarrier. The barrier shallinclude steel plate, continuous between the front
wheel arches and the rear suspension (except in the width of the exit door opening).

The impactbarrier shall be an integral welded part of the undercarriage portion of the coach structure,
and shall be angled such that vehicles impacting the coach side will tend to subvert.

Tofurtherincrease both passenger safety and repairability, robust welded structures are required
betweenthe angled barrier and the coach side skins. These shall be designedto dissipate collision
energy.

MATERIAL

a.

h.

Allmaterials usedin construction of the coach and all its parts shall conformin all respects to American

Society of Testing Materials, Society of Automotive Engineers, or similar association standards.
Materials used shall be exactly duplicate in manufacture, design and construction on each coach
model.

Reinforced fiberglass and plastic materials shall be excluded from the basic body construction, except
for replaceable panels, doors, and front and rear caps.

Alllumber shall be thoroughly kiln dried free from knots and checks and shall be of clear straight grain,
dressed on all sides.

All painted aluminum sheets shall be thoroughly cleaned and coated on the outside with PPG DPU Low
VOC primer, or approved equal, prior to assembly in coach.

All joints shall be protected by application of PPG DPU Low VOC primer, Butyl Tape Sealer, or
approved equal, at assembly.

Plywood shall be of a marine grade with sealed waterproof edges.

Allbolts, nuts, washers and exposed linkage shall be zinc, cadmium plated or phosphate coated to
prevent corrosion.

All bolts, nuts, and washers shall be Domestic manufacture and be SAE Grade 5 or better.

CORROSION

a.

The vehicle shall resist corrosion from atmospheric conditions and road salts. It shall maintain
structuralintegrity and nearly maintain originalappearance throughoutits service life, provideditis
maintained in accordance with the procedures specified in the manufacturer's service manual by THE
CITYOF LINCOLN. Materials exposedtothe elements and all joints and connections of dissimilar
metals (and remote fromeach otherin the galvanic series), shall be corrosion-resistantand shall be
protected from galvanic corrosion.

The entire body frame assembly, access doors, fenders, cab, underbody, wheelhousings, lower skirt
panels, including closed-off body panel sections, the interior of tubing structure and all welds shall be
treated and rust-proofed witha commercialgrade heavy-duty rust-proofing material. Allmetal body
parts shall be given athorough multiple-stage anti-corrosion treatment. The product used shall be
listed as aqualified product under Mil Spec C-62218, Mil Spec C-0083933A (MR). Zinc chromate or
zinc phosphate prime paintshall be applied to both aluminumand steel. Body panels that are one-side
galvanized, two-side galvanized, two-side iron-zinc alloy, zincrometal, aluminum or tin coated, etc., or
treated in any other method or procedure currently accepted by the commercial vehicle industry, are
acknowledged as meeting this requirement and need no further treatment, except for finish prime/paint
orundercoating where applicable. Representative samples shall withstand a 2-week salt spray test
inaccordance with ASTMProcedure B-117 with no visual or structural detrimental effects to normally
visible surfaces, and no significant structuraldegradation or weight loss of over 1 percent for other
members or components.
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6.13

UNDERCOATING

a. Exceptasnotedbelow, the entire body lower frame assembly, cab, underbody, understructure/frame,
chassis, fenders, wheelhousings, and lower skirt panels shall be completely undercoated.

b. Undercoating shallbe PPG Corashield 7972 material. Undercoating shall be applied to a uniform
thickness throughout withno bare spots. Bidder shallindicate methods to be used in meeting this
requirement.

c. Itemsandcomponentsthat shall not be undercoated include non-metallic fender and stepwells, engine,
transmission, driveshaft(s), differential/axle housing, brakes, lubefittings, exhaust system, and power
steering heat shields.

AXLES

Both frontandrear axles shall have the load rating forthe grossloads equal to or greaterthanthe coach
builder requires them to carry. The gross load shall include curb weight plus seated and standee
passengers withthe average weight of each passengertobe 150 pounds. Frontand rear axles for the
coaches shall have the highest GVWR capacity available. Erontand rear hubs shall be of steelconstruction.

Front Axle
a. Frontaxle shall be designed with proper wheeland axle geometry so that imperfect front axle
operation will not be encountered in service.

b. Front axle shall be 14,600 Ibs., minimum rating.
c. Wheel bearings shall utilize "wet" lubrication.
Rear Axle

a. Rear axle shall have minimum rated capacity of 26,000 Ibs.

b. Therear axle shallbe a heavy-duty, full floating type, Meritor Standard, or approved equal,
incorporating a spiralbeveldrive. The axle housing shall be a steel stamping and located to the
roadside of the axle center. Endtubes shall be removable and shall be threaded to allow for
adjustment of wheel bearing nuts. The housing drain plug shall be magnetic.

c. The differential carrier shall incorporate the differential assembly, drive pinion and pinion cage.
Carrier shall be removable as a complete unit from the axle housing.

d. The four (4) pinion differentialgears shall be carried in a two-piece case mounted on tapered
roller bearings. Torque nuts and bolts are used to mount the dowel gear drive to the flanged half
of the differential case.

e. Axle shafts shall be the floating type with all wheel bearing loads carried on the axle housing end

sleeves.
f. The drive flanges at the outer end shall be attached to hub-piloted wheels.
g. Wheel bearings shall utilize "wet" lubrication.

Rear Axle Gear Ratio
The differential gear ratiois subjectto approval by THE CITY OF LINCOLN prior to production after
reviewing performance computer generated models.

Hubodometer

An Engler Hubodometer "million mile" (no tenths), or approved equal shall be installed, with the correct
bracket, on curbside rear axle flange studs.
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6.14

BRAKES

General

Each coach must be equipped with both service and emergency brakes.

Brake Chambers

Brake chambers shall be Anchorlok or MGM type 30 with protective boot over the push rod, or
approved equal.

Brake chambers shall be equipped with manufacturer's standard diaphragm and spring. Brake system
shall be balanced to provide safe stop operation.

Service Brakes

a.

Coachesshallbe equipped with brake systems which conformto the requirements of all Federal and
State regulations, designed so such conformance can be maintained throughout the normal adjustment
cycle. Asupplemental brake (transmission retarder) shall also be provided. The supplemental braking
shallnotbe used in meeting regulatory criteria. The braking system shallinclude service brakes, a
parking and emergency brake.

Service air brakes shall be furnished on all wheels of each coach. The brake system shall be approved
by THE CITY OF LINCOLN.

Control-Thedriver's brake pedalshall controlthe service brake and the supplementalbrake in a
coordinated manner to give a total braking effortdepending on the position ofthe pedalup tothe
maximum capability of the braking system. The control shall make maximum practical use of the
supplementalbrake to minimize brake fade and to achieve maximum brake lining lifetimes. Braking
forces shallbe proportioned among the axlesto assure balanced braking and equalize lining life
between axles. Braking shall be initiated at the second axle.

Brake lights shall be activated as soon as the brake pedal is depressed and when any auxiliary braking
(transmission retarder) is applied.

Brake Drums, Shoes and Linings - Rear brake drums shall be a minimumof 14.5 by 10 inches (368
by 254 mm). Front brake drums shall be a minimum of 14.5 by 6 inches (368 by 152 mm). Brake
shoes shall be of two shoe type, heavy duty, fabricated steel, heavily ribbed to insure uniform pressure.
Linings shall be non-asbestos. A method of visually indicating wear of the brake lining shall be
provided. 'S'-cam brakes shall be supplied. Drums shall be labeled with the maximum safe diameter
fordrumrefinishing. Other brake configurations, such as disc brakes may be supplied with the prior
approval of THE CITY OF LINCOLN.

Brake Adjustment - Brakes shall be provided with "Haldex" or approved equalautomatic slack
adjusters. Allslack adjusters shall be removable without disassembly or removal of other components.
Slack adjustertravel and geometry shall be designed not to exceed 90 degreesinrelationtothe
pushrod, when properly adjusted, throughout the lining life.

Brake Hoses - Brake hoses shall be installed in locations where the possibility of damage is
minimized. Hoses shall be clamped and supported by the coach structure to minimize long
unsupported hose lengths and to eliminate rubbing and/or chafing.

Emergency Brake

Coach shallbe equipped with spring brakes Anchorlok #3030 or MGM #E3030T, with quick release yoke
or manual"wind-off", or approved equal, capable of bringing the coach to a stop from a speed of twenty (20)
miles per hour at a deceleration rate equivalent to a stop within sixty feet (60") with a seated passenger load.
Brake valve to be PP-1 40 PSI setting.

Slack Adjusters

Automatic slack adjusters, as manufactured by Halidex, or approved equal, shall be furnished on frontand
rear brakes. Adjusting bolt and lock shall be positioned so adjustment can be made easily.
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6.15

Brake Retarder
a. Transmission shall have an integral brake retarder.

b. Retarder ON-OFF Toggle switch shall be mounted inside the electrical junction box above the driver.
AIR SYSTEM

Air Compressor
a. Aircompressorshallbe a Bendix-Westinghouse AD9, or approved equal, with capacity of 15.5 cfm
minimum.

b. Compressor shall be gear driven by the engine.

Air Governor
Air Governor shall be Bendix-Westinghouse "D-2" type, or approved equal.

Air Tanks

Airreservoirs shall be of adequate capacity for supplying the air volume needs of the coach. Firsttank shall
be equipped witha Bendix#800691 PUROGUARD Systemfilter and an automatic air dryer Bendixhigh
volume standard SAEJ10 AD9, or approved equal, and shall operate in conjunction with the air governor or
relay valve. All air tanks shall be equipped with drain valves.

a. Thereshallbelow-air pressure switches located on the air tanks. They shall monitor the primary and
secondary reservoir air pressure.

b. Incombinationwiththe visual and audible signals, there shall be single, dual needle air pressure gauge
reading the pressures of the primary (rear brake) and secondary (front brake) reservoirs.

Brake Lines Body Mounted
a. Allair linesshallbe synflexnylontubing, colorcoded or approved equal. Lines shall be securely

mounted to frame to prevent chafing or wear. Clamps shall be of proper size. Lines shall be protected
at clamps with heat resistant material.

b. Themain air line between the air compressor and first air tank shall be minimum three-fourths inch
(3/4") 1.D.

c. Rubbergrommetsshall be used at all points where air lines pass through bulkheads or any supports.
d. All air lines shall be protected to prevent freezing in cold weather.

e. Allclamps, fittings, etc., must be easily accessible and installed in such a manner that they are easily
removed and replaced.

Brake Lines at Wheel

Flexible brake lines shallbe Parker 293, with nut and sleeve typefittings. They shall be of adequate length
to preventany strain, regardless of relative motion between brake valve and brake chamber, without allowing
chafing or rubbing.

Brake Relay Valve
A brake relay valve shall be provided. It shall be Bendix-Westinghouse R-12, or approved equal.

Check Valve
Acheckvalve shall be provided between #1 and #2 tanks, adjacent to the second tank, and accessible for
service.

Discharge Line
Discharge linetofirsttank shallbe #12, three-fourthsinch (3/4") O.D. Teflon hose with braided stainless
steeljacketand shall be properly supported every two feet to prevent chafing ordamage and so assembled
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6.16

thatthelinewillbe free of sharp bends, and willdrain all moisture into the reservoir. Discharge line on the
low floor bus shall be a #16 hose.

Emergency Brake Control Valve
The control valve shall be located to the leftand adjacentto the driver for safe, convenientaccess. The

valve shall be a Bendix Westinghouse type PP1, with 40 PSI setting, or approved equal.

Interlock Valves, Door, Accelerator and Brake
Door, accelerator and rear brake interlock valves shall be mounted to minimize length of air lines.

Towing-Air Line Connector
An air line connector (ARO Style Milton #777) shall be installed on the front end of the coach.

Switch, Low Air Pressure
The switches shallbe connected in paralleland shall trigger ared indicator "LOW AIR" light and an audible
alarm when the air pressure of any reservoir is below 90 p.s.i.

COOLING

Radiator

The radiator shall be of durable corrosion resistant construction with bolted-on removable stainless steal
tanks. Radiator core shall be copper dimple type clog resistant. Radiator piping shall be stainless steal or
brasstubing, and, ifpracticable, rubber hoses shallbe eliminated. Necessary hoses shall be premium
silicone rubber type that are impervious to all coach fluids.

Filler Neck and Cap
a. Thesealedcoolingsystemshallbe provided with self-unloading valve to prevent extreme pressure

from injuring cooling system.

b. A manual pressure release valve shall also be provided.

Surge Tank
Heavy-duty copper, brass (stressrelieved), or stainless steel radiator surge tank shall be provided and

mounted above the radiator and easily accessible for service. Sightglass shall be provided to allow check
of fluid level without opening system. Filler cap shall be hinged type.

Water Pump
Water pump shall have sufficient capacity to prevent any hot spots under all operating conditions.

Fan and Drive

Athermostatically controlled fan with six (6) blades shall be provided and shall be effectively power-driven
only at engine temperatures in excess of one hundred eighty degrees (180 degrees). The fanto be
hydraulically driven.

Hose
Engine water and heater hoses shall be premium quality Armet or Flex-Fab silicon hose. Allhoses shall be
protected from engine heat which may cause premature failure.

Hose Clamps
Allhose clamps shall have constanttension. Hose clamps shall be 1/2 inch wide minimum, stainless steel

worm type, socket tightened with collar. Breeze or approved equal.
Coolant

Coolantshallbe LS antifreeze, an ethylene-glycolwithrustinhibitor Nal-Cool 3000, or approved equal.
Coolant shall be 40% ethylene-glycol.
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ELECTRICAL

Compliance with Regulations
Turn signals and all interior and exterior lights shall meet all State and Federal requirements.

Alternator and Requlator

The alternator shall be sized to supply the entire nighttime operating electricalload of the coach while
providing atleast 20 percentofits current output for battery charging when the battery isfully discharged.
The alternator shallbe a Delco 50DNoil cooled beltdrive rated at 300 amps, or approved equalwith an
external electronic voltage regulator.

Backup Alarm
An electricalbackup alarm producing anintermittent sound or abuzzer connected with backup lights shall

be furnished. Itshall be loud enoughto be heard whenthe engineis running, yetnotbe too loud to annoy
persons in their homes.

Battery

The term battery means two or more heavy duty top quality lead acid battery units mounted side by side in
a battery compartment. Batteries shall be by "Decca” or approved equal. The configuration for the battery
is two battery units size 8D, 12 volt, 6 cell and 31 plates per cell. These battery units shall measure
approximately 19.50 long by 10.75inches wide by 8.75inches high (495 by 273 mm by 222 mm high).
Battery units shall have polypropylene cases and end-over terminals notexceeding 2 inches (51 mm) out
from battery case. For easeinhandling, no single battery unitshall exceed 155 pounds (70 kg). Batteries
shallbe stamped withthe date of manufacture. Batteries shall not be abused or quick-charged before
delivery. Batteries shall be new when the coach is delivered to THE CITY OF LINCOLN.

Despite the battery configuration stated above, the Contractor shall be responsible for analysis of the loads

and selecting a battery of adequate capacity to supply them. Other battery configurations may be used with
the prior approval of THE CITY OF LINCOLN.

Battery Terminals/Wiring

The battery wiring shall be terminated with properly sized ring terminals. The cable shall be permanently
marked witha "+"and "-" atthe battery end. Cable s shall be extraflexible and routed in the battery box so
asnottochafeorrubonthebatterytray and other components. Cable ends shall be sealed to eliminate
corrosion from battery acid and/or fumes. Cable ends shall be attached to the battery studs with non
corroding flatwashers, spring washers and brass nuts. The positive battery terminal shallbe a 3/8 NC stud
and the negative terminalshallbe a 3/8 NC stud. Stud length shallbe 1inch (25 mm)as measured from
the terminal face. Cable ends will be coated with a corrosion inhibitor after being attached to the batteries.

Electrical Panel
Circuit breakers shall be provided to sectionalize and protect all branch circuits of the electrical system of
each coach.

Tothe maximumpractical extent, electrical distribution and control devices shall be grouped on an electrical
panelarranged for ease of access, test, and replacement of components. The panel shall be large enough
to avoid crowding ofthe components and leads. Componentheat build-up shall not affectthe components
ormountinglocations. There shall be atest plug receptacle for electronically diagnosing the engine using
portable instruments.

Adurable diagram shall be mounted, in the electrical panel, thatidentifies the components and their function.
Relays and circuit breakers shall be permanently labeled to correspond to this diagram. Switch controlled
lights shall be provided to illuminate the main electrical panel.

Multi-Plex System Electrical, Dinex-MPX

The main coach controller (MBC) shall be located at the front left-hand corner and readily accessible through

an accessdoorlocated above the driver’'s side window. One or more high speed cell net controller (HCNC)
shall be located inthe same compartment. Additional HCNC’s will be located above the exitdoor and atthe
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rear of the coach. DIO’s (Digital Input/Output Controllers) are to be similarly located, and will provide
minimum 10% spare input/output capacity. The system shall be connected by a “ring loop” hookup.

Electrical Main Switch

An electrical main switch shall be provided to positively disconnect the battery from electrical loads when
the coachisnotin use orin emergency situations. The switch shall be located in an outside compartment
whichrequires notool(s) foraccess. The switch shall be totally sealed inits own sub-compartment. Itis
preferredthatthe switch handle be non-removable. Ifthe switch handle isremovable, it shall be attached
to the switch housing using a small corrosion proof metal cable. Emergency flasher and radio power circuitry
shall be independent of the main switch.

Main Switch Circuit Breaker
A manually reset circuit breaker capable of interrupting a major short circuit shall be supplied on the positive

side of the batteries. The breaker shall be located near the batteries in an easily accessible location, sealed
from water and battery fumes.

Battery Jumper Terminals

There shallbe a setof battery jumperterminals located next to the battery electricalmain switch and a set
located in an easily accessible locationin the engine compartment. These connectors shall be Anderson
Model350 (Red) orapproved equal. The positive terminal shall be red in color and the negative terminal
shall be black. The metal housing face where the terminals are attached shall be permanently marked "+"
and "-" by etched metal.

Fare Equipment Power Supply
Supply a coil of wire with GFI CENTSaBILL plug, through floor mounting hole for farebox wiring, powered
by a dedicated circuit for later hookup of farebox power by THE CITY OF LINCOLN.

Radio Power Supply

A separate electrical circuit, initiated at the batteries and terminating at the radio box shall be supplied. This
circuitshall be independent of the electrical main switch, be capable of delivering 25 continuous amperes
at 12 volts and be protected atthe source with an adequate circuit breaker. No other electrical equipment
shall be attached to this circuit. It shall be connected and placed to minimize electrical noise, hash and
transients. Ifa24 voltcoach electrical systemis usedforthe coach, an"Electric Transit Laboratories Inc.
(ETL)"orapprovedequalconverter shallbe provided in the radio box to supply 12 volt power to the radio.
Interface to PA system required.

Starter
The engine starter shall operate fromnormalcoach voltage and be sized to provide sufficient torque to turn

the enginereliably under all hot or cold engine or ambienttemperature conditions. The starter shallbe a
heavy duty "Delco Products Division"Model42MT or approved equal as recommended by the engine
manufacturer.

The starter solenoid switch shall be interlocked so that:
--- Engine can be started in neutral gear only with the transmission selector in neutral only.

--- Starterwillnot operate when engineis running. The interlock shall be activated by fuel pressure or by
other approved means.

--- Other major electrical loads shall be disconnected while cranking.

Low Voltage Wiring

Allwiring including cables shall be stranded copper, adequate in size to carry the electricalload. Each
harness shall contain identified spare wires (10 percent, minimum one) and shall be installed with
consideration of possible future need toremove and replace it. Alllow voltage lighting shall run sufficiently
cool so astoeliminate any damage to lamps, lenses, sockets, wiring or surrounding areas. Electrical
junction boxes shall have sealed covers and openings.
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Insulation

Wiring shall be insulated with two-layer cross-link polyethylene. Insulation must be moisture proofand heat
resistant. Itshall be a design objective to route wiring and harnesses in areas with no temperature build-up.
If wiring mustbe runin areas of heat build-up, it must withstand, without deterioration for the life of the
coach, the highesttemperature in the area served. Engine compartmentwiring shall be heat, oil and flame
resistant.

Voltage Drop
There shallbe no more than a 0.5 volt cumulative drop on any circuit, measured from the initiating source

tothe appliance load positive and fromthe appliance load negative to the reference ground with the load
fully operational.

The initiating source for any 24 volt circuit is defined as the 24 volt output positive post of the series
connected batteries.

The initiating source for any 12 volt circuit is defined as the 12 volt output positive post of the battery
equalizer/splitter (Vanner).

The reference ground is defined as the most negative post of the series connected batteries.

Protection and Support

Wiring shall be protected fromweather and mechanicalinjury. Cables should be supported along their
length and strain-relieved near terminations so that connectors and terminals are not under stress. Wire and
cable passing through holes in sheet metal, structural members, etc. shall be protected with agrommet or
otherapproved device. Wire and cable subjectto flexing shall be extraflexible and shall be installed to allow
for continualflexing without damage to the conductors or insulation. Wiring routed nextto or bent over other
materials shall be chafe protected by approved means.

Allunder coachlooms, cable runs, connectors, terminations and harnesses should be totally sealed to dirt,
water and road hazards. Under coach wiring shall be run in sealed flexible plastic conduit.

Terminations

All electrical connectors shall be replaceable. Engine and transmission harnesses shall have sealed, quick
disconnectconnectorstofacilitate engine and transmission removal. Allhigh currentconnection points
shall be coated with approved conductive coating.

Allwire termination loops shall have a minimumof 2 inches (51 mm) excess wire for additional end terminal
installation which will allow at least one replacement of the termination without disrupting the wiring harness.
Wires shall not be spliced between terminations.

Cable terminations shall be pressure-type terminals applied with a full cycle correct tool of the same
manufacturer asthe terminal. Allterminals shall be full-ring, interlocking or tongue-type sized for the terminal
screw or stud.

Allunder coach connectors shall be of a locking type. Use of spade terminals shall be with StarTran
approvalonly. Connectorterminals shall be coated with approved dielectric grease. Driploops shallbe
supplied on all under coach termination points.

Allelectronics components and boxes shall have quick disconnect plugs attached. Hard wiring to these
boxes is prohibited.

Wire Numbering

The conductoridentification shallbe developed by the Contractorto give anindividual identifying designation
to each wirefor circuittracing and renewal of equipment and shall be shown on all electrical diagrams. All
junction panel terminals shall be numbered.

Allwiring shall be identified with hot stamped, machine printed wiring numbers printed on the insulation itself
withno more than 6 inches (153 mm) of space between the identifying printed numbers along the continuous
run of wire.
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Wire markers and/or any type of heat shrink shall not cover any termination point or crimped lug without
StarTran approval.

Numbers shall not be removable by and be impervious to normal abrasion, oils, diesel, grease, Anti-Freeze
and water

Console Assembly and Instrument Panel
a. Side Console Assembly shall contain the following switches, all of which shall have lighted legends:

1. Master Switch: 4-position rotary switch identified with lighted legend "Engine Stop,"” "Run,"
"Night" and "Park" marked on the panel, in accordance with FMVSS requirements.

2. Engine Start: Push-button switch, marked "Start."

3. Hazard Warning: 2-position On-Off toggle switch with lighted hazard symbol. Legend to be
"Hazard" or symbol.

4. Defroster: 3-position toggle switch having "Low-Off-High" positions. Legend to be "Defroster."
5. Chime Switch: 2-position toggle switch having "On-Off" positions with legend "Chime."

6. Fluorescent Light Switch: 3-position toggle switch having "All-Off-Rear" positions with legend
"Interior Lights."

7. Door control handle.

b. InstrumentPanelshallbe manufacturer's standard for heavy-duty service, with clear lettering for
identification and shall house the following controls:

1. Panellightdimmer: Arotary rheostat, labeled "Panel Lights," which controls the intensity of the
panel and legend lights.

2. Wiper control: An air control for each side, with lighted legend "Wiper," which controls the
windshield wipers.

3. The instrument panel shall contain, at a minimum, the following indicator lights:

Left Turn Signal Exit Door Open
Right Turn Signal Charging Failure
Hot Engine Brakes On
Low Engine Oil Pressure High Beam Headlights
Low Air Pressure Door Unlock Function
Fire Warning Retarder

c. Indicator lights shall be arranged across the top of the instrument panel.

d. Turnsignal switches shall be located on the floor near the driver's left foot and shall be constructed with
polarized multi-connector plugs.

e. The instrument panel shall house the following monitor devices:
--- A dual-needle gauge that monitors air pressure in the front and rear brake reservoirs.
--- Speedometer: A speedometer with MPH as major markings, 0-80 MPH.

Door Electrical
a. Rear door shall be passenger actuated, manual.

b. Lockingandunlocking of doors shall be controlled by adoor-control handle located onthe driver's
console. Door control handle, wheninthe "rear" position, shall energize a solenoid thatunlocks the
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door. ALED greenlamp, which indicatesthatdooris openable, shall be located above reardoor. A
red "EXIT DOOR OPEN" indicator lamp on driver's panelshallilluminate simultaneously with green
lamp while doorisopen. Alamp mounted on the exterior, or door header above the frontand the rear
doors, shallbeilluminated when the doorisopenable. Frontand rear stepwell illumination lamps shall
operate the same way. Lamps to be controlled by the master switch inthe "Run" or "Night" position.

Engine Compartment and Rear Control Box

a.

Horn

The engine compartment shall have arear controlboxwith engine oil pressure and water temperature
gauges. Gauges shall be mechanical.

The control box shall be located in the upper right corner of the engine compartment.

Four (4) 21 c.p.incandescentlamps shall be installed in the engine compartmentin locations which
will provide maximum illumination for the mechanics.

The engine and coach control switches on the face of the panel shall be as follows:

i Starter Switch - Three position toggle switch, marked "Front-Off-Rear" for selection of engine
start position. Must be weatherproof.

ii. Light Switch - Two position toggle switch marked "Engine Compartment Lights." Must be
weatherproof.

iii. Engine Start - Push button switch marked "Start," with waterproof rubber cover, shall operate the
starter motor only whenthe starter switchisin the "Rear" position and transmission is in neutral.
The engine transmission down link port shall be provided. Throttle control must be variable
speed.

Dualelectrichorns mounted so asto be protected fromroad splash. Control shall be push button, located
in center of steering wheel.

Exterior Lighting

a.

b.

Exterior lighting shall conform to FMVSS requirements.

Headlamps shall be guide lamp, rectangular sealed beam, dual, 12 volt Halogen H50 54. Headlights
shall be switched on with ignition switch. A dimmer switch shall be mounted on the floor between and
above the turn signal switches. The instrument panel shall have ahighbeam indicator lamp. Vehicles
shall be equipped with daytime running headlamps.

Clearance, Marker and I.D. Lights

Allclearance and I.D. lights shall be Dialight surface or flush mount LED type. The units shall protrude
notmorethan 1.5inches when mounted on the vehicle. If asurface mountmarker designisused, a
customguardto preventdamage tothe lightduring contact shall protectthe marker. All electrical
connections to the LED light shall be by wire coming fromthe light housing and terminated with a
Packard Weather Pak connector. No interim connector shall be allowed onthe body of the light. All
lenses shall be smooth to prevent dirt entrapment and ease the washing process.

Frontdirectionalsignals shall have amber lenses and shall be located on the right and left front corner
areas of the coach.

Rear, tail, stop, backup and turn signal lamps shall be mounted on the right and left rear corner areas
of the coach.

i Third LED high mount brake light bar will be included.

ii. Top and third lamps (stop and tail) shall be red Dialight Series 40, or approved equal. The tail
lights shall be fabricated with the use of a current regulator circuitto the LED’s that allow for the
operation ofthe device from 7 volts to 16 volts with constantintensity. All electrical connections
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tothe LED lightshall be by wire coming fromthe lighthousing and terminated with a Packard
Weather Pak connector. No interim connector shall be allowed on the body of the light. All
lenses shallbe smoothto preventdirtentrapmentand ease the washing process. The entire
LED assembly shall be specially coated to protect the light from chemical and abrasion
degradation.

Flange Mounted 4” Round

In additiontothe above, ifflange mounted 4” round lamps are used, the flange shall be constructedin a
manner that water intrusion will not be allowed between the lighted portion of the lamp flange.

j-

iii. Middle lamp (turn) shall be amber Dialight Series 40, or approved equal. The turnlights shall
be fabricated withthe use of a current regulator circuitto the LED’s that allow for the operation
ofthe device from 7 volts to 16 volts with constant intensity. All electrical connectionstothe LED
light shall be by wire coming from the light housing and terminated with a Packard Weather Pak
connector. Nointerim connector shall be allowed on the body of the light. Alllenses shallbe
smoothto preventdirtentrapmentand ease the washing process. The entire LED assembly
shall be specially coated to protect the light from chemical and abrasion degradation.

iv. Bottom lamp (back-up lamp) shall be Grote No. C458, Weldon 3-2035-1100, or approved equal,

with removable acrylic clear lens, replaceable 32 c.p. bulb humber 1156, or approved equal.

Sideturnsignallamps shallbe located on each side of the coach at the forward edge of the front wheel
housing. The side signal lights shall be Dialightamber 18 Series lights. These lights shall be guarded

for protection. Thelightshall be visable from the rear and front of the coach as well as outward. All

electrical connectionstothe LED light shall be by wire coming from the light housing and terminated

with a Packard Weather Pak connector. Nointerim connector shall be allowed on the body of the light.

The same type side signallamp shall be located slightly above and slightly forward of the rear wheel
housing.

Intermediate side marker lights shall be Dialight LED Series 84, or approved equal, one on each side
of coach.

License plate lamp shallbe Arrow Safety Devices #437, K/D lamp #260-2388, or approved equal, with

replaceable 4 c.p. bulbs #67, recessed in right lower quadrant of the engine compartment door.

Curblamps shall be positioned in manufacturer's standard location above the front and rear doors in
suchamannerastoilluminate the ground areain the immediate vicinity of the stepwell. Lamps shall
be actuated when entrance door, exit door, or both, are opened.

Directional lamps shall be equipped for simultaneous flashing for emergency use.

Interior Lighting

a.

Front stepwell shall be lighted by stepwelllight, suitably mounted, so that entire stepwell and a portion
of the ground area immediately outside the coach is illuminated.

An overhead fluorescent lighting system, Transmatic or approved equal, shall provide general
illuminationin the passengercompartmentand shall be controlled independent of the run switch. The
systemshall provide a minimum of 25 foot-candles of illuminance on a one square foot plane, centered
33inchesabovethefloorand 24 inchesin front of the seatback at each seating position. The floor
surface in the vestibule shall be illuminated at a minimum of 4 foot-candles with the front door open and
a minimum of 2 foot-candles with the front door closed. Power consumption from the lamps shall not
exceed 9.5 watts per linear foot of fixture length. Fluorescentlightfixtures shall be located above the
side windows at or near the juncture of the coach ceiling and the side wall and may be provided over
thereardoor. The fixture lenses shall have a cover with louvers or baffles to reduce glare in the
windshield which affects driver visibility. Advertising medialocated inthis area shall be illuminated by
directlighting, although the interior lighting requirements shall be attained without advertising media
installed. The lighting system materials shall comply with the Federal Transit Administration Docket
90-A Specification.



c. Interioradvertisementracks shall be reinforced by use of structural members attached directly to the
coach structure. The advertisementracks shall be hinged to provide accessto the air plenum atevery
fixture location without removing the fixture fromthe coach structure. The card racks shall be retained
inthe closed position by use of threaded closing screws. The card racks shall be self-retainedin the
open position to allow maintenance accessibility. The fixture shall be enclosed to inhibit the
accumulation of dust and insects. The fixture lens cover shall be hinged to provide access to the
fluorescent lamps, ballast and wiring interconnects, without removing the fixture from the coach
structure. Thelens covershallbe retained in the closed position by use of threaded closing screws.
The fluorescentlamp ballast shall be a direct plug-intype, with integral electrical connector, and no
exposed wires. the ballastshall be accessible withoutremoving the lamps. The fluorescentlamps
shall be the bi-pintype and shall be supported around the lamp base, not exclusively by the lamp pins.
Wiringto the input connector and to the lamps shall be continuous, without splices or secondary
connections. The wiring to the lamps shall be contained in a wiring trough. Interchangeability of
lamps, lenses fixtures, and power supplies shall be maximized.

d. Thefluorescentlights shall be powered by a DC power supply. The ballast shall be an unpotted and
repairable unit. The ballastshall meet FCC Part 18 Class Aregulation for EMI conducted and radiated
emissions. the ballast shall contain reverse polarity protection. A green LED indicator shall be
provided for output verification which shall be viewable with the lens coverin the open position. The
ballast shall contain a case mounted fuse for current overload along with proper thermal protection.
The ballast shall be warranted for five years of normal use without failure. Each ballast shall power
2 fluorescent tubes.

e. Lighting intensity for all cross seats, forward of the rear longitudinalseats, shallhave a minimum
average of fifteen (15) foot candles, with a minimum of twelve (12) foot candles at the seated
passenger reading plane, that plane being thirty-three inches (33") above the floor on a forty-five (45)
degree angle. An effective level of lighting shall also be provided for all other seated passengers.

f. The lighting components shall be so located and constructed to prevent the entrance of water,
contaminants and insects.

g. Each fixture shall have an individual power supply.
h. Lights shall operate without the engine running.

i Driver'slight shall be Xantech Model 727, or approved equal. Lightto be recess-mountedinthe top
of the windowframe above driver'shead. Do notimpair use by location conflict with sun visor. Switch
to be located on the bezel of the lamp.

Passenger Chime Signal
A chime operated by bell cords, running the length of both sides of the coach, shall be provided. llluminated

"STOPREQUESTED"sign, mounted above the destination sign access door and on the low floor air tank
enclosure so as to be visible to all passengers, with automatic chime muting, shall be provided.

Transmission Electrical
a. There shall be an electric shifter compatible with transmission located on left side console.

b. Transmission engine interlock switch so coach cannot be shut off while in gear.

c. Awaterproof back-up light switch shall be provided on the transmission to energize the back-up lights
and de-energize the interior lights with transmission in reverse and master switch in the "RUN" or
"NIGHT" position.

d. Astarterlockout switch shall be provided that shall sense transmission gear changes. Starter motor
shall be energized only with the transmission in the neutral position.

45



6.18

6.19

Radio
Provisions for a two way radio system and wiring shall be provided.

a.

A compartmentshall be provided to accommodate the system. The radio box shall be located on
inside of the coach within five (5) feet of the driver's seat. It's position shall be convenient for servicing.
The compartment shallinclude a clear space twelve inches (12") high, eighteeninches (18") wide, and
twenty-fourinches (24") deep for the radio. An eighteeninch (18") wide and twenty fourinches (24")
deepsliding tray shall be provided. The box and conduit shall be waterproof when the service door
is closed and the door shall incorporate a keyed latch.

A positive/negative dedicated and isolated power source with a minimum capacity of 30 amps/12 volts,
usingten (10) wire shall be provided. Theradio circuit shall be wired so thatthe radioisonwhenthe
master run switch is not in the off position.

Two antennareinforcementand ground plane plates, twelve inches xtwelve inches x one/eighth inch
(12" x12"x1/8") shallbe mounted at locations on the roof body panelat approximately the coach
center line.

Contractor shall provide and install a low profile Larsen Mirage NMO, or approved equal. One antenna
shall be mounted approximately four feet (4') to the rear from the front of the coach for GPS. The
second antenna shall be located 15 feet (15') to the rear of the forward antenna for radio. The
antennae locations shall have access platesinthe interior roof panelbelowthe reinforcementfor
access to the antenna cables.

Contractor shall provide and install type RG 58 coaxial cable fromthe radio boxto each antenna
location.

Contractor shall provide any required voltage converters and RF filters necessary to make the radio
operate.

Contractor to provide necessary noise suppression to prevent interference from alternator, fluorescent
lighting and other sources.

AM/FMstereo withfour (4) channels and minimum 100 watt output or approved equal. AM/FM will
interface with coach PA system and two way radio system.

GENERAL

The powerplantshallbe arranged so that accessibility for all routine maintenance isassured. No special
tools, otherthan dollies and hoists, shall be required to remove the powerplant. Two mechanics shall be
able toremove, replace, and prepare the engine and transmission assembly for service inless than 20 total
combined man hours. The muffler, exhaust system, air cleaner, air compressor, starter, alternator, radiator,
allaccessories, and any other componentrequiring service or replacement shall also be easily removable
independent of the engine and transmission removal.

ENGINE

a.

Coach shall be powered by a Cummins ISL heavy-duty diesel engine, with a minimum 280BHP, 2200
RPM peak torque of 900 foot Ibs., 1300 RPM, or approved equal.

b. Power plant shall be a complete unit, mountable and demountable unit.

c. Engine shall meet all applicable Federal and State clean air standards as they pertain to diesel
engines.

Installation

The rear mounts for the engine shall be attached to engine bell housing.

Oil Filter
A full-flow Fleetguard spin-on filter mounted to the engine, or approved equal.
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6.20

Air Cleaner
The air cleanershallbe adry type witha dry type in-line separator with broad band attenuation centered
about 250 hertz.

The engine airintake duct shall be so shaped as to minimize water entrance into the airinduction system,
and the elementshallbe easilyreplaceable. A passage shall be provided so that any water which does find
entry intothe systemcan be drained priorto entry into the air cleaner element. A click-stop restriction gauge
shall be provided. Donaldson Model RBX00-2277, or approved equal.

Engine Compartment Lines

Flexible lines (air, fuel and oil) inthe engine compartment, shall be Aero Quip Teflon lines or approved equal,
with stainless steelreusable fittings. Waterlinesinthe engine compartmentare silicone. Alllines shallbe
sufficiently secured so that there will be no abrasive movement.

Clamps
Allsupportclampsin the engine compartmentand/or on the power module that have direct contact with the

wire, cable, harness hose or line shall be insulated from contact with the wire, cable, harness hose, or line
by stainless steel Breeze clamps.

Insulation

Engine side of rear seat shall be sealed so as to prevent smoke and fumes from entering passenger area
and shall be insulated against both heatand sound. Thermalinsulation shall assure there willbe a minimum
eighty degree (80°) temperature differentialbetween engine compartmentand passenger area. Noise
transfer to the passenger area shall not exceed 82 DBA.

Accelerator Control System
Accelerator shall be Williams with a 45°angle compatible with Voith D 864.3 transmission, and Cummins

ISL electronic engine. The throttle pedal shall be mounted so thatitis equalto or higherthan brake pedal.

FUEL SYSTEM

Fuel Tank

a. Thefueltankshallbe a minimum120-gallons capacity, with minimum 115-gallons useable, internally
baffled to prevent surging and rigidly supported by at least four (4) supports, arranged for easy
removal. Tank shallincorporate a sump with a minimum one-halfinch (1/2") hex head brass drain

plug.

b. Tankshallbe equippedwith an audible signal to indicate when tankis almost full. Shall be equipped
with Emco Wheaton Posi/Lock 105 with dry break, and shall be provided with hinged spring loaded cap
and hinged access door. Fill rate shall be a minimum of 40 gallons per minute. Filler neck shall be
located on the curb side of the coach. .

c. Bottomdraw configured fueltank and fuel tank sending unit shall be provided to be accessible from
underneath the coach.

d. Thefueltankshall be designed so as to not permit the spillage of any fuel, with the filler cap properly
closed, whenthe floor of the coachis atany angle from horizontal through 22 degrees from horizontal
inany direction forany period oftime. This shall be accomplished with the fuel tank filled to capacity
as defined by published capacity and whistle cut off point.

Fittings and Installation

Fittings onfueland oillines shall be SAE flared or inverted flare type. Fuelfilter and lines shall be installed
in such amanner asto avoid excessive heatand fire hazard. Restriction fittings, ifapplicable, shall bein
fuelreturnline and of proper size so as to maintain fuel pressure under all conditions. A swingtype check
valve inthe fuel supply line shall keep the supply line full of fuel when servicingfilters or when fuel lines are
disconnected in engine compartment.
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6.21

6.22

6.23

Filters
One (1) FleetGuard OptiGuard FS1020, or approved equal, remote mount fuel filter.

Fuel Lines
a. Fuellinesinengine compartment shall be Aero Quip stainless steel hose for the supply and return fuel

lines from the engine compartment bulkhead to the fuel tank, or approved equal.
b. Underbody fuel lines shall be sized to meet the requirements of the engine manufacturer.

Air and Oil Lines

Alllines shall be synflex nylon tubing, orapproved equal throughout, except air compressor discharge and
turbo oilfeed lines, which shall be 2807 stainless steel braid, or approved equal. All hydraulic lines shall be
equipped with quick disconnects in the engine compartment.

EXHAUST SYSTEM
a. Theexhaust muffler shall be a stainless steel heavy plate type muffler designed with proper acoustical

gualities and tailored to the engine requirements and installation.

b. Exhaustpipes shall be constructed of stainless steel metal tubing direct from the muffler to alocation
in the upper left rear of the vehicle.

c. The exhaust system will meet all Federal and State clean air standards.

System Characteristics

a. Exhaustsystemshallbe constructed sothatit will not cause back pressure inthe engine ordamage
tothe paintonthe coach, and shallbe anchored as nearthe end of the exhaustline as possible. It
shall be mounted so as to maintain the integrity of its design throughout the life of the coach.

b. Exhaustmanifolds, muffler and single tail pipe assemblies shall be tight and allowno emission of
fumes or smoke other than from open end of tail pipe.

c. Access to test port on muffler shall be provided.

Tail Pipes
a. Exhaust tail pipes shall be constructed of stainless steel tubing.

b. Theuseofthe verticalexhaustoutlet shall notincrease the overall length of the vehicle, nor shall it be
located in suchawayastopresentaburnhazardto the pedestriantraffic. The termination of the tail
pipe shall be such thatit complies with FMVSS 108 pertaining to side marker and clearance lights, and
exhaust shall be deflected to the rear of the coach.

TRANSMISSION
a. Automatictransmissionshallbe aVOITHD 864.3 with electronic control and shifter, or approved
equal.

b. Adrain plug of magnetic type, and a flat magnet attached to bottom of oil pan near drain opening, shall
be furnished.

c. Transmissionshallhave abuilt-in oil pump, governor, and an externalheat exchanger that utilizes
water from the engine cooling system. The heatexchanger shall be located in an accident-free area.

d. Transmissionshallhave a spin-ontype external oil filter on both the main pressure valve body input
line and the oil cooler output or return line.

PROPELLER SHAFT AND DRIVELINE

a. PropellershaftshallbeaDana 1710 series, or approved equal. Itshall have a minimum diameter of
fourinches (4") and shall be constructed of steel. The universaljoints shall be heavy duty. Shaftshall
have a protector guard.
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b. Aslipjointshallbe placed atthe transmissionto compensate for vertical movement atthe rear axle.
Lubrication fittings shall be provided for the universal bearings and slip joint splines.

6.24 WHEELS AND TIRES
Coach shallbe equipped with single frontand dual rear wheels. Frontwheels andtires shall be balanced

and counter weighted where necessary. Alcoa 8.25 x22.5 machine finished hub piloted wheels, or
approved equal shall be provided.

Tires
Tires shall be furnished by Proposer. They willbe Goodyear Metro Miler B305/85R22.5 Load Range Jor
approved equal.

6.25 AIR SUSPENSION

System Characteristics
a. Coachshallbe equipped with an air-suspension system. Air suspension system shall consist of four

(4)rearand four (4) frontRolling Lobe Firestone air bellows and three (3) leveling valves, or approved
equal, by which the air pressure is automatically regulated in proportion to the coach loading. Leveling
valve shall be installed in such a manner that will prevent leveling valve roll-over.

b. Air bellows shall act as a flexible connection between body and axle to absorb and cushion road
shocks.

c. Levelingvalves (two rear and one front) shall also act to keep the coach body in relatively level position

and contain a dampening or compensating feature to prevent excessive consumption of air resulting
from high-frequency axle movements over rough streets.

d. Metalair chambers, ifused, shall be guaranteed by the manufacturer for the life of the coach. Methods
of construction and the materials used shall be of such manufacture asto permit easy and convenient
replacement of bellows. Bellows shall be mounted to provide easy replacement under coach.

e. Thethree(3) heightcontrolvalves, one (1) atthe frontaxle and two (2) atthe rear axle, will retain the
height of the body in relation to the axles under all loading conditions.

Radius Arm Assemblies
a. Each axle shall have four (4) rubber bushed (lubrication free) radius arm assemblies.

b. Two (2)lower,one (1) upper,andone (1) lateralto locate the axle position and to transmit the driving,
braking and cornering forces from the road to the coach understructure.

c. Thefrontupperradiusarmassembly shall have aturn buckle to allowadjustment of the front axle
caster without arm removal.

Shock Absorbers
Shock absorbers, Koni adjustable or approved equal, shall be provided.

Axle Stops

Rubber axle stops shall be provided between the axle and frame on each side of the axles to prevent axle
and/or frame damage in severe bounce condition and to allowoperation of the coach if one or more air
bellows are deflated.

6.26 POWER STEERING
Power steering shall be Ross Model TAS65, or approved equal. Steering gear shall be an integral type.

System Characteristics

Steering effortand number of turns "lock-to-lock" shall be designed and coordinated to minimize driver
fatigue. Steering forces and characteristics inthe event of failure of the power boost shall enable the coach
to be safely driven in this condition.
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6.27

Mounting of gear assembly shall be engineered to reduce road shock and vibration.

Steering mechanism shall be mounted so that all adjustments can be made without dismounting
Steering units shall have hex head filler and drain plugs.

The drag link assembly shall have a horizontal socket for attachment at the Pitman arm, and a
verticalstud for attachment at the steering knuckle arm. Both ends shall have internal springs and
lubrication fittings. The assembly shall have plus or minus .50-inch length adjustment.

Front axle tie rod ends shall be threaded into the tube for adjustment withoutremoval. Lubrication
fittings shall be provided on the nonserviceable end assemblies.

Steering Wheel

The steering wheelshall be twenty inches (20") minimum in diameter and shall be black color plastic or
synthetic resin construction with a metal core. It shall be provided with puller holes in the hub.

Steering Column

Shall be tilt with telescoping steering shaft.

BODY

Construction: Body and Understructure

a.

Low

The basic body structure shall be anintegral design. The structure shall be designed for maximum
strength, reliability and durability.

Body and understructure shall be adequately reinforced at all joints and points where stress
concentration may occur so that the vehicle will carry the required loads and properly withstand road
shocks.

The entire coach understructure, including the wheelhouses, shall be spray coated with Ashland QOil
Company Tectyl 185, or approved equal, gray undercoating.

Allinterior and exterior metal surfaces shall be cleaned and treated to prevent rust and/or corrosion.
Afterweldingin areas where primer was previously applied, all joints shall be brushed to eliminate
foreign matter and thenthe joint shall be cleaned with a phosphorus solution to provide a good base
for good paint adhesion. Finally, the joint shall be painted with red oxide primer.

Aluminumpanels shall be properly prepared and primed before final paint. All bolts, nuts, washers,
clamps, clips, and similar parts, shall be zinc or cadmium plated or phosphate coated to prevent
corrosion.

Allexterior body seams, joints and overlapping panels shall be sealed against entry of water or dust.
Where dissimilar metals meet, proper care shall be taken to prevent electrolytic corrosion.

Allmaterialused inthe body and chassis, including cross members, posts and panels, shall be of the
required strength forthe purpose intended and shall be properly treated to resist corrosion. Alljoints
exposed to weather shall be made tight against leakage.

Floor

Understructure shall consist of structural stainless steel for maximum durability, reduced maintenance,
and weight and improved corrosion resistance. It shall be welded and Huck bolted throughout.

Conventionalbolt construction shall be with Grade 8 (traceable) hardware, and shall be used only
where necessaryto allowfor routine disassembly (e.g., the closing crossmember shall be bolted to
allow for engine removal at overhaul). No movement at bolted joints shall be allowed.

Understructure atthe coach sides inthe low floor bus area shall have crash protection consisting of

continuous minimum 3/16” stainless steel plate at an angle which willtend to cause animpacting
vehicle to subvert. The crash protective steel plate shall be anintegral, welded part of the structure,
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continuous between the wheelwells except for the exit door. Effectiveness of the design shall be
documented by successful application of crashworthiness test. Results of such testing shall be
submitted priorto delivery of first coach, and must meet the standards setforthin Federal Register
Volume 47, No. 195, Section 2.1.2.10.

d. Understructure atthe frontand rear overhang (defined as the distance between axle centerline and
bumpers) shall be sufficiently robust to permit towing or lifting without special rigging being required.
The design shall be verified by submission of those part of the STRUAA (Altoona Test) which address
towing/recovery.

e. Theunderstructure shall incorporate minimum 3/16” steel floor material in the area of the vestibule, the
driver's platformandthe exitdoor area. Theinstallation shall be sufficiently rigid to prevent flexing, and
to permit rigid mounting of a farebox.

f. Understructure shall provide protected pathways for hydraulic lines, heater piping, airlines and
electricalcabling. PVCtubing shall be used as protective conduit for wires and cables. Jointsinlines,
hoses, etc. shall be accessible for repairing.

g. Bodystructure shallbe modern, and aesthetically pleasing without protruding fasteners. Visible
exterior fasteners shall be kept to an absolute minimum.

h. All side panels shall be essentially flat, without ripples and with minimal visible joints.

i Side panels belowthe windowline shall be aluminum, etched, primed and paintedto THE CITY OF
LINCOLN paint scheme. These side panels shall each be replaceable by a mechanic without
assistance. Welding, riveting, or adhesive attachmentis deemed unacceptable, although adhesive,
as a secondary method to control panel resonance will be permitted.

j Side panels shall be simple enough in shape to allowfabrication withno more tooling than a shear,
brake, and edge roller. Metal panels with compound curves, fluting, curved indentations, etc. will not
be permitted.

Construction: Exterior Panels
a. All exterior panels above the rubrail shall be either riveted or welded to the body frame.

b.  Arub rail shall run full length on each side of the standard floor coach at the floor line.

Construction: Hardware
Fasteners must be of non-corroding material or finished to prevent rust and corrosion. Boron fasteners are
not acceptable.

Insulation
a. Interior of body, including roof, must be well insulated against heat, cold and noise.

b. Roof insulation shall provide polystyrene EPS insulation.

c. Sidewallinsulation shall meet the same specifications as roof insulation. It shall be installed in all
sidewalls, window post areas, and areas over the front and rear wheelhouses.

d. Theinsulationreferredtoabove, or other additional insulation, shall provide effective sound attenuation
for the passenger. The maximum DBA allowable in the passenger compartment is 82.

e. Thereshallbe BarymatBYUF-14Coneinchinsulationinthe engine compartmentto restrict, to the
maximum practical extent, the entry of fumes, odors and heat into the passenger area.

Flooring: Plywood
a. Floor shall be constructed of marine grade, seven (7) ply 3/4", grade AB, or better, with sealed
waterproof edges.
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b. Theunderside shall be primed with Ashland Oil Company Tectyl 185. The cut edges shall be sealed
with either white lead, liquid neoprene, liquid urethane, Tuffcote, or Dolchem 606.

c. Floorshallbelaidinsuchamannerastobe free from squeaks. Alledges shall be over underframe
members.

d. Floorshallbelevelthroughoutand all joints between the floor and vertical surfaces shall have a cove
molding.

e. Plywood shall be securely bolted to frame members. Self-tapping screws may be used.
f. Underframe shall be stiff enough to prevent floor from excessive flexing under normal loads. The floor

shallbe supported sothatwhen aperson of 150 pounds or more steps on any area, there willbe no
discernible flexing or movement.

g. The area at the farebox shall be of adequate strength to support the farebox safely and durably.

h.  The entire wooden floor shall be thoroughly sanded in preparation for application of floor covering
material.

Roof
a. Roofshall be constructed in accordance with the manufacturer's standard and of sufficient strength and
stiffness to prevent vibration, drumming or flexing in service.

b. Arear roof hatch shall be provided to meet the requirements of FMVSS 217.

c. Allseams,jointsand overlapping panels, shall be thoroughly sealed to prevent the entry of water and

dust. Where dissimilar metals meet, proper care shall be taken to prevent electrolytic corrosion.

Stepwells
a. Front and rear stepwells shall be stainless steel reinforced with steel tubing.

b. Entrance and exitfloorareas are to be sloped to preventaccumulation of water orice. Norisers are
permitted, except aft of exit door and may not exceed 8%,” in height for each riser.

Wheelhouse
Wheelhouses shall be of sturdy construction, manufactured of stainless steel, providing ample clearance
at front and rear tires under load and under all positions of front wheel steering.

Fenders
a. Rubberfendersshallbe furnished ateach wheelhouse and shall be formed so as to effectively prevent
road water/dirt from splashing up and onto driver's mirror and windows.

b. Anodized aluminumretainers or moldings extending around wheelhouse to bottom of lower skirt panel
shall be furnished on all wheelhousings.

Splash Apron

Splash aprons, made of not less than one-quarterinch (1/4"), three-ply rubberized fabric, or one-quarterinch
(1/4") cured masticated tire friction material, black color, shall be provided at the rear of the wheelhousings,
projecting downward to a point approximately six inches (6") above ground with coach loaded. Aprons shall
have a maximum width compatible with the understructure of the coach.

Drip Moldings

Water-deflecting roof gutters shall be provided over the side windows and doors.

Lines: Fuel, Oil and Water

Fueland oillines shall be seamless annealed copper tubing or 213 Stratoflex orapproved equal. Water
lineswill be silicone and protected with loom when passing through supports and brackets. Inthe engine
compartment, however, all flexible air, fueland oil lines shall be 213 Stratoflex or approved equal. Brackets
shall be installed at each cross frame bulkhead and support.
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6.28

INTERIOR

Floor Covering:Installation:Floor covering shall be butt joined. Should any gaps be unavoidable, they
shall be filled with color matching material so asto be tight againstany influx or seepage of water present

in any uneven floor edges which might cause a person, walking onthem, to trip. The floor shall be cleaned

thoroughly before delivery.

Floor Covering: Step Tread$Steps at the front entrance and rear exit shall be covered with
five-sixteenthsinch (5/16") ribbed flooring. Entrance and exit step treads shall include integral molded noses
on stainless steel metal backing. Backing to be totally enclosed in rubber.

FloorCovering: Entrance Area: Entrance area and front standee area shall be covered with ribbed
flooring notlessthan five-sixteenthinch (5/16") inthickness. The entrance areaand the standee area are
tobe separated by a yellowstrip molded into the flooring. A six-inch (6") stainless steel backing shall be
furnished under standee line edge.

Floor Covering:Ribbed: Center aisle and rear exit door approach area shall be covered with a ribbed
floor covering notless than three-sixteenthsinch (3/16") in thickness. Center aisle strip shall be twenty-two
inches (22") wide.

Floor Covering:Smooth: Floor area under the seats, including driver's area, shall be covered with

a mottled smooth floor covering notlessthan one-eighthinch (1/8") in thickness. The material is to be
thoroughly cemented into position throughout the entire area. The floor covering shall not be extended up
onthewheelwell housing but shall terminate where the floor covering butts the housing. A stainless steel

trim molding shall be installed on the flooring at the point the wheelwell housing and floor covering butt.

FloorCovering: Type and Color: Floor shall utilize RCA Transit floor with the following colors to be
used:

i. Aisle —TR766 Ribbed
ii. Underseat — TR766 Smooth

Advertising Card Racks
Interior advertising card racks, as integral parts of the light fixtures, shall be provided along each side of the

coach to accommodate eleven-inch (11") advertising card signs.

Modesty Panels
NOTE: Bidderis advised to review the wheelchair accessibility requirements in earlier sections of this
RFP, as they affect stanchion and modesty panel location and alignment.

Modesty panels shall be installed in the following locations:

a. Attherearoffrontstepwell. This panel shall have adequate clearance from the front door, to prevent
injury to passenger's hand(s) during the opening cycle.

b. Atthe rear of rear stepwell.

Modesty panels shall be attached to handrails with counter-sunk flush fasteners securely attachedto
stanchion and body side. Panels shall be attached to a bottom extruded anodized aluminum rail for
stiffness.

Panels shallbe constructed of 3/8 inch thick 14% Graylite Lexan. Allmodesty panels shall be raised three
inches (3") above floor level.

Stanchions
a. Inthefollowinglocations, verticalstanchions shall be mounted between either the floor or the modesty

panel, and either the ceiling or the grab rail:

i. At the right rear of the driver's seat.
il At the inside rear corners of front and rear stepwells.
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b. Ahandrail constructed of smoothly surfaced anodized extruded aluminum, or approved equal, shall
extend fromthese stanchionsto the side of the coach at a height of approximately thirty-fourinches
(34") from the floor.

Grab Rails
a. Anentrance grabrailshall be provided atthe dashboard, minimum height thirty-sixinches (36"). It
shall be properly located to allow installation of the farebox and access of wheelchairs.

b. Grab rails shall be installed at the front and rear doors to aid passengers in boarding and alighting.

c. Onefulllength standee grab rail shall be mounted on each side of the aisle. They shallbe no more
than seventy-twoinches (72") above the coach floor, and their ends shall terminate eitherin ceiling
connections or in elbows.

Stanchions and Grab Rails: Construction
Allstanchions and grab rails shallbe one and one-quarter inch (1-%,") welded stainless steeltubing, with

fittings that match tubing. Minimum tubing thickness shall be .065-inch. Fittings shall be constructed of
stainless steel, cast aluminum, cast zinc, or a corrosion resistant material.

Driver's Barrier

a. Afullheightbarrierbeginning 6 inches (152 mm) above the floor shall be provided directly in back of
the driver's station to separate the driver fromthe passenger compartment. The barrier shall extend
fromthe leftside coach wallto the stanchion attherightrear ofthe driver's station. This panel shall
in no way interfere withthe safe normaloperation of the coach or restrict movement of the driver's seat.
Mounted above driver's seat on barrier will be a driver's storage box.

b. Thebarriershallbe 0.25inch (6.3 mm) melamine or other approved material. The barrier assembly
shallberigid, shall not shake orrattle in service, and shall withstand forces from passengers using it
as ahandhold. Any screws and/or bolts protruding through the barrier shall have rounded heads to
eliminate passenger injury.

Interior Trim
Interior panels shall be applied to ensure aneatandfinished appearance. Fasteners shall be of suchtype

that they will not loosen because of vibration. Panels shall be supported so as to prevent buckles,
drumming, or flexing when the vehicle is in service. All panel joints shall be sealed and covered with
protective trim strips to guard against sharp edges.

a. Ceiling: Ceilingtrim panels shall be Melamine, Melamine bonded to aluminum, or approved equal,
one-tenth inch (1/10") minimum thickness.

b. Sidewall Panels: Sidewalltrim/panels belowthe windows shall be Melamine, or approved equal, 0.12
inches minimum thickness.

c. Sidewall Posts: Sidewall posts between the windows shall be covered with a suitable material and
must be approved by THE CITY OF LINCOLN.

d. FErontArea:Allinterior surfaces forward of the standee line shall be nonreflective black or a color
complementary to the interior of the coach.

e. RearArea:Panelbehindrear settee shall be installed to provide sound attenuation and covered with
Medium Gray colored carpet.. Material shall conform to the requirements of Federal Safety Standard
No. 302-Flammability of Interior Materials.

f. Trim Moldings: Alltrim moldings around wheelwells, stepwells, sidewall, cove area, settee riser, front
dash area, and panel below driver's window, shall be stainless steel.

g. ColorScheme:Acolorscheme shallbe furnished for StarTran approval upon award of the contract.



Passenger Seats:
Passenger seats shallbe American Seating Co. #6468, or approved equal. Seating shall meet or exceed

all Federal Motor Vehicle Safety Standards.

General
The seatshall be ergonimically designed and shaped to provide optimal lumbar, kidney area and buttocks
support.

The thickness of the transverse seatback shall be minimized to increase passenger knee room and coach
capacity. The backrestshallnotbe thickerthan 1” atthe edges and %2” in the center when utilizing vandal
resistentinserts. Acurved insertshall allow the seat hip to knee measurementsto be greaterthan the seat
pitch.

Seatbackrests shalltapertoward the top to accommodate required aisle spacing. The aisle betweenthe
seatsona102”wide coach shall be nolessthan 20” wide at seated passenger hip heightand no less than
24" at standing passenger hip height.

Footroom, measured at the floor forward froma point vertically belowthe front of the seat cushion, shall be
nolessthan 14”. Seatsimmediately behind the wheel housings may have footroom reduced, provided the
wheelhouse is shaped so that it may be used as a footrest.

Seat Frame: Each seated position shall have its own seat frame assembly. The seat shall have well
definedindividual seating positions. All metal of the standard seat structure including the frame, cantilever,
pedestals, beams, mounting brackets and other components shall be stainless steel with beaded finish. The
frame shall be constructed of 25mm OD tube with 2mm wall thickness.

The passenger seatframe and its supporting structure shall be constructed and mounted so that space
underthe seatis maximizedto facilitate cleaning. Cantilevered seats shall be mounted to the sidewall with
sufficient strength for the intended service. The lowest part ofthe seatassembly thatis within 12” of the
aisle shall be at least 10” above the floor. Cantilever assemblies mustbe collapsible with pivoting linkages
atthe lowerwall mounting bracket and the junction betweenthe cantilever leg and beam assembly. The
lowest part of a pedestal-mounted seat that is within 12" of the aisle, excluding the pedestal, shall be at least
10" above the floor.

The seatback and seatback handhold immediately forward of transverse seats shall be constructed of
energy absorbing materials to provide passenger protection and, in a severe crash, allow the passengerto
deformthe seating materialsin the impactareasin accordance with the Knee Impact and Head Impact
Criticalrequirements. The minimum radius of any part of the seat back, handhold, or modesty panelinthe
head or chest impact zone shall be a nominal ¥4”".

Grab Rail: The back of eachtransverse seat shallincorporate a handhold no lessthan 7/8” in diameter for
standees and seataccess/egress. Individual handholds shall be mounted to each seatframe. The service
time to exchange grab handles shall not exceed five minutes. The handhold shall not be a safety hazard
during severe decelerations. The handhold of all aisle seats shall extend above the seatback near the aisle
sothatstandees shall have aconvenientvertical assist, nolessthan 4”long that may be grasped with the
fullhand. This handhold shall not cause a standee using this assist to interfere with a seated 50"-percentile
male passenger. Handholds on seats notdirectly on the aisle shall be maximum 3” tall to allow maximum
visibility of the seated occupants behind the seat. Each handhold shall also be usable by a5"-percentile
female, aswellas by larger passengers, to assist with seat access/egress for either transverse seating
position. The upper rear portion of the seat back and the seat back handhold immediately forward of
transverse seats shall be padded and/or constructed of energy absorbing materials. All grab rails shall be
curved to match the curve of an occupant’s back torso. Longitudinal seats shall be the same general design
as transverse seats but without grab rails.

Test Requirements: Alltransverse objects, including seat backs, modesty panels, and longitudinal seats,
in front of forward facing seats shall notimpart a compressive load in excess of 1,000 pounds onto the femur
of passengersrangingin size froma 5"-percentile female of a 95"-percentile male during a 10g deceleration
ofthe coach. This deceleration shall peak at.05" .015 seconds frominitiation. Permanent deformation
ofthe seatresulting from two 95"-percentile males striking the seat back during this 10g deceleration shall
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notexceed 2", measured atthe aisle side of the seatframe atheight H. Seatback should notdeflect more
than 14", measured at the top of the seat back, in a controlled manner to minimize passenger injury.
Structural failure of any part of the seat or sidewall shall not introduce a laceration hazard.

The seat assembly shall withstand static vertical forces of 500 pounds applied to the top of the seat cushion
in each seating position withless that %" permanentdeformationin the seat orits mountings. The seat
assembly shall withstand static horizontalforces of 500 pounds evenly distrib uted along the top of the seat
back with less than ¥4” permanentdeformation in the seator its mountings. The seatbacks atthe aisle
position and atthe window position shall withstand repeated impacts of two 40-pound sandbags without
visible deterioration. One sandbag shall strike the front 40,000 times and the other sandbag shall strike the
rear 40,000times. Eachsandbagshallbe suspendedona36” pendulum and shall strike the seatback
10,000timeseachfromdistances of6, 8,10,and 12". Seats at both seating positions shall withstand 4,000
verticaldrops ofa40-pound sandbag without visible deterioration. The sandbag shallbe dropped 1,000
timeseachfromheights of6, 8,10, and 12". Seatcushions shall withstand 100,000 randomly positioned
3 %" drops of a squirming, 150-pound, smooth-surfaced, buttocks-shape striker with only minimal wear on
the seat covering and no failures to seat structure or cushion suspension components.

During a 10g deceleration of the coach, the HIC number (as defined by SAE Standard J211a) shall not
exceed 400 for passengersrangingin size froma 6 year old child through a 95" percentile male. The seat
back handhold may be deleted fromseats thatdo nothave another transverse seatdirectly behind and
where vertical assist is provided.

Seatback handhold and armrests shall withstand static horizontal and vertical forces of 250 pounds applied
anywhere along their length with less than %" permanent deformation. Seatback handhold and armrests
shall withstand 25,000 impacts in each direction of a horizontalforce of 125 pounds with less than ¥4"
permanent deformation and without visible deterioration.

Reporting Requirements: The Contractor shall be capable of providing atestreport fully documenting
compliance with all the requirements defined above upon request. The testreport shall contain arecord of
alltesting activities, testdiagrams, testing equipment, as well as test data related to loads, deflections and
permanentdeformation of the seatassembly. The reportshallinclude a statement of compliance with the
rquirements of the FederalProcurement Guidelines (White Book), section 5: Technical Specifications.
Testing must be done by an independent, certified testing facility.

Wheelchair Accommodations: Two forward-facing locations, as close to the wheelchair loading system
as practical, shall provide parking space and secure tie-down for a passenger in awheelchair. Additional
equipment, including passenger restraint seat belts and wheelchair securement devices shall be provided
for two wheelchair passengers. Passenger restraint seat belts shall be provided to accommodate
passengersin electrically powered wheelchairs. All beltassemblies must stow up and out of the way when
not in use.

Passenger Seats: Transverse
a. Seat colors shall be provided at pre-production meeting.

b. There shallbe an end closure between the window end of the seat cushion and back and the
interior panel below the window to prevent the accumulation of trash in that area.

Passenger Seats: Longitudinal
a. Longitudinalpassenger seats shall be provided, two each, in the front and rear of the coach.
They shall be of the same color, quality, make and construction as all other passenger seats.
b. Location of front seats shall be directly behind driver's seat and front stepwell between
tie-down-equipped jump seats.
C. Rear longitudinal seats shall be located above the rear wheel wells.

Passenger Seats: Folding
Will be used in wheelchair securement area.

56



6.29

6.30

Passenger Seats: Rear Cross

a. Rear seat shall be a 5-passenger unit that is hinged on top for engine access.

b. Seat shall be of same color, quality, make and construction as all other passenger seats.

DRIVER'S STATION AND CONTROLS

Design Factors

a. Thedesignofthedriver'sstationshallhave asits primary objective the provision of an environment
forthe driver that willaid him or herto operate the coach safely and efficiently for long periods of time
with minimum fatigue. Human factors design principles shall be used inthe layout and proportioning
ofthe driver's station and its components with attention given to safety, "comfortand fatigue," body
support; the size, shape and location of switches, levers, pedals and gauges; and all other factors that
affect the design objective.

b.  Thedriver's station shallaccommodate drivers who are of various heights and body proportions by the
use of human factors design in locating and proportioning the devices in the station and by the use of
adjustable components such as the driver's seat and the steering column. Itisrequired that the station
accommodate drivers within a height range of 57 to 76.5 inches (145 to 194 cm).

c. The Contractor shall, as ajointeffort with THE CITY OF LINCOLN, to determine the location of all
equipmentwithrespectto proper lighting, ease of operation, accessibility and passenger flow. Factors
tobe considered include, butare notlimited to, the provision of mountings for and deterring the location
ofthe farebox, radio speaker, radio control head and any other equipment supplied by THE CITY OF
LINCOLN. Complete details of the driver's station design shall be presented at the design review and
at the prototype review for approval by THE CITY OF LINCOLN.

Driver's Seat

a. Thedriver'sseatshall be adjustable to provide comfort for drivers within the range of sizes given in the
previous subsection. It shall have a full ten (10) inches of adjustment in the fore and aft direction
without contacting any coach part. The seatback and seat cushion shall be adjustable, and the seat
height shall be adjustable. The seat shall be installed in the same location in all coaches. All
adjustments shall be easily made without the possibility of crushing or pinching the driver's hand or
fingers. Adynamicload damper shall be provided onthe seatto augmentthe springing and padding
in the cushions. Rubber bumpers shall be provided to prevent metal-to-metal contact if the seat
"bottoms out." Any electrical connectionsto the seat shall have quick disconnect provisions to allow
easyremovalandreplacementofthe seat. Thedriver'sseatshallbe"USSC" 9100 ALX3 with ABS
back shell, lap beltauto lock retractors, air operated fore/aft, slide release, or approved equal without
headrest.

b. Theentireface ofthe driver's seat and back cushions shall be fabric and no welt cord shall be used.
Seat cushion edges shall be vinyl. Seat cushions shall be of a long lasting, fire resistant foam.
Particular attention shall be given to providing a seat which is comfortable in warm, humid weather and
which gives full consideration to long period of occupancy.

c. Theseatshallbe supplied with aninertialocked retractable and adjustable seatbelt. The seatbelt
shall extend from leftto right and shall have a usable travel of at least 70 inches measured from the
open end of the protective boot to the end of the buckle or latch plate. Also detachable shoulder belt
is required.

WINDOWS

Windshield

The windshield shall incorporate atwo-piece design constructed of one-quarterinch (1/4") thick safety plate
laminated glass. Bothright-hand and left-hand windshields shall be retained in the body structure with "zip-
lock"blackrubber extrusions for ease of maintenance. The driver's windshield shall be tilted 17 degrees-19
degreestoreduce windshield glare. Total glass area shall be twenty-one square feet (21 sq. ft.) minimum.
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6.32

Side Windows
a. All passenger windows shall be manufactured by TransGlass Inc., or approved equal.

b. Windows shall have black anodized aluminumframes. Allwindows shall be % lower egress and all
windows of the same size shall be interchangeable. Allegress handles shall be located towards the
front of the coach. Windows shall be designed to prevent the entrance of airand water when windows
are closed. Neareach window there shall be instructions on decals or aluminum plates that sufficiently
explain emergency exitprocedures. Location of the metal decal shall be determined by THE CITY OF
LINCOLN Emergency instructions shall be printed in both English and Spanish. Allrequirements of
FMVSS217 shall be complied with.

c. Thelowersection ofthe window, approximately thirty inches (30") shall be fixed. The upper portion
of approximately nine inches (9") shall be inwardly openable to provide adequate outside air ventilation
and shall have locking latches. Transom locks are required.

d. Windows shall be one-quarter inch (1/4") laminated safety glass.

e. Glazingin the sash shall be replaced without removing the window from its installed position or
manipulation of the rubber molding surrounding the glazing.

f. All passenger window */,” laminated fixed glazing.

Driver's Window

Driver's window shall have black anodized aluminum frame with one horizontal sliding sash. The window
shallhave aratchet mechanism to prevent uncontrolled sliding. The window shall have an upper fixed lower
¥ sliderwindowassembly. Itshall be constructed so that it can easily be adjusted with one-hand operation.

WINDSHIELD WIPERS AND WASHERS

Windshield wipers and equipment shall be Sprague Industries Electric, or approved equal, and shall provide
an adjustable time delay feature. The coach shall be equipped with variable speed windshield wiper for each
half of the windshield with separate controls for each side. No part of the windshield mechanism shall be
damaged by manualmanipulation of the arm. At60 MPH, no more than 10 percent (10%) of the wiped area
shallbe lostdue to windshield wiper lift. Both wipers shall park along the edges of the windshield glass.
Windshield wiper motor mechanisms shall be easily accessible for repairs or service frominside or outside
the coach and shall be removable as complete units.

The windshield washer systemshall depositwashing fluid on the windshield fromnozzles attached to the
wiper arms and shall evenly and completely wet the entire wiped area. The windshield washer system shall
have areservoir of atleasttwo (2) gallons located for easy refilling. The reservoiritself shall be translucent
for easy determination of fluid level. Reservoir, reservoir pumps, lines and fittings shall be corrosion
resistant and protected from freezing.

PASSENGER DOORS

Front Entrance Door
a. Thefrontdoorshallbe of aluminum, two-section, slide-glide or bifold type with minimum clear opening
dimensions of 31.25 inches wide, or approved equal.

b. Doorshallbe inward opening and shall have stainless steel hinges with joints at the door posts covered
by rubber seals, or approved equal. Meeting edges of door shall have fourinches (4"), extruded
overlapping type rubber safety edges two inches (2") on each half, or approved equal.

c. Door shall be fully air-operated with Vapor, or approved equal, door motor. An air shut-off valve,
located eitherimmediately above the frontdoor within the header compartment, or atleft of driver
controls, shall be supplied. Whenvalveisin"Off" position, front door shall be capable of being opened
and closed manually.

58



d. Frontdoorareashallhave ahand railto aid in boarding the coach. The hand rails onthe wheelchair
lift are appropriate.

e. Accessdoortodoor mechanism compartment shall have a chain or other acceptable device to hold
door in the open position, when necessary.

Rear Exit Door
a. Rearexitdoorshallbe aluminumtwo-section outward opening manually opened by passengers and

closed by spring-loaded check mechanism. Clear opening of door shall be a minimum of 24.25 inches.

b. Thedooroperating mechanism, mounted on aremovable steel base plate in acompartment directly
above the door, shall be a Vapor Corporation, or approved equal, mechanical lock/electric unlock type.
Doorinclosed position shall be locked by a spring-loaded lock lever. To unlock door, lock lever shall
be retracted by an electricalsolenoid thatis energized froma switchin driver's door control valve.
When unlocked, door shall be able to be manually opened. Door closing shall be controlled by areturn
spring mechanism, and the rate of closing shall be retarded by a check cylinder designed to prevent
slamming of the door. The rate of closing shall be adjustable, with a speed control valve on the check
cylinder.

c. Meetingedges ofthe door shall have four-inch (4") extruded overlapping type rubber safety edges, two
inches (2") on each half, or approved equal.

d. Reardoorshallincorporate safety features asrequired for power actuated doors not adjacenttothe
driver.

e. Accessdoortodooroperating mechanism shall have a chain or other acceptable device to hold door
in the open position, when necessary.

Door Controls and Interlocks
a. Bothfrontandreardoorsshallbe controlled by afive (5) positiondoor operating control, with the

following positions:

--- Front door open - rear door unlocked
--- Front door open

--- Both doors closed
--- Rear door unlocked

--- Rear door unlocked - front door open.

b.  This control shall be located on the console to the left of the operator.

c. Abrakeandacceleratorinterlock shall be provided that prevents movement of the coach when the rear
doors are open. The interlock equipment shall be mounted together as one assembly.

d. Areardooroverridelevershallbe provided foremergency exit. the lever shall be located inthe rear,
door control, compartment. Theleverisusedtorelease the rear doorfromthe locked position for
manual operation and also shall engage the interlock.

e. Amasterinterlock override switch shall be provided. Itshall be located inthe electric panel near the
driver and shall be in a secure position.

f. Afrontdoor, air override, controlvalve shall be provided. The valve shall control the release of all air
to the front door so that the door may be opened manually.

Door Glass
Each section of the door shall be glazed with one-quarter-inch (I/4") nominal laminated glass.
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6.34

MIRRORS

Interior Mirrors

a. Coaches shall be equipped with two inside rear view mirrors.

--- Centerrearviewmirrorabove windshield shall be mounted on windshield header panel above
and in front of driver. Dimensions shall be 8.25 inches by 16 inches. Mirror shall have a
nonreflective black rim and mounting bracket made of steel. Mirror shall be positively mounted
to allow for adjustment but to eliminate, to the maximum practical extent, mirror vibration.

--- Rightwindshield header mirror shall be a six-inch (6") round mirror. This mirror shall be located
so as not to interfere with passengers, and shall have an adjustable mounting bracket.

--- A mirror shall be mounted above the entrance door. It shall be 7" x 10" and shall have an
adjustable mounting bracket.

b. Atwelve-inch (12") diameter mirror shall be mounted above and behind the rear exit door in such away
that it will not interfere with passengers.

Exterior Mirrors

General

Coaches shall be equipped with two (2) mirrors, one (1) mounted on the roadside front corner postand one
(1) mounted onthe curbside front corner post. Roadside mirror justabove lower edge of driver's roadside
window. Curbside mirroris notto extend furtherthan atwelve inch (12") radius from the corner of coach and
shall be mounted on the curbside front corner post.

Curbside and Roadside Mirrors
a. Mirrorsshallbe a remote adjustable, B & Rone piece 8”x8”, with allmetalhardware, or approved

equal. The controls shall be located to the roadside of the driver and provide for a full range of
adjustment of both glazings of the mirrors. The glass shall be easily replaceable and be secured with
Velcro. Also 5# bolt on convex spot mirror is required.

b. All arms, housings and hardware utilized for the exterior mirrors shall be stainless steel.
c.  Mirrors shall be mounted on retractable arms.
d. Mirror type and location subject to final approval by THE CITY OF LINCOLN.

HEATING, DEFROSTING, VENTILATING & AIR CONDITIONING SYSTEMS

System Characteristics
a. Aheating and ventilating system shall be provided with proper correlation to provide practical maximum

comfortto passengers and the operator. Heating and ventilating system shallincorporate introduction
of approximately twenty (20) percent fresh air.

b. Airforheating and ventilating shall be evenly distributed throughout the coach body in such a manner
astominimize temperature variation. Provision shall be made for minor adjustment of controls to
maintain desired temperatures within the coach without changing supply of outside air required for
ventilation.

c. A manual control or modulating valve shall be provided to permit the fans to be used for power
ventilation of outside air in warm weather.

d. Main heating system shall be thermostatically controlled. The heating system shall provide heated,

filtered air for an ambient temperature differential from sixty (60) degreesto zero (0) degree F. Heating
filtering elements must be of the disposable type.

60



e. All motors shall be brushless, or approved equal.

f. Blower motor(s) shall be two-speed, heavy-duty with adequate output to provide circulation throughout
the coach. Blowers shall also circulate fresh air throughout the coach.

g. Main heatershallbe mountedinthe rear of the coach above the engine compartment. It shall be a hot
water type with heavy-duty motors and a minimum capacity of 110,000 B.T.U. at 100-degree water-air
temperature differential, or approved equal. A water shut-off valve shall be provided at the heater.

Driver's Heater
a. Aseparate dash heater and blower shall be provided for the driver's comfort and for windshield
defrosting. Capacity of 40,000 BTU output at 100-degree water-air temperature differential, is required.

b. Ablower, Model-Red Dotwitha Transicoil brushless motor with standard manualcontrolshall be
provided.

c. Defroster blower shall be automatically inoperative if the alternator is not charging.

d. There shall also be a left foot vent for the Driver’'s heating system.

Heater Water Lines
a. Heater water lines shall not be exposed within the coach.

b. Allwaterlinesshallbe heavilyinsulated throughout the coach. They shall be made of heavy-duty

copper or brass, except where shock absorbing or flex lines are required.
Heater Cores
a. Allheatercoresshallbe ofaluminum. Metal used in the tanks shall be of adequate thickness with

drawn reinforcements. All radii of the tanks shall be of sufficient size to preclude fatigue failure.

b. Heater cores, motor and fan must be readily accessible and installed to permit ready removal.

Heater and Blower Motors
a. Allblowersrequired forthe heating and ventilating system shall be balanced statically and dynamically.

b. Allmotors required for these blowers shall be heavy-duty type, ECDC motorsthree-eighth (3/8)
horsepower minimum.

Heater Gradustat and Water Pump

Gradustat controlling the heating system shall be protected or screened to preventtampering and guarded
againstany possible damage frompassenger's feet. Water supply to the heating system to be controlled
by a modulating valve. The heater circulating water pump must be an ECDC minimum capacity of fifteen
(15) gallons per minute, ROTRON Brushless - sealless or approved equal..

Air Conditioning System

a. The coachshallbe equippedwitha Thermo King Intelligaire IModel Air Conditioning System with
X426 Compressor and Clutch Assembly. The motors are to be Reliant brushless. The
compressor/clutch assembly mountsin the engine compartment, and is beltdriven from either the
engine ortransmission. Ifan alternatoris also driven from the same PTO, thenthe compressorand
alternator shall be driven by a single serpentine design belt.

b.  The air conditioning unit frame shall be constructed of 5052-H32 structural aluminum of .100 and .182
materialthickness for strength, corrosion protection, and light weight. The frame shall be all welded
and painted with a high solid polyester paint. Allhardware shall be 300 Series stainless steel to protect
against corrosion.

"Neverseez" anti-seizing lubricant shall be appliedto the threads of all stainless steel hardware during
unit assembly to prevent thread galling.
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c. Theevaporator, heaterand condenser coils shall be constructed of 3/8 inch outside diameter seamless
Series 122 copper tubing having minimum .0195 inch wall thickness. The coppertubing shallbe
mechanically expanded into aluminumfins having a minimumthickness of.080inch. The fin spacing
shall be: evaporator and heater coils - 12 fins per inch; condenser coil - 10 fins perinch. The
condenser coil shallbe dippedin an acrylic base, polyvinyl materialto provide a 2 milthick coating of
the entire exterior surface for corrosion protection and quick dirt release during washing. This coating
shall notimpair the performance of the air conditioning system. The condenser coil shall be mounted
to alloweasy removaland reinstallation without major disassembly of the unit frame or removal of the
unitfromthe coach. Separate drains shall be provided for the condenser and evaporator/heater
sectionsto allowmoisture to be routed out of the unitto the street. Drain seals and/or traps shall be
installed atthe outlet of the evaporator/heater drain tubes to prevententrance of dirt or fumes into the
coach.

d. Themotorsshallbe Reliantbrushless, orapproved equal. The condenser shall have two motors; the
evaporator/heater shall have one. Motors shall be selected and applied to maximize efficient
operation, airflowand long life. Brush life shall be minimum of 10,000 hours of operating time. Motors
shallbe capable of two speed operation. Evaporator/heater motor shall operate atlow speed during
heat mode and high speed during cool, ventor reheat modes. Condenser fans shall be axial flow type
with a steelspider, aluminumblades and aluminum hub. The fans shall be coated with high solid
polyester paint for corrosion protection.

e. Evaporator/heater blowersshallbe 9" x5", forward curve, single inlet centrifugal type. Regreasable,
self-aligning outboard bearings shall support the blower shafts. Heavy duty, ring type flexible couplings
shall connect the shafts to the motor.

Temperature and Electrical Controls

There shall be a unitized control panel consisting of reliable electromechanical relays, magnetic motor circuit
breakers, bi-metal control circuit breakers, adjustable return air thermostat witharange of 60°- 90°F,
ambientthermostat, evaporator coil anti-freeze thermostat and terminal board for ease of troubleshooting.

This controlpanelshall be located in the evaporator/heater return air area, orin an enclosed control box if
mounted in an ambientlocation. Thereturn air thermostat shall have a maximum tolerance from set point
of 2.5°F.

Electrical Wiring and Terminals

Allunitwiring shallbe UL758, Style 3173/3196 having copper strands with tinned ally coating rated for up
to 600 volts. Theinsulation shall be cross-linked polyethylene, rated for 125° C and shall be white in color
with hot stamp number coding the entire length at a maximum spacing of 1-3inches. Allterminals shall be
"forklok" or ring type with vinyl insulation. All terminals shall be machine crimped. Hand crimping is not
acceptable. All terminations exposed to ambient shall be coated with glycol for corrosion protection.

Receiver Tank, Dry Eye, Filter/Dehydrator

The unitshall be equipped with arefrigerantreceiver tank installed vertically to ensure a steady liquid feed
tothe expansionvalve. Thereceivertank shall meetall ASTM requirements and have two (2) sight glasses
for checking refrigerant level. The top sight glass shall have a floating plastic ball to indicate proper
refrigerantlevel. Arefrigerantdry eye shall be providedintheliquidline, orinthe lower sight glass of the
receiver tank, to indicate the presence of moisture in the refrigerant system. The unit shall have a
disposable liquid line filter/dehydrator.

Refrigerant Hoses, Copper Tubing, Fittings

a. Suctionanddischarge hoses shall be provided to connectthe air conditioning unit to the compressor.
The hoses shall have reusable swivelfittings, Teflon liner, stainless steel interior support colil, stainless
steel exterior braid, and asbestos exterior sleeve for abrasion protection. Length of such hoses shall
be kept to a minimum to minimize effusion of refrigerant or permeation of moisture.

b. Allcoppertubing provided shall be refrigeration grade, Series 122 seamlesstype meeting ASTM
specifications. All solderjoints shall be silver soldered. Allflux and scale shall be cleaned from solder
joints, priorto soldering, and all tubing exposed to ambient shall be sprayed with fungus proof varnish.
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c. AllJIC and SAE swivelfittings of 3/4" flare size and larger shallinclude "0"rings for added sealing
protection. "O" ring material must be compatible with refrigerant.

Expansion Valve

The expansion valve shall be externally equalized. It shall have a replaceable power head and cage
assembly and be equipped witha 100 mesh screen atthe inletto prevent contaminants from plugging the
seat. The superheatshall be factory set, requiring no field adjustment. The expansion valve bulb shall be
clampedtothe suction line inthe evaporator compartment and insulated from effects of surrounding air
temperature. The expansionvalve body shall be properly secured and mounted in the return air area for
ease of access.

System Performance

The Intelligaire Il Series system shall control the interior coach temperature to meet all White Book
temperature controlperformance requirements defined in Chapter 3.7, INTERIOR CLIMATE CONTROL,
ofthe Department of Transportation URBANMASS TRANSPORTATIONADMINISTRATION, BASELINE
ADVANCE DESIGN TRANSIT COACH SPECIFICATIONS.

System Protective Controls
The air conditioning system will be equipped with the following protective control:

a. High pressure cutout switch.
b. Low pressure cutout switch.
c. Ambient sensing switch 45 + 5 F cutout 55 + 5 F cut-in.

d. These switches will interrupt the compressor energizing circuit. Both the high and low pressure
switches will energize a trouble light at the driver's console.

e. High pressure relief valve.

f. Evaporator coil freeze protection - The system will be equipped with an evaporator pressure regulator
or Anti-Freeze thermostat to prevent condensate freezing on the evaporator coil.

Compressor
a. Theair conditioning system shall be provided with a 4 cylinder, in-line V, 25.9 CID, reciprocating

compressor. The compressor shall be capable of cycling on/off at any operating speed - no unloaders
aretobeused. Itshall have aluminum body, heads and sump; free floating ring type suction valves,
free floating ring type discharge valves with spring loaded cage to acceptliquid slugging; two ball
bearing mains, one on the frontand one on the rear of the crankshaft for support; steel connecting rods
withreplaceable insertbearings on both ends; vanvsil alloy ringless pistons, replaceable castiron
cylinder sleeves; gerotor oil pump; 8.9 point oil sump. Synthetic 150 SUS oil shall be used. Highand
low refrigerant pressure cutout switches shall be mounted on the compressor. Suction and discharge
service valves shall be made of brass, with steel stems.

b. Thecompressorclutchshall be an electromagnetic design which utilizes a double row, open type ball
bearing. Theinnerrace of the ball bearing shall mount on the hub of the front compressor seal plate
and shallbe held in place by alocking nut. The outerrace ofthe bearing shall be pressedinto the
pulley cavity and held in place by asnap ring. External Teflon grease seals mounted in the clutch
pulley shall hold alarge reserve of Exxon Unirex N2 high temperature grease on both sides ofthe
clutch bearing for maximum lubrication. The front seal shall have a grease zerk to conveniently enable
bearing relubrication without disassembly of the clutch disc.

c. Theairgapbetweenthe clutchdisc and mating pulley plate surface shall be adjustable. The clutch
pulley plate shall be thick enough to allow for removal of .030 inch of material during resurfacingon a
lathe during overhaul.

6.35 DESTINATION SIGNS
A Luminator Max 3000 100% LED (amber), automatic electronic Passenger Information Display Sign
System, or approved equal, shall be furnished and installed in the coach. The System shall consist of:
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Display Signs
a. Front Sign: 16 rows x 160 columns; display height minimum 7.7 inches, display width 63".

b. Side Sign: 8 rows x 96 columns; display height minimum 2.8 inches, display width 36.3".
c. Rear Sign: 16 rows x 48 columns; display height minimum 6.1 inches, display width 18”.
d. Operators Control Unit (OCU)

e. Cables and Accessories

Sign Locations

The front sign shallbe mounted on the front of the coach, near the top edge of the body, behind windshield
protection, and in an enclosed but accessible compartment provided by the coach manufacturer.

The side sign shall be located on the right side of the coach near the front door.

Therear sign (external) shall be mounted on Luminator supplied brackets on the rear of the vehicle onan
appropriate sized cutout provided by the coach manufacturer.

The entire display area of all signs shall be readable in direct sunlight, at night, and in all lighting conditions
betweenthose two lighting extremes, with evenly distributed illumination appearance to the un-aided eye.
Communications

The System shall be microprocessor-based utilzing approved bi-directional serial communications, such as;
S.A.E. J1708 or IBIS, E.I.A. RS-485, between System components, and shall utilize error detection
techniques within the communication protocol.

Independent Controller Boards shallbe mounted in the frontand side destination sign. The System shall
be capable of communicating with, and/or controlling additional information devices, such as interior
information signs, Voice Annunciation devices, farebox, Automatic Vehicle Locator Systems, etc. The
System shall provide for destination and/or Public Relations (P/R) message entry.

Flash memory integrated circuits shall be capable of storing and displaying up to 10,000 message lines.
Message memory shall be changeable by the use ofa PCMCIA Card of notless than one (1) megabyte
memory capacity but sized according to the message listing noted herein.

The Systemshall have the ability to sequentially display multi-line destination messages, with the route
number portion remainingin a constant“on” mode at all times, if so programmed. It shall also be capable
of accepting manual entry of Route Alpha/Numeric information on any/all signs.

The various signs shall be programmable to display independent messages or the same messages; up to
two destination messages and one public relations message shall be pre-selectable. The operator shallbe
able to quickly change between the pre-selected messages without re-entering a message code. Public
relations messages shall be capable of being displayed alternately with the regular text and route messages
or displayed separately.

Anemergency message shall be activated by a push button ortoggle switchinalocationto be approved
by THE CITY OF LINCOLN. The emergency message shall be displayed on signs facing outside the vehicle
while signsinside the vehicle, including the OCU display, remain unchanged. The emergency message
shallbe canceled by entering a new destination code, or power cycling (after removal of the emergency
signal).

The programming software shall provide means of adjusting the length of time messages are displayedin
0.1 second increments up to twenty-five seconds.

Powerto the sign system shall be controlled by the master coach run switch. The signs shall operateinall

positions of this switch except off. The signs shall be internally protected against voltage transients and RFI
interference to ensure proper operation in the local environment.

64



Display and Display Illumination

All sign displays shall consist of pixels utilizing high intensity Light Emitting Diode’s (“LED"), for superior
outdoor environmental performance, (of amber illumination appearance of light wavelength of 590 NM). LED
should be made of AlinGaP I, superior UV resistant epoxy lens and superiorresistance to the effects of
moisture. Each pixel shall have a dedicated LED forillumination of the pixelin all lighting conditions. The
Sign Systemshall have multi-levelintensity changes, which adjust automatically as a function of ambient
lighting conditions. There shall be norequirement for any fan or any specialized cooling or air circulation.

This LED shallbe mounted such asto be visible directly to the observer positionedin the viewing cone,
allowing for full readability 65 degrees either side of the destination sign centerline. The LED shall be the
only means of illumination of the Sign System. The LED illumination source shall have an operating life
M.T.B.F. of not less than 100,000 hours. Each LED shall not consume more than 0.02 watts.

The characters formed by the Systemshall meet the requirements of the Americans with Disabilties Act
(ADA) of 1990 Reference 49 CFR Section 38.39.

Sign Enclosures

Allsigns shallbe enclosed in a manner such astoinhibitentry of dirt, dust, water and other contaminants
during normaloperation or cleaning. Access shall be providedto clean the inside of the coach window(s)
associated with the sign and to remove or replace the sign components. Access panels and display boards
shall be mounted for ease of maintenance/replacement. Any exteriorrear sign enclosure used shall be
made of Polycarbonate material containing fiberglass reinforcement. The vehicle manufacturer shall comply
with the sign manufacturer’s recommended mounting, mounting configuration, and installation procedures
to assure optimum visibility and service accessibility of the Sign System and System components.

Electronic System Requirements

Allelectronic circuitboards used inthe Sign System shall be conformal coated to meet the requirements of
military specification MIL-1-46058C. All Sign System components shall be certified to have been subjected
to a“burn-in” testof a minimumof twelve (12) hours operationin atemperature of 150 degrees F. priorto
final inspection.

Front Sign
The front sign message shall be readable by a person with 20/20 vision from a distance notless than 350

feetforsigns of display height greater than 8 inches and from adistance notlessthan 275 feet for display
heightslessthan 8inches. The frontsign shall have aviewing cone of equal readability at 65 degrees on
either side of a line perpendicular to the center of the mean plane of the display. The intensity of the
illumniation of the display pixels shall appear, to the naked eye, to be approximately uniform throughout the
full viewing cone.

Side Sign
The side sigh message shall be readable by a person with 20/20 vision, from a distance of notlessthan 110

feet. The side sign shall have a viewing cone of equal readability at 65 degrees on either side of aline
perpendiculartothe center ofthe mean plane of the display. The intensity of the illumniation of the display
pixels shall appear, to the naked eye, to be approximately uniform throughout the full viewing cone.

Rear Destination Sign

The rear sign shall be capable ofindependently displaying alpha-numeric characters. Its message shall be
readable by a person with 20/20 vision, froma distance of notlessthan 225 feet. The rear sign shall have
aviewing cone of equalreadability at 65 degrees on either side of aline perpendicular to the center of the
mean plane of the display. The intensity of the illumination of the display pixels shall appear, to the naked
eye, to be approximately uniform throughout the full viewing cone.

Operator Control Unit (OCU)

The OCUshallbe usedtoviewand update display messages. Itshall be recess mountedin adesirable
locationto bestserve operator comfort and ease of use. The OCU shall utilize a multi-key conductive rubber
pad keyboard and be designed for transit operating conditions.
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The OCUshall contain a display of atleast two lines of 20-character capability. The OCU shall containan
audio annunciator thatbeepsindicating that akeyis depressed. The OCU shall continuously display the
message associated withthe selected destination readings (exceptthe emergency message feature as
noted above.)

The OCUshall also contain the capability to manually selectthe block number signinformation (from 1 to
4 alpha-numeric characters) to be sentto the block number sign, independent of any pre-programmed
destination sign message information.

Ifthe IBIS interface isrequiredin the Destination Sign System, an auxiliary RS232 (DB9) port shall be made
optionally available on the OCU underframe for inputs from any wireless technology that might be envisioned
inthe future. Thisauxiliary RS232 portshall operate at 9600 baud and accept commands from a wireless
source (such as Spread Spectrum receivers) and will set destination sign addresses as if manually operated
by the OCU operator.

Ifthe J1708interface is selected for the Destination Sign System, an auxiliary J1708 port shall be made
available onthe J1708 OCUso thatauxiliary J1708 commands may be provided to the Destination Sign
Systemfroma wireless source that conformsto the J1708 command structure. Luminator does not provide
wireless apparatus, butthe Luminator Designation Sign Systemhas the capability of interfacing via the
J1708 link with any such inputs, providing that the apparatus conform with the appropriate signaling
specifications.

Programming
A WINDOWSOXP programming software package shall be supplied, under limited-use license, to generate
message lists for the Sign System.

The programming software shall be intuitive, of design to facilitate ease of training, and use context-sensitive
help features. Reasonable on-site training support shall be provided with the software.

This software will provide capability for custommessage writing by selection of preprogrammed standard
variable width fonts. This allows for creation of a custom font by varying spacing between characters, words,
or other message elements. This software also allows for creation of graphic displays with or without text;
by selecting preprogrammed graphic signimages and by allowing use of multiple fonts within the same
message and graphic symbols placed anywhere within the display area.

Message Memory Transfer and Update

The Sign System shall be reprogrammable on the coach vehicle with the use of a PCMCIA Card. A
PCMCIA Card slotshallbe provided onthe OCUface for this purpose. The maximum reprogramming time
fora 10,000 linelisting shallbe one minute. PCMCIA Cards, of appropriate memory capacity based on
requirements of the message listing noted below (but not less than 0.5 Megabyte) shall be supplied atthe
rate of one card for each 50 systems, or fraction thereof, butin any event notless than four such PCMCIA
Cards shall be supplied.

Interconnecting Cabling
Data Communication Single twisted pair (two conductors) cable

Power Cabling Three conductors connecting to the switched and unswitched (battery)
power and a return (battery)

OCU Unit Cable Single twisted pair cable between the OCU and front sign.

Message Listing

Uponreceipt of the contract/purchase order the vehicle manufacturer shall supply to the sign manufacturer,
within 14 days, a list of the message readings or listings such as to allow the Sign System to be
preprogrammed with the correct readings.

Interior Headsign
Anall LED interior headsign compatible with Automated Voice Anunciator System and Automatic Vehicle
Locator System shall be provided.
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6.36

6.38

6.39

6.40

MISCELLANEOUS INTERIOR COMPONENTS

Visor

Paddedvisorsorrollertype shades shallbe provided on driver's side; one shall be for the windshield and
one shallbe forthe driver's side window. They shall be adjustable horizontally and vertically and shall meet
requirements of State law. Visor shall be constructed of heavy-duty material and assembled to last the life
of the coach in normal operations. Visor shall incorporate a clip type lock to lock visor in front or side
position.

Farebox
GFICents ABill Tall Model. Exact model number to be confirmed by Authority atthe pre-preduction meeting

and dependent on the style of vehicle selected.

Safety Equipment Compartment

AAmerexModel400T ABC, orapproved equal, five-pound (5 Ib.) dry chemical fire extinguisherand KD
#610-4645, or approved equal, safety triangle kit shall be installed. Safety triangle kitto be securely installed
under the frontright side longitudinal seat. Location of both the fire extinguisher and the kit to be approved
by THE CITY OF LINCOLN.

Coat Hook
A coat hook shall be mounted on the rear post of the driver's window, or driver barrier frame.

Valuables Compartment

A compartment/boxfor storing driver's purse or valuables shall be located under the front of the right front
longitudinalseatoradriver’s barrier (forthe lowfloor). It shall be of aluminum or steel, 6" x 11" x 20" with
a hinged door which can notbe securely locked. Design and locationtobe approvedby THE CITY OF
LINCOLN.

BUMPERS
Energy absorbing front and rear bumpers by Romeo Rim, or approved equal, shall be furnished.

TOWING EYES
Two (2) front towing eyes, concealed, shall be provided on the coach or approved equal.

WHEELCHAIR ACCESSIBILITY

Requirements

a. Coach, frontdoorentry area, aisle, tie-down area, and tie-downs shall be fully accessible to wheelchair
passengers using standard electric wheelchairs in the 95th percentile of wheelchair size, length, width,
height, tire size, and tire thickness. In any case, all conventional wheelchair designs shall be
accommodated. Adequate provisions, including body modifications, as necessary, shall be made to
enable wheelchair passengersto smoothly, quickly, and safely leave the passenger lift platformina
forward position, passthe frontdoor entry area, and move down the aisle to the tie-down area, turn
one-hundred eighty (180) degrees, and then move into the tie-down area.

b. Inadditiontothe above requirements, the following minimum distances, as shown on Floor Plan "A",
shall be observed in order to ensure adequate accessibility.

Minimum unobstructed width of lift platform 29 inches

Minimum length of solid platform 45 inches

Minimum distance between stanchion at front

stepwell and inside front body of coach 42 inches

NOTE: This area shall be unobstructed by stanchions, grab rails, heating vents or other structures.
Minimum distance between wheelwells 42 inches

Minimum unobstructed aisle width 42 inches

Minimum distance between stanchion at front

stepwell and edge of dashboard facing front door 48 inches
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6.42

6.43

Wheelchair Tie-Down Area

a.

Accommodations shall be provided for two (2) wheelchair passengers to be secured in a forward-facing
position in the area between the front longitudinal seats and the modesty panels facing the first
transverse seats. Thelength of this area shall be fifty-eightinches (58") or greater, and the width shall
equalthe length of the transverse seats and the modesty panels. Modesty panels shall be adequately
reinforced to withstand impact of wheelchairs.

Fold down longitudinalseats, equalin appearance, design, and quality to the front longitudinal seats,
shall be provided in the tie-down areas for use by ambulatory passengers when no wheelchair
passengers are onthe coach. Whenthe fold-down seats are in the retracted position, there shall be
adequate room for wheelchair users to safely and quickly secure themselves with the tie-down
equipment. Approximate dimensions of the seats shall be as follows:

Length: 51 inches

Width, when retracted: 9inches

Wheel securements shall accommodate the wide wheels now being used on some wheelchairs.

A metal instruction plate attached to the bottom of the fold down longitudinal seats shall detail
procedures for using the tie-down equipment.

Tie-Down Apparatus

a.

Two seat belts for securement of wheelchair passengers and their wheelchairs shall be provided. Both
belts shallemanate froma position on the coach wallimmediately to the side of the wheelchair user.
Metalcouplers for the seat belts shall be attached to the aisle end of the modesty panel behind the
wheelchair. When the folding seats are notretracted, the seat belts shall attach to the bottom of the
seat such that they are securely bound and not visible. One of the seat belts shall secure the
wheelchair user around hislap;the other shall secure electric wheelchairs by locking through the
wheels.

Adequate sheathing, or other reinforcement, shall be used to position the lap belt and coupler ends so
that wheelchair passengers, when in the tie-down securement position, may secure the lap belts
without assistance and without bending, twisting, or leaning. Lap belts and couplers shallreach the
hip levelof the wheelchair userin such awaythatno torso movementis necessary throughoutthe
tie-down securement procedure.

ACCESS RAMP (LOW FLOOR)

Anaccessramp shallbe provided atthe entrance door. Itshall be the Lift-U fold out, orapproved equal.
The ramp shall have a useable width of thirty-one inches (31”) and meet all A.D.A. requirements. The ramp
isto be operated by the driver from the seated position. In case of malfunction, the ramp shall be manually
stowable. There will be a yellow light at reat of bus that activates when ramp is deployed.

ON-BOARD DIGITAL RECORDING SYSTEM

The On-board Digital Recording System shall be a Radio Engineering Ind, Digital Bus-Watch Recording
System, or approved equal.

Basic System Operation and Requirements

Hardware:
Power Requirement: The DVR shall operate from 12 to 24 VDC. It shall be self-regulating and
internally protected from power surges and spikes.

Physical Attributes of DVR: The DVR shall have a maximum 6”x 11.25” x 15.5” outer housing and
weigh no more than 25 Ibs.

External DVR Material Construction: The DVR shall be constructed with aruggedized outer housing
that offers shock and vibration protection.

External Camera Housing Material Construction: The external camera housing forthe DVR system
shall be constructed out of %" cast aluminum.
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e. Videolnputs: The DVR shallrecord NTSC/RS170, 1 voltpeakto peakvideo, from upto 8 sources.

f. Inputs: The DVR inputs shallbe NTSC/RS170video format. Theimage capture rate of the system
shallbe user-selectable up to a maximum 8 frames per second. Playback shall not reduce the quality
or resolution of the recorded scenes.

g. ColororBlack&White: The DVR shallrecord images in black & white, color, or both depending upon
the camera source.

h. Audiolnput: The DVR shall record and playback a single channel of audio simultaneously with the
recorded video.

i Compression: The DVR shall utilize wavelet hardware image compression.

j ExternalPorts: The DVR shall be supplied with auxiliary ports for custom programming. These shall
be a keypad port and a 10base T Ethernet port.

k. Removable Drive: The DVR shall be a self-contained removable hard disk unit for storing digitized
images and audio information. This configuration shall allow for easy removal ofimages for playback
and archiving. The removable drive shall be portable and interchangeable.

I Dust Resistant Unit: The DVR shall filter dust from entry into the unit.

m. Shock Resistant Mounting (all parts): The DVR shall be designed for heavy-duty automotive use, as
wellas be enclosedin atamper-proof housing. The unit shall function withinthe normal operating
characteristics of a coach or transit vehicle and shall be capable of withstanding a shock of 20 G’s
operational.

n. Clock: The DVR shall have an on-board, real-time clock that operates independently of the main
power supply. It shall be programmable to automatically adjust for daylight savings time.

0. Lock: The DVR shallemploy a key locking mechanism to secure unit contents and provide security
to the removable unit.

p. ImpactSensor: Eachvehicle shallhave animpact sensor mounted on the front of the vehicle in such
a location that would be acknowledged with a front impact with another object.

Functionalit
a. DigitalVideo Recorder (DVR): The DVR can digitize, capture and record high-quality images. The

images are then stored on the portable removable unit for review and playback at the Central Station.
The DVR shall have, at a minimum, the following features and capabilities.

b. Image Capture: The DVR shall store digitized video images.

c. Image Capture Rate: The DVR shall capture images at a maximum of eight frames per second.

d. Time: The DVR shallrecordthe actual time while recording images. Thisinformation shall be tied to
images during playback at the Central Station.

e. Date: The DVR shallrecord the actual date while recording images. Thisinformation shall be tied to
images during playback at the Central Station.

f. Vehicle ID: The DVR shallrecord the programmable vehicle identification number while recording
images. This information shall be tied to images during playback at the Central Station.

g. CameraSource: The DVR shallrecord the programmable camera name while recording video. This
information shall be tied to images during playback at the Central Station.
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File Format of Recorded Images: The recording software should store the images captured viathe
DVRin aproprietary file formatthat can only be viewed by Kalatel's software. Itis notreasonably
possible toviewthe images using any other viewing software. Inaddition, itis not readily practicable
to alterthe pixels withcommon graphics tools or programs while they remain in the proprietary file
format.

Recording Audio: The DVR shall have the ability to record single channel audio by adding a
microphone.

Initialization of Recording: The DVR shall be signaled to begin recording at the start-up of the engine
run switch of the vehicle.

End Recording: The system shall remain fully functional for aprogrammable period of time up to fifty
minutes after the ignition has been turned off. This process shall be initiated by deactivating the engine
run switch.

Continuous Recording: The DVR shall be capable of continuousimage recording ata user-defined
recording rate.

Loop Recording: The DVR shallrecord continuously onto the removable hard drive. The system
recognizeswhenthe available storage capacity for surveillance images has reached capacity and
automatically begins to purge the oldest data in sequential fashion, making room for additional images
withoutoperatorintervention. Imagesthat are tagged due to the activation of the system’s inputs are
protected from automatic overwriting until the relevant images are manually deleted, or until all
available spaceisfilled withtagged images, at which time the system performs a “first-in, first-out”
(FIFO) overwrite.

EventTagging: The DVR shalltag events when a system input, such as a panic button, is activated.

Tagged events are stored on the hard drive. When retrieved, the tagged events shall be easily
identifiable and will remain saved for a programmable period of time before being overwritten.

Synchronized Audio and Image Playback: The Central Station software shall have the ability to
playbackimage databases with single channel audioif this option has been previously configured on
the DVR.

System Software: System shall come with the latest version of the software capable of installation on
a PC already dedicated to video surveillance.

Options
Cellular Transmission System: The DVR shall be upgradeable to a video transmission system (DVRT). The

transmission systemshall utilize analog cellulartechnology. The Central Station shall support multiple
simultaneousincomingvideo transmissions. The Central Station shall also have the ability to call outto the
vehicle and request images at multiple resolution settings.

System Upgrade

a.

The system’s hardware and software shall be capable of being upgraded in the field. The upgrade
shall be easy and user friendly.

The DVR may be programmed with time, date, and vehicle I.D., as well as camera input and capture
rate via keypad programming or Ethernet port.

Additional DVR Units

2 additional DVR units shall be supplied under this contract to provide for spare replacement capabilities for
the system.

Hardware Warranty

A 14-month hardware warranty, from the date of invoice, shall be provided.

Extended Maintenance

Extended maintenance shall be available through the seller of the DVR system.
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6.44 MANUALS AND CATALOGS

a. Six(6)copieseach of complete parts books and maintenance manuals on coaches is furnished prior
todelivery of the coaches which will permit the stocking of spare parts. Allmanuals where available
will be provided on CD.

b. Copiesofpartslists for non standard units, assemblies oritems used in construction of coach shall be
furnished within fifteen (15) days after last coach is delivered on this proposal.

c. Six(6) copiesof drawings showing wiring schematics of auxiliary circuits, including air line diagrams
and other necessary prints for the maintenance of these coaches are furnished. Wiring schematics
where available will be provided on CD.

6.45 REPLACEMENT PARTS

Asupply of replacement parts for the coaches specified is guaranteed for a period of fifteen (15) years by

issuingrevised pages or otherwise notifying THE CITY OF LINCOLN of newor superseding parts and

maintenance practices.
6.46 DRAWINGS

During the approved equal period, bidder shall supply THE CITY OF LINCOLN with floor plans and diagrams

depicting the locations, distances, and dimensions of all seats, modesty panels, grab rails, stanchions and

driver'sbarrier. THE CITY OF LINCOLN reserves the rightto make minor additions, alterations, or deletions.
6.47 PAINTING AND DECALS

Painting

THE CITY OF LINCOLN shall supply all paint schemes and color combinations at the pre production

meeting as they are currently in development.

Any and all panels found to have rust corrosion shall be rejected, and a new rust-free panel shall be

substituted.

Coach number location shall be finalized at the pre production meeting.

Decals

The following decals shallbe provided. Preferred letter style is"HELVETICA MEDIUM, all upper case. THE

CITY OF LINCOLN shall furnish logo specifications.

MESSAGE LOCATION COLOR* HEIGHT
"No Smoking" Interior above windshield Black 2"
Coach number Interior above windshield White 2"
"Watch your step" Front stepwell Red (reflective) 2"
(Operating Instructions) Above exit door Black Mfg. Std.
(Operating Instructions) At emergency escapes Black Mfg. Std.

"For passenger safety, Federal
law prohibits operation of this bus
while anyone is standing forward

of the white line" Interior above windshield Black Mfg. Std.
"No Smoking" Front destination sign door  Black Mfg. Std.
"On Off" Side console on valve Black Mfg. Std.
"Diesel Fuel" Inside fuel filler door Black Mfg. Std.
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lloilll
"Caution 'Water' Hot"

"Caution — Negative Ground

"Exit through back door"

"Wait for light"

"Push door to open”

"As a courtesy, please allow
handicapped and elderly

passengers to use these seats"

International Handicapped Symbol (2)

Coach Number

See Painting and Decals section

on previous page

*On approval of THE CITY OF LINCOLN, specified color may be changed in response to interior color scheme.

Inside oil filler door
Inside surge tank filler door

Inside battery compartment
door

Interior above windshield

Interior above rear door to
right

2 locations-Interior on top
panel of each door

Above front longitudinal
seats

TBD at Pre production
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Mfg. Std.

Mfg. Std.

Black

Black

Black

Black

Black

Black on White,
or White on Black

Mfg.
Mfg.

Mfg.

Mfg.

Mfg.

Mfg.

Mfg.

Mfg.

Std.

Std.

Std.

Std.

Std.

Std.

Std.

Std.



Name of Proposer:

Address and Telephone Contact of Proposer:

Exhibit A

PRICE PROPOSAL FORM

Title of Authorized Individual:

Date of Proposal:

The Proposer shall use this price proposal form.

1.

QUANTITY

This proposal offers the buses and equipment as specified, and is effective for a four (4) year period.
The proposer agrees to deliver a minimum of eight (8) buses in the first year of the contract. The
proposer agrees to deliver up to an additional sixteen (16) option buses over the remaining three years
pursuant to the terms of the contract for exercising options. All buses and equipment to be furnished
under the contract shall be ordered by issuance(s) of a Purchase Order(s) by THE CITY OF LINCOLN or
another procuring agency in accordance with the specifications.

PRICES

THE CITY OF LINCOLN reserves the right to order buses and equipment over the four (4) year period
beginning upon the date of contract award. The prices of such buses and equipment shall be at the
prices quoted below. These prices shall remain firm/fixed for any orders issued by THE CITY OF
LINCOLN within a period of ninety (90) days of contract award. The price(s) of any buses or equipment
order by THE CITY OF LINCOLN after the initial ninety (90) day firm/fixed price period shall be that

quoted (Base Order Prices) plus/minus any adjustment which will be calculated based on the U.S.
Department of Labor/Bureau Of Labor Statistics Producer Price Index (PPI) Category 1413, “Trucks and
Bus Bodies” formula as described in the Special Provisions. However, in no event will the price(s) for
any purchase order issued exceed, by more than five percent (5%), the price(s) that would have
been in effect twelve (12) months prior to the date of issuance of the purchase order
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1. LOWFLOORBUS - 35 Foot

1. Base Offer per Bus:
2. Delivery Cost per Bus:
3. Total Base Offer per Bus:

Days required for delivery of first Bus:

Date of Altoona Bus Test:

Vehicle Mfg. And Model:

2. PRICE PROPOSAL FORM

Exhibit A, Continued

3. SPARE PARTS, SPECIAL TOOLS AND DIAGNOSTIC EQUIPMENT

© ® Nk ®®DNE

NN R R R RRRRRR R
P O ®© N UM WNERO

ITEM
Complete Power Module Assembly
Complete Engine Assembly (Dressed)
Electronic Control Module (Engine)
Engine Software Tools
Complete Transmission Assembly (Dressed)
Transmission Control Module
Transmission Software Tools
Transmission Shifter Assembly
Wheelchair Ramp

. A/C Compressor

. Alternator

. Axle Differential

. ABS Software

. Destination Sign Set

. Destination Sign Software

. Dinex (1/0) Tools And Software
. Laptop Computer

. Starter Motor

Radiator
Exhaust Muffler And Piping (Including Catalytic Converter,
Training
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Exhibit A, Continued

3. REQUIRED SIGNATURES

IF SOLE OWNER, Sign here:
| sign as sole owner of the business named above:

IF PARTNERSHIP, one or more partners sign here:
The undersigned certify that we are partnersinthe business named above and that we sign this contract proposal
with full authority so to do:

IF CORPORATION, two corporate officers sign here:
The undersigned certify that they sign this contract proposal with full and proper authorization so to do:

Corporate Name:

By: Title:

By: Title:

Incorporated under the laws of the State of

IF JOINT VENTURE, officers of each participating firm sign here:
The undersigned certify that they sign this contract proposal with full and proper authorization so to do:

Joint Venture Name composed of:

By: Title:

By: Title:
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Exhibit B

LOCATION OF PARTS AND TECHNICAL SERVICES FORM

Location of nearest Technical Service Representative to THE CITY OF LINCOLN:

Agency

Address

Telephone

Location of nearest Parts Distribution Center to THE CITY OF LINCOLN:

Agency

Address

Telephone

Policy for delivery of parts and componentsto be provided underwarranty to THE CITY OF LINCOLN. (Describe)

Regular Method of Shipment

Cost to THE CITY OF LINCOLN

Policy for delivery of parts and components to be purchased by THE CITY OF LINCOLN. (Describe)

Regular Method of Shipment

Cost to THE CITY OF LINCOLN

76



A.

B.

Exhibit C

BUS DESCRIPTION

Complete a BUS DESCRIPTION for 35' Low Floor Bus.

Bus Manufacturer

Bus Model #/Name

Dimensions

1.

Overall Length

a. Over Bumpers

b. Over Body

Overall Width

a. Over Body excluding Mirrors
b. Over Body including Mirrors
Overall Height

a. At Front Centerline of Bus
b. At Rear Centerline of Bus
Angle of Approach

Breakover Angle

Angle of Departure

Doorway Clear Opening (including grab handles)

a. Front Door

b. Rear Door

Width In  Height In

Width In Height In

Step Height from Ground, Step Riser Heights and Step Depth

Bus Floor
Step

Step
Ground
Interior Head Room (Centerline)

a. Front Axle Centerline

b. Rear Axle Centerline

___In (Height from Ground)

In (Tread Depth) ___In (Height from Ground)

In (Tread Depth) ___In (Height from Ground)
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Exhibit C, Continued

10. Floor Height Above Ground (At each Door)

a.  Front Door . In

b. Rear Door _ n
11. Minimum Ground Clearance

a. Excluding Axles _ 1In

b. Including Axles _ 1In
12. Horizontal Turning Envelope

a. Outside Body (Including Bumper) Turning Radius __ Ft In

b. Inside Turning Radivs Ft In
13. Wheelbase Ft In
14. Overhang (Centerline of axle over bumper)

a. Front Ft In

b. rRear Ft In
15. Seats

a. Total Number of Seat Positions

b. Minimum Knee-to-Hip Room _ 1In

c. Minimum Aisle Width _ 1In

d. Manufacturer and Model No./Name

1. Passenger
2. Operator
Weight of Bus Full Complement FluidAt GVWR
(Fuel, Qil, Water)

1. On Front Axle s Ibs
2. On Rear AXle s Ibs
3. Total Ibs Ibs
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Exhibit C, Continued

Engine

1. Manufacturer

2. Type

3. Model Number

4.  No. of Cylinders

5. Net S.A.E. Horsepower ___ HP at RPM
6. NetS.A.E. Torque  ___ Lb. Ft.at __ RPM
7. Wweight,DFry Ibs
8. Crankcase Oil Capacity gts
9. Turbocharger, Make & Type
10. Maximum RPM, no load RPM
11. Maximum RPM, full load RPM
12. RPM at Idle RPM
13. RPM at Fast Idle RPM
14. Exhaust Pipe Discharge Location Exhibit C
Transmission
1. Manufacturer
2. Type
3. Model Number
4. # of Forward Speeds
5. Gear Ratios
a. First Gear
b. Second Gear
C. Third Gear (if applicable)
d. Final Drive Gear
e. Reverse
6. Shift Speeds
a. 11*to2™ MPH RPM
b. 2" to 3" (if applicabley MPH RPM
c. 2"/3" to Final Drive MPH RPM




Exhibit C, Continued

7. Qil Capacity (including Heat Exchanger) Qts
Alternator

1. Manufacturer

2. Type

3.  Model

4. Output at Idle Amps Volts
5.  Output at Max RPM Amps Volts
6. Speed at Idle RPM

7. Drive Type

Starter Motor

1. Manufacturer

2. Type

3. Model

Air Compressor(s)

1. Manufacturer

2. Type

3. Capacity at Idle cfm
4. Capacity at Max RPM cfm
5.  Maximum Warranted RPM RPM
6. RPM atldle RPM
7. Drive Type

Axle, Front

1. Manufacturer

2. Type

3.  Model Number

4. Gross Axle Weight Rating Ibs

5. Wheel Size and Mfr.
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Exhibit C, Continued

Axle, Rear

1. Manufacturer

2. Type

3. Model Number

4. Axle Ratio

5. Gross Axle Weight Rating Ibs

Steering, Power

1. Pump
a. Manufacturer & Model No.
b. Type
c. Relief Pressure psi

2. Booster

a. Manufacturer & Model No.
b. Type
C. Ratio
3. Power Steering Fluid Capacity ___ qts
4. Effort at Steering Wheel
(Unloaded stationary coach on dry asphalt pavement) Ibs
Brakes
1. Make of Fundamental Brake System
2. Brake Chamber — Vendor Size and Part No.
a. Front Size Part #
b. Rear Size Part #

3. Slack Adjuster — Vendor Type and Part No.

a. Front
1) Right

2) Left

b. Rear
1) Right

2) Left
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4. Brake Drums

a. Front
1) Manufacturer

Exhibit C, Continued

2) Part Number

3) Diameter In

b. Rear
1) Manufacturer

2) Part Number

3) Diameter In

5. Brake Block Manufacturer

6. Brake Blocks per Shoe

a. Front

b. Rear

7. Brake Block Widths

a. Front

b. Rear

8. Brake Block Lengths

a. Front

b. Rear

9. Brake Block Thickness

10. Brake Block Area per Wheel

a. Front

b. Rear

Cooling System

Sq In

Sq In

1. Radiator
a. Manufacturer
b. Type
C. Model Number

d. Number of Tubes

e. Number of fins per vertical inch
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2. Total Cooling and Heating System Capacity

3. Radiator Fan Speed Control Type

Gals

Exhibit C, Continued

4. Surge Tank Capacity
5.  Engine Thermostat Temperature Setting
6. Overheat Alarm Temperature Sending Unit Setting

Air Reservoir Capacity

1. Supply Reservoir

2. Primary Reservoir

3. Secondary Reservoir

4. Parking Reservoir

5. Accessory Reservoir

6. Other Reservoir

Heating and Ventilating Equipment
1. Heating System Capacity
2. Ventilating Capacity
3. Heater Cores

a. Main Heater

1) Manufacturer & Model No.

Culn

Culn

Culn

Culn

Culn

Culn

BTU

cfm

Gals
Deg

Deg

2) Number of RoWws
3) Number of Fins per vertical inch
4) Number of Heater Cores

b. Driver Heater

1) Manufacturer & Model No.

2) Number of Rows
3) Number of Fins per vertical inch

4) Number of Heater Cores
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4. Hot Water Pump

Exhibit C, Continued

a. Manufacturer
b. Type
c. Model Number

5. Controls
a. Manufacturer

b. Type

C. Model Number

Air Conditioning
1. Cooling System Capacity

2. Freon Capacity

3.  Compressor

a. Manufacturer

BTU

Ibs

b. Model No.

C. Capacity

4. A/C Blower

a. Manufacturer

b. Model No.

C. Capacity

Interior Lighting

1. Type

2. Number of Fixtures

3. Size of Fixtures

4., Ballast

a. Manufacturer

b. Model No.

Body Construction

1. Wheel Well Material

2.  Front Stepwell Material

3. Rear Stepwell Material

4, Floor Construction Material




Exhibit D
4.1.1.1 CONTRACT FOR PURCHASE OF BUSES

This Contractismade and entered into by and between THE CITY OF LINCOLN, and Contractor, a Corporation
in good standing under the laws of the State of as of this ___ day of December, 2003.

RECITALS

Whereas, THE CITY OF LINCOLN issued a Request for Proposals (“RFP”) on September 243 2003 for the
purchase of a minimum of eight (8) buses to be delivered within the first year of a four (4)-year contract with an
option to purchase an additional sixteen (16) buses to be delivered in the remaining three (3) years, a copy of
which is attached and incorporated as Exhibit A; and

Whereas, Contractor submitted a Proposal and/or Best and Final Offer, dated , acopy
of which is attached and incorporated as Exhibit B; and

Whereas, THE CITY OF LINCOLN City Council has passed resolution 03- _____to award this contract to
Contractor, which offered the most advantageous proposal to THE CITY OF LINCOLN, price and other factors
considered, for the initial purchase of

NOW, THEREFORE, IN CONSIDERATION OF the mutual promises, covenants, and conditions contained
herein, the parties agree as follows:

1. A. Initial Purchase of Buses Subject to the terms and conditions contained herein, THE CITY
OF LINCOLN agrees to purchase from Contractor and Contractor agrees to sell to THE CITY OF
LINCOLN an initial order of ( ) buses in accordance with the RFP and
Contractor’s Proposal during the initial year of the contract term.

B. Option Purchase of Buses. THE CITY OF LINCOLN may, at its sole discretion, and under
the same terms and conditions contained herein, exercise the options to purchase up to an additional
sixteen (16) buses over the remaining contract term in accordance with the RFP documents. Each order
of option buses will be expressed as a written addendum to this Contract indicating the base offer price
escalated by the applicable PPI index at the time of the order and the agreed upon delivery schedule.

2. Incorporation by Reference The following documents, and each and every term and condition
thereof, are incorporated herein by reference as though fully set forth at this point:

a. THE CITY OF LINCOLN Documents: THE CITY OF LINCOLN Request for Proposal and any
addenda thereto. Copies of said documents are attached hereto and marked Exhibit A.

b. Contractor Documents: Contractor’'s Best and Final Offer dated , 2003
and Technical Proposal dated , 2003 are attached hereto and
marked Exhibit B.

3. Precedence of Documents In the event of any conflict between the documents set forth in
Sections 2(a) and the documents set forth in Section 2 (b), the conflict shall be resolved by giving the
documents set forth in Section 2 (a) precedence over the documents set forth in Section 2(b).
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Exhibit D, Continued

4, Compensation and Method of Payment The cost per vehicle unit shall be in accordance with
Exhibit B.

THE CITY OF LINCOLN agrees to pay Contractor a sum not to exceed ____Million ___ Hundred
__________ Thousand _ Hundred _ Dollarsand __ Cents($___ . Yfor___ ()

_______ -foot (__") diesel-powered transit buses for the initial order of buses. THE CITY OF LINCOLN shall
pay to the contractor the full contract price for each bus within thirty (30) days after acceptance by THE CITY OF
LINCOLN of said bus and receipt of an approved invoice from Contractor.

5. Time of Performance
The initial order of buses set forth to be purchased by THE CITY OF LINCOLN under this contract shall
be completed in first-class condition and ready for acceptance by THE CITY OF LINCOLN no later than
, . Failure to comply with this schedule shall subject Contractor to liquidated
damages and such other remedies as shall be available to THE CITY OF LINCOLN.

6. Amendment This Contract, and any of the exhibits to it, may be amended at any time, but only
upon the prior written approval of both parties.

7. Faithful Performance Bond Contractor shall timely submit a Faithful Performance bond in an

amount equal to fifty percent (50%) of the contract price for the initial order of buses with THE CITY OF
LINCOLN shown as obligee and in a form and executed by a surety acceptable to THE CITY OF LINCOLN.

8. Remedies Cumulative The remedies conferred by this Contract upon THE CITY OF LINCOLN
are not intended to be exclusive, but are cumulative and in addition to all other remedies provided by law.

9. Successors and Assigns This Contract shall be binding upon and inure to the benefit of THE
CITY OF LINCOLN and Contractor and their respective successors in interest and assigns.

10. Waiver No waiver of any breach of the terms, conditions, or covenants of this Contract shall be
construed to be a waiver of any succeeding breach of the same or any other covenants, conditions, or terms of
this Contract.

11. Notices Any notices, demands, or elections required or permitted to be given or made
hereunder shall be in writing and shall be personally delivered or mailed by certified or registered mail, return

receipt requested, addressed to the respective parties as follows:

THE CITY OF LINCOLN Contractor
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Exhibit D, Continued

12. Insurance Prior to Authority issuing a Notice to Proceed, Contractor shall submit all required
insurance certificates to City of Lincoln, in accordance with terms outlined in the Request for Proposals.

13. Time of the Essence Time is of the essence in this Contract.
14. Headings The descriptive headings used in this Contract are for convenience only and shall not

control or affect the meaning or construction of any of its provisions.

15. Severability Inthe event any part or provision of this Contract shall be determined to be invalid
or unenforceable under the laws of the State or the United States, the remaining portions of this Contract shall
nevertheless continue in full force and effect.

16. Attorneys' Fees If THE CITY OF LINCOLN or Contractor bring any action to interpret or

enforce this Contract, or for damages for any alleged breach hereof, the prevailing party in such action shall be
entitled to reasonable attorneys' fees, in addition to all other recoverable damages and costs.

17. Entire Agreement Itis expressly agreed between THE CITY OF LINCOLN and the Contractor
that this Contract expresses the complete agreement between said parties and supersedes all prior oral or
written negotiations, agreements, and understandings between them regarding the subject matter of this
Contract.

18. Governing Law This Contract shall be governed and construed in accordance with the laws of
the State.
19. Subject to the Federal Transit Administration Disbursement This Contract and any future

amendments thereto shall be subject to disbursement of funds to THE CITY OF LINCOLN by the Federal

Transit Administration (FTA). THE CITY OF LINCOLN reserves the right to cancel the contract at any time, in
accordance with the terms as outlined in the Request for Proposals, if adequate funding is not made available for
the intended purchases.

20. FTA Certifications Contractor shall execute the following certifications for THE CITY OF
LINCOLN:

Motor Vehicle Safety and Pollution Certification
Buy America Certification

Certification Regarding Debarment

Transit Vehicle Manufacturer’'s DBE Certification
FTA Bus Testing Certification

Lobbying Certification

o gk wNE
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Exhibit D, Continued

IN WITNESS WHEREOF, the parties hereunto execute this Contract effective the date set forth above.

THE CITY OF LINCOLN

(Contractor)

Transit Manager by (Signature)

Name, Title (Print)

APPROVED AS TO LEGAL FORM
AND CONTENT:

THE CITY OF LINCOLN Legal Counsel Attested by (Signature)

Name, Title (Print)
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Exhibit E
BUY AMERICA AUDIT WORKSHEET -- ROLLING STOCK

A. Law Regarding Compliance with Buy America Regulations (49 CFR §661.11(a))
1. The cost of components produced in U.S. is more than 60% the cost of all components:
a. component is of domestic origin if more than 60% of the subcomponents of that
component, by cost, are of domestic origin and component is manufactured in U.S. (49
CFR 8661.11(i))
b. asubcomponent is of domestic origin if manufactured in U.S. (49 CFR §8661.11(j)).

2. Final assembly occurs in U.S. (defined as creation of the end product from individual elements
brought together for that purpose through application of manufacturing processes (49 CFR
§661.11(t)).

B. Procedure for Showing Buy America Compliance
1. Step 1 - Show information for components, listing as many components needed to reach a

cost percentage greater than 60% of the cost of all of the components. Example (assuming the
bid price is $200, the fully allocated cost of all components if $100 and the cost of final assembly

is $100):
Manufacture Percentage of Cost of All
Component Mfgr Location Cost or Components of the Rolling Stock
Seating XYz must be U.S. $30 30%
Car Shells ABC must be U.S. $31 31%

Total must be greater than 60%

The cost information can be shown as a dollar amount or as the percentage of the cost of a specific component
in relation to the cost of all components for the rolling stock.

2. Step 2 - Show information for subcomponents for each component, listing as many subcomponents
needed to reach a cost percentage greater than 60% of the cost of all subcomponents of that

component. Example (assuming that the fully allocated cost of all subcomponents for the component,
which excludes the manufacturing cost, is $25):

Seating Component

Manufacture Percentage of Cost
Subcomponents Mfgr Location Cost or of All Subcomponents
Cushions LMT must be U.S. $12 48%
Metal Frame ARE must be U.S. $10 40%

Total greater than 60%

The cost information can be shown as a dollar amount or as the percentage of the cost of the specific
subcomponent in relation to the cost of all of the subcomponents of the component.

3. Step 3 - final assembly occurs in U.S.
a. state location of final assembly;
b. briefly describe activities to occur during final assembly; and
c. state proposed total cost of final assembly.
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Exhibit F
BUY AMERICA CERTIFICATE

(Steel, Iron or Manufactured Products)
SELECT AND COMPLETE ONLY ONE OF THE FOLLOWING CERTIFICATIONS:

Certificate of Compliance with 49 U.S.C. 5323(j)(1)

The Proposer hereby certifies that it will meet the requirements of 49 U.S.C. 5323(j)(1) and the applicable
regulations in 49 CFR Part 661.

Firm Name

Signature of Authorized Official

Name and Title of Authorized Official

Date

Certificate of Non-Compliance with 49 U.S.C. 5323(j)(1)

The Proposer hereby certifies that it cannot comply with the requirements of 49 U.S.C. 5323(j)(1), but it may
qualify for an exception pursuant to 49 U.S.C. 5323(j)(2)(B) or (j)(2)(D) and the regulations in 49 CFR 661.7.

Firm Name

Signature of Authorized Official

Name and Title of Authorized Official

Date
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Exhibit G
FTA BUS TESTING CERTIFICATION

I:l l. NEW BUS MODEL TO BE TESTED

In accordance with 49 CFR Part 665, “Bus Testing Program,” the Proposer certifies that the bus model being
proposed for this Contractis anew bus model or abus model with a major change in configuration or components
(asdescribedin Subpart A ofthe interimrule). Contractor, atits own expense, will arrange for the required testing
atthe FTABus Testing Facility at Altoona, Pennsylvania priorto THE CITY OF LINCOLN'’s acceptance of the first
vehicle in a manner that the Time for Performance outlined in the Contract Specifications will not be impacted.
Contractor will provide a copy of the Test Report prepared for this bus model prior to acceptance.

OR

] 1. BUS MODEL ALREADY TESTED

In accordance with 49 CFR Part 665, “Bus Testing Program,” the Proposor certifies that the bus model being
proposed for this Contract is not a new bus model and does not incorporate a major change in configuration or
components (as describedin Subpart A ofthe interimrule). The Contractor will provide, uponrequestof THE CITY

OF LINCOLN, a copy of the Test Report prepared for the bus model accepted under this Contract.

(CHECK ONE BOX ONLY)

Date:

Firm:

Signature:

Title:
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EXnibit H

DISCLOSURE OF LOBBYING ACTIVITIES
Complete this form to disclose lobbying activities pursuant to 31 U.S.C. 1352

1. Type of Federal Action: 2. Status of Federal Action: 3. Report Type:
a. contract a. bid/offer/application a. initial filing
b. grant b. initial award b. material change
c. cooperative agreement c. post-award
d. loan For Material Change Only:
e. loan guarantee Year Quarter_____
f. loan insurance Date of last report:
4. Name and Address of Reporting Entity: 5. If Reporting Entity in No. 4 is Subawardee,
Enter Name and Address of Prime:
O Prime O Subawardee
Tier, if known:
Congressional District, if known: Congressional District, if known:
6. Federal Department/Agency: 7. Federal Program Name/Description:
CFDA Number, if applicable:
8. Federal Action Number, if known:_ 9. Award Amount, if known: $

10.a. Name and Address of Lobbying Entity

(if individual, last name, first name, MI):

10.b. Individuals Performing Services (including
address if different from No. 10a) (last name
first name, Ml):

(Attach Continuation Sheet(s), if necessary)

11.

Amount of Payment (check all that apply):

$ O actual O planned

12.

Form of Payment (check all that apply):
O a. cash
O b. in-kind; specify: nature

value

13. Type of Payment (check all that apply):
retainer

one-time fee

commission

contingent fee

deferred

other; specify

oOoooon
~P®o200TQ®

14.

Brief Description of Services Performed or to be Performed and Date(s) of Service, including offi
employee(s), or Member(s) contacted, for Payment indicated in Item 11:

cer(s),

(Attach Continuation Sheet(s), if necessary)

15.

Continuation Sheet(s) SF-LLL-A attached: [ Yesd No

16.

Information requested through this form is
authorized by title 31 U.S.C. section 1352. Th
disclosure of lobbying activities is a material
representation of fact upon which reference
was placed by the user above when this
transaction was made or entered into. This
disclosure is required pursuant to 31 U.S.C.
1352. This information will be reported to the
Congress semi-annually and will be available
for public inspection. Any person who fails to
file the required disclosure shall be subject to
civil penalty of not less than $10,000 and not
more than $100,000 for each failure.

SSignature:

Print Name:

Title:

Telephone No. Date:

a
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DISCLOSURE OF LOBBYING ACTIVITIES Exhibit H, Continued
CONTINUATION SHEET

Reporting Entity: Page of

Authorized tor Local Reproduction

Standard Form - LLL-A

BILLING CODES 3410-01-C; 6450-01-C; 6690-01-C;
8025-01C; 7510-01-C; 3510-FE-C; 8120-01-C; 4710-24-
C; 6116-01-C; 6051-01-C; 8230-01-C; 3210-01-C; 4210-
32-C; 4410-18-C; 4510-23-C;4810-25-C; 3001-01-C;
4000-01-C; 3820-01-C; 6560-50-C; 6820-61-C; 4310-RF-
C; 6718-01-C; 4150-04-C; 7555-01-C; 7537-01-C; 7536-
01-C; 6050-28-C; 4910-62-C
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Exhibit H, Continued

INSTRUCTIONS FOR COMPLETION OF SF-LLL, DISCLOSURE OF LOBBYING ACTIVITIES

This disclosure form shall be completed by the reporting entity, whether subawardee or prime Federal
recipient, at the initiation or receipt of a covered Federal action, or a material change to a previous filing
pursuant to title 31 U.S.C. section 1352. The filing of a form is required for each payment or agreement to
make payment to any lobbying entity for influencing or attempting to influence an officer or employee of
any agency, a Member of Congress, an officer or employee of Congress, or an employee of a Member of
Congress in connection with a covered Federal action. Use the SF-LLL-A Continuation Sheet for
additional information if the space on the form is inadequate. Complete all items that apply for both the
initial filing and material change report. Refer to the implementing guidance published by the Office of
Management and Budget for additional information.

1. Identify the type of covered Federal action for which lobbying activity is and/or has been secured to
influence the outcome of a covered Federal action.

2. Identify the status of the covered Federal action.

3. Identify the appropriate classification of this report. If this is a follow-up report caused by a material
change to the information previously reported, enter the year and quarter in which the change
occurred. Enter the date of the last previously submitted report by this reporting entity for this covered
Federal action.

4. Enter the full name, address, city, state and zip code of the reporting entity. Include Congressional
District, if known. Check the appropriate classification of the reporting entity that designates if it is, or
expects to be a prime or subaward recipient. Identify the tier of the subawardee, e.g., the first
subawardee of the prime is the 1st tier. Subawards include but are not limited to subcontracts,
subgrants and contract awards under grants.

5. If the organization filing the report in item 4 checks "Subawardee", then enter the full name, address,
city, state and zip code of the prime Federal recipient. Include Congressional District, if known.

6. Enter the name of the Federal agency making the award or loan commitment. Include at least one
organizational level below agency name, if known. For example, Department of Transportation,
United States Coast Guard.

7. Enter the Federal program name or description for the covered Federal action (item 1). If known,
enter the full Catalog of Federal Domestic Assistance (CFDA) number for grants, cooperative
agreements, loans, and loan commitments.

8. Enter the most appropriate Federal identifying number available for the Federal action identified in
item 1 (e.g., Request for Proposal (RFP) number; Invitation for Bid (IFB) number; grant announcement
number; the contract, grant, or loan award number; the application/proposal control number assigned
by the Federal agency). Include prefixes, e.g., "RFP-DE-90-001."

9. For a covered Federal action where there has been an award or loan commitment by the Federal
agency, enter the Federal amount of the award/loan commitment for the prime entity identified in item
4 or 5.

10. (a) Enter the full name, address, city, state and zip code of the lobbying entity engaged by the
reporting entity identified in item 4 to influence the covered Federal action.

(b) Enter the full names of the individual(s) performing services, and include full address if different
from 10 (a).

Enter Last Name, First Name, and Middle Initial(MlI).
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11.

12.

13.

14.

15.

16

Exhibit H, Continued

Enter the amount of compensation paid or reasonably expected to be paid by the reporting entity
(item 4) to the lobbying entity (item 10). Indicate whether the payment has been made (actual) or will
be made (planned). Check all boxes that apply. If this is a material change report, enter the
cumulative amount of payment made or planned to be made.

Check the appropriate box(es). Check all boxes that apply. If payment is made through an in-kind
contribution, specify the nature and value of the in-kind payment.

Check the appropriate box(es). Check all boxes that apply. If other, specify nature.

Provide a specific and detailed description of the services that the lobbyist has performed, or will be
expected to perform, and the date(s) of any services rendered. Include all preparatory and related
activity, not just time spent in actual contact with Federal officials. ldentify the Federal official(s) or

employee(s) contacted or the officer(s), employee(s), or Member(s) of Congress that were contacted.

Check whether or not a SF-LLL-A Continuation Sheet(s) is attached.

. The certifying official shall sign and date the form, print his/her name, title, and telephone number.

Public reporting burden for this collection of information is estimated to average 30 minutes per
response, including time for reviewing instructions, searching existing data sources, gathering
and maintaining the data needed and completing and reviewing the collection of information.
Send comments regarding the burden estimate or any other aspect of this collection of
information, including suggestions for reducing this burden, to the Office of Management and
Budget, Paperwork Reduction Project (0348-0046), Washington, D.C. 20503
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Exhibit |

49 CFR PART 20—CERTIFICATION REGARDING LOBBYING

Certification for Contracts, Grants, Loans, and Cooperative Agreements.

(To be submitted with each bid or offer exceeding $100,000)

The undersigned [Contractor] certifies, to the best of his or her knowledge and belief, that:

1)

(2)

(3)

No Federal appropriated funds have been paid or will be paid, by or on behalf of the
undersigned, to any person for influencing or attempting to influence an officer or employee of
an agency, a Member of Congress, an officer or employee of Congress, or an employee of a
Member of Congress in connection with the awarding of any Federal contract, the making of
any Federal Grant, the making of any Federal loan, the entering into of any cooperative
agreement, and the extension, continuation, renewal, amendment, or modification of any
Federal contract, grant, loan, or cooperative agreement.

If any funds other than Federal appropriated funds have been paid or will be paid to any
person for making lobbying contacts to an officer or employee of any agency, a Member of
Congress, an officer or employee of Congress, or an employee of a Member of Congress in
connection with this Federal contract, grant, loan, or cooperative agreement, the undersigned
shall complete and submit Standard Form—LLL, “Disclosure Form to Report Lobbying,” in
accordance with its instructions [as amended by “Government wide Guidance for New
Restrictions on Lobbying,” 61 Fed. Reg. 1413 (1/19/96). Note: Language in paragraph (2)
herein has been modified in accordance with Section 10 of the Lobbying Disclosure Act of
1995. (P.L. 104-65, to be codified at 2 U.S.C. 1601, et seq.)]

The undersigned shall require that the language of this certification be included in the award
documents for all subawards at all tiers (including subcontracts, subgrants, and contracts
under grants, loans, and cooperative agreements) and that all subrecipients shall certify and
disclose accordingly.

This certification is a material representation of fact upon which reliance was placed when this transaction
was made or entered into. Submission of this certification is a prerequisite for making or entering into this
transaction imposed by 31, U.S.C. § 1352 (as amended by the Lobbying Disclosure Act of 1995). Any
person who fails to file the required certification shall be subject to a civil penalty of not less than $10,000
and not more than $100,000 for each such failure. [Note: Pursuant to 31 U.S.C. 8§ 1352 (c)(1)-(2)(A), any
person who makes a prohibited expenditure or fails to file or amend a required certification or disclosure
form shall be subject to a civil penalty of not less than $10,000 and not more than $100,000 for each such
expenditure or failure.]

The Contractor, , certifies or affirms the truthfulness and
accuracy of each statement of its certification and disclosure, if any. In addition, the Contractor
understands and agrees that the provisions of 31 U.S.C. A 3801, et seq., apply to this certification and
disclosure, if any.

Signature of Contractor’'s Authorized Official

Name and Title of Contractor’s Authorized Official

Date
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Exhibit J

CERTIFICATION REGARDING DEBARMENT, SUSPENSION, INELIGIBILITY AND VOLUNTARY
EXCLUSION-LOWER TIER COVERED TRANSACTION

1)

(2)

Name:

The prospective lower tier participant certifies, by submission of this bid or proposal, that
neither it nor its “principals” [as defined at 49 C.F.R. § 29.105(p)] is presently debarred,
suspended, proposed for debarment, declared ineligible, or voluntarily excluded from
participation in this transaction by any Federal department or agency.

When the prospective lower tier participant is unable to certify to the statements in this
certification, such prospective participant shall attach an explanation to this proposal.

Title:

Signature:

Date:
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Exhibit K

MOTOR VEHICLE SAFETY AND POLLUTION CERTIFICATE

The undersigned Proposer hereby certifies the following:

1. The horsepower of the vehicle is adequate for the speed, range and terrain in which it will be
required to operate and also to meet the demands of the auxiliary power equipment.

2. All gases and vapors emanating from the crankcase of a spark-ignition engine are controlled
to minimize their escape into the atmosphere.

3. Visible emission for the exhaust will not exceed #1 on the Ringlemann Scale when measured
six inches (6”) from the tailpipe with the vehicle in steady operation.

4, When the vehicle has been idled for three (3) minutes and then accelerated to eighty percent
(80%) of rated speed under load, the opacity of the exhaust will not exceed #2 on the
Ringlemann Scale for more than five (5) seconds and no more than #1 on the Ringlemann
Scale thereafter.

5. The vehicle engine furnished meet the Federal and State regulations for year of manufacture;
certificate to include the values of the H.C. and NO2 and CO-grams per BHP-HR.

6. The vehicles shall comply with the Federal Motor Vehicle Safety Standards as established by
the United States Department of Transportation in effect on the date of manufacture.

7. That the vehicles shall comply with all requirements of the laws of the State, including all
regulations set forth by the State Highway Patrol in effect on the date of manufacture.

Firm Name:

Signature of Authorized Official:

Name and Title of Authorized Official:

Date:
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Exhibit L

TRANSIT VEHICLE MANUFACTURER’S (TVM) DBE CERTIFICATION
OF COMPLIANCE WITH 49 CFR 826.49(a)

This procurement is subject to the provisions of 49 CFR 826.49(a). Accordingly, as a condition of
permission to submit a proposal, the following certification must be completed and submitted with the
proposal. A proposal which does not include such certification will not be considered.

8 TRANSIT VEHICLE MANUFACTURER'S CERTIFICATION

(Name of Firm) , @ TVM, hereby certifies that it has complied with the
requirements of 49 CFR §26.49(a) by submitting a current annual Disadvantaged Business Enterprise
(“DBE”) goal to FTA. The goal

applies to Federal Fiscal Year (October 1, ,

to September 30, ), and has been approved or not disapproved by FTA.

(Name of Firm) , hereby certifies that
(Name of Firm) , manufacturer of the transit vehicle to be

supplied by (Name of Manufacturer)

has complied with the above-referenced requirement of 49 CFR

§26.49(a)

Signature:

Title:

Firm:

Date:
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Exhibit M
PERFORMANCE BOND

WHEREAS THE CITY OF LINCOLN, State of , hereinafter designated as City of
Lincoln,” by Resolution Number , passed ,
2003, has awarded to , hereinafter designated as the
“Principal,” a Contract for provisionof ___ () ___-Foot Diesel ___ Configuration Buses; and

WHEREAS, said Principal is required under the terms of said Contract and the Specifications therefore to
furnish a bond of faithful performance of said Contract,

NOW, THEREFORE, we, the Principal, and , as Surety, are
held and firmly bound unto the said City of Lincoln in the penal sum of

Dollars ($ ) lawful money of the
United States being a sum equal to fifty percent (50%) of the total amount payable for the initial order of
buses by the terms of said Contract, for the payment of which sum, well and truly to be made, we bind
ourselves, our heirs, executors, administrators and successors, jointly and severally, firmly by these
presents.

THE CONDITION OF THIS OBLIGATION IS SUCH that if the above bounded Principal, his or its heirs,
executors, administrators, successors or assigns, shall in all things stand to and abide by and well and
truly keep and perform the covenants, conditions and agreement in the said Contract and any alterations
thereof made as therein provided, on his or their part, to be kept and performed at the time and in the
manner therein specified, and in all respect according to their true intent and meaning, as therein
stipulated then this obligation shall become null and void; otherwise it shall be and remain in full force and
virtue.

And the said Surety for value received, hereby stipulates and agrees that no change, extension of time,
alteration or addition to the terms of the Contract or to the work to be performed thereunder or the
Specifications accompanying the same shall in any way affect its obligations on this bond, and it does
hereby waive notice of any such change, extension of time, alteration or addition to the terms of the
Contract or to the work or to the Specifications.

In the event that said City of Lincoln, or its successors or assigns, shall be the prevailing party in an action
brought upon this bond, then, in addition to the penal sum hereinabove specified, we agree to pay to said
City of Lincoln, or its successors or assigns, a reasonable sum on account of attorney’s fees in such
action, which sum shall be fixed by the court.
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Exhibit M, Continued

IN WITNESS WHEREOF, the above bounded parties have executed this instrument

under their seals this day of , 2003, the name and corporate
seal of each corporate party being hereto affixed and these presents duly signed by its undersigned
representative, pursuant to authority of its governing body.

Principal

By:

Note: To be signed by Principal

and Surety and signature of individual

signing for Surety shall be notarized and By:
evidence of power of attorney attached.

Surety

Address of Surety

101



Exhibit N
FAIR EMPLOYMENT PRACTICES CERTIFICATE

In connection with the performance of work under this contract, the Contractor agrees as follows:

1.

The Contractor will not willfully discriminate against any employee or applicant for employment
because of race, color, religious creed, ancestry, national origin, age, sex, physical disability,
mental disability, marital status, or medical condition as defined in Government Code §12926.
The Contractor will take affirmative action to ensure that applicants are employed, and that
employees are treated during employment, without regard to their race, color, religious creed,
ancestry, national origin, age, sex, physical disability, mental disability, marital status, or medical
condition as defined in Government Code 812926. Such action shall include, but not be limited
to, the following: employment, upgrading, demotion or transfer; recruitment or recruitment
advertising; layoff or termination; rates of pay or other forms of compensation; and selection for
training including apprenticeship. The Contractor agrees to post in conspicuous places, available
to employees and applicants for employment, notices setting forth the provisions of this Fair
Employment Practices section.

The Contractor will send to each labor union or representative of worker with which it has a
collective bargaining agreement or other contract or understanding, a notice, advising the said
labor union or workers' representative of the Contractor's commitments under this section; and
the Contractor shall post copies of the notice in conspicuous places available to employees and
applicants for employment.

The Contractor will permit access to its records of employment, employment advertisements,
application forms, and other pertinent data and records by the Fair Employment Practices
Commission, the awarding authority or any other appropriate agency of the State designated by
the awarding authority, for the purposes of investigation to ascertain compliance with the Fair
Employment practices section of this contract.

A finding of willful violation of the Fair Employment Practices section of this contract or of the Fair
Employment Practices Act shall be regarded by the awarding authority as a basis for determining
the Contractor to be not a "responsible Proposer" as to future contracts for which such Contractor
may submit proposals, for revoking the Contractor's pre-qualification rating, if any, and for
refusing to establish, re-establish or renew a pre-qualification rating for the Contractor.

The awarding authority shall deem a finding of willful violation of the Fair Employment practices Act to
have occurred upon receipt of written notice from the Fair Employment Practices Commission that it
has investigated and determined that the Contractor has violated the Fair Employment Practices Act
and has issued an order under Government Code Section 12970 or obtained a court order under
Government Code Section 12973.

Upon receipt of such written notice from the Fair Employment Practices Commission, the awarding
authority shall notify the Contractor that unless it demonstrates to the satisfaction of the awarding
authority within a stated period that the violation has been corrected, the Contractor's pre-qualification
rating will be revoked at the expiration of such period.

5.

The Contractor agrees that should the awarding authority determine that the Contractor has not
complied with the Fair Employment Practices section of this contract, then pursuant to Labor
Code Sections 1735 and 1775, the Contractor shall, as a penalty to the awarding authority,
forfeit, for each calendar day, or portion thereof, for each person who was denied employment as
a result of such noncompliance, the penalties provided in the labor code for violation of prevailing
wage rates. Such monies may be recovered from the Contractor. The awarding authority may
deduct any such damages from any monies due the Contractor.

102



Exhibit N, Continued

6. Nothing contained in this Fair Employment practices section shall be construed in any manner of
fashion so as to prevent the awarding authority from pursuing any other remedies that may be
available at law.

7. Prior to award of the contract, the Contractor shall certify to the awarding authority that it has or
will meet the following standards for affirmative compliance, which shall be evaluated in each
case by the awarding authority:

a. The Contractor shall provide evidence, as required by the awarding authority, that it has
notified all supervisors, foremen and other personnel officers, in writing, of the content of
the anti-discrimination clause and their responsibilities under it.

b. The Contractor shall provide evidence, as required by the awarding authority, that it has
notified all sources of employee referral (including unions, employment agencies,
advertisements, Department of Employment) of the content of the anti-discrimination
clause.

c. The Contractor shall file a basic compliance report as required by the awarding authority.
Willfully false statements made in such reports shall be punishable as provided by law.
The compliance report shall also spell out the sources of the work force and who has the
responsibility for determining whom to hire, or whether or not to hire.

d. Personally, or through its representatives, the Contractor shall, through negotiations with
the unions with whom it has agreements, attempt to develop an agreement which will:
(1) Spell out responsibilities for nondiscrimination in hiring, referral, upgrading and
training.
(2) Otherwise implement an affirmative anti-discrimination program in terms of the
unions' specific areas of skill and geography, to the end that qualified minority
workers will be available and given an equal opportunity for employment.

e. The Contractor shall notify the contracting agency of opposition to the anti-discrimination
clause by individuals, firms or organizations during the period of its pre-qualification.

8. The Contractor will include the provisions of the foregoing Paragraphs 1 through 7 in every
first-tier subcontract so that such provisions will be binding upon each such subcontractor.

9. Statements and Payrolls. The Contractor shall maintain its records in conformance with the
requirements in the Specifications and the following special provisions:

a. The submission by the Contractor of payrolls, or copies thereof, is not required. However,
each Contractor and subcontractor shall preserve their weekly payroll records for a period
of three (3) years from the date of completion of this contract.

b. The payroll records shall contain the name, address and social security number of each
employee, his/her correct classification, rate of pay, daily and weekly number of hours
worked, itemized deductions made, and actual wages paid.

c. The Contractor shall make its payroll records available at the project site for inspection by
THE CITY OF LINCOLN and shall permit THE CITY OF LINCOLN to interview employees
during working hours on the job.
The following certification is to be executed by every Bidder and enclosed and forwarded in a sealed
envelope containing the bid. The person signing the certification shall state his/her address and official
capacity.
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Exhibit N, Continued

FAIR EMPLOYMENT PRACTICES CERTIFICATE

The undersigned, in submitting a bid for performing the following work by contract, hereby certifies that the
bidder will meet the above standards of affirmative compliance with the Fair Employment Practices Act.

(Type) PRODUCT AND SERVICES

(Type) BIDDING COMPANY

By

SIGNATURE

(Type) NAME OF SIGNER

(Type) TITLE

Address
NUMBER AND STREET

CITY STATE ZIP CODE

TELEPHONE
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Exhibit O

DRUG FREE WORKPLACE CERTIFICATION

COMPANY/ORGANIZATION NAME

The contractor or grant recipient named above hereby certifies compliance with Government Code Section
8355 in matters relating to providing a drug free workplace. The above named contractor or grant
recipient will:
1. Publish a statement notifying employees that unlawful manufacture, distribution, dispensation,
possession, or use of a controlled substance is prohibited and specifying actions to be taken
against employees for violations, as required by Government Code Section 8355(a).

2. Establish a Drug-Free Awareness Program as required by Government Code Section 8355(b), to
inform employees about all the following:

(a) The dangers of drug abuse in the workplace
(b) The person’s or organization’s policy of maintaining a drug-free workplace.

(c) Any available counseling, rehabilitation and employee assistance programs, and Penalties
that may be imposed upon employees for drug abuse violations.

Provide, as required by Government Code Section 8355(c), that every employee who works on the
proposed contract or grant:

(a) Will receive a copy of the company’s drug-free policy statement; and,

(b)  Will agree to abide by the terms of the company’s statement as a condition of employment
on the contract or grant

CERTIFICATION
I, the official named below, hereby swear that | am duly authorized legally to bind the contractor or grant
recipient to the above described certification. | am fully aware that this certification, executed on the date

and in the country shown below, is made under penalty of perjury under the laws of the State.

X
OFFICIAL’S NAME

DATE EXECUTED EXECUTED IN THE COUNTY OF

CONTRACT OR GRANT RECIPIENT SIGNATURE

TITLE FEDERAL I.D. NUMBER
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Exhibit P

CERTIFICATION OF NON-COLLUSION

By submission of this proposal, each offerer and each person signing on behalf of any offerer certifies, and
in the case of a joint proposal, each party thereto certifies as to its own organization, under penalty of
perjury, that to the best of knowledge and belief:

1.

The contents of this proposal and of any subsequently submitted best and final offer have
been arrived at independently without collusion, consultation, communication, or
agreement, for the purpose of restricting competition, as to any other matter relating to
such proposal with any other offerer or with any competitor.

Unless otherwise required by law, the contents of the proposal and of any subsequently
submitted best and final offer have not been knowingly disclosed by the offerer and will not
knowingly be disclosed by the offerer prior to opening, directly or indirectly, to any other
offerer or to any competitor; and,

No attempt has been made or will be made by the offerer to induce any other person,
partnership, or corporation to submit or not to submit a proposal or a best and final offer for
the purposes of restricting competition.

Offerer Date

Authorized Signature

Notary

Subscribed and sworn before me this _

_ day of , 2

my commission expires , 2
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